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INTRODUCTION 

Groundwater is not limited to national borders, and therefore requires common action and 

management to improve and preserve water quality and conservation across the borders. According 

to the EU Water Framework Directive (2000/60/EC), member states should cooperate to  ensure  a  

sustainable  management  of  the  shared groundwater  resources. 

Estonia and Latvia started the first joint activities in the management of common groundwater 

resources in 2018, within the framework of the GroundEco project1, where a methodology for the 

identification and asssessment of groundwater-dependent terrestrial ecosystems was developed and 

implemented in the Gauja/Koiva river basin. IƻǿŜǾŜǊΣ ǇǊƻƧŜŎǘ άWƻƛƴǘ ŀŎǘƛƻƴǎ ŦƻǊ ƳƻǊŜ ŜŦŦƛŎƛŜƴǘ 

ƳŀƴŀƎŜƳŜƴǘ ƻŦ ŎƻƳƳƻƴ ƎǊƻǳƴŘǿŀǘŜǊ ǊŜǎƻǳǊŎŜǎ ό²ŀǘŜǊ!Ŏǘύέ ƛǎ ŀ Ŏƻƴǘƛƴǳŀǘƛƻƴ ƻŦ ǘƘŜ ǎǳŎŎŜǎǎŦǳƭ ŎǊƻǎǎ-

border cooperation between the Latvian and Estonian authorities. The main activity of the project is 

to establish joint principles for assessment of transboundary groundwater bodies in line with EU water 

policy and management of common groundwater resources. Agreed principles2 were implemented in 

transboundary Gauja/Koiva and Salaca/Salatsi river basins, based on which the first assessment of 

transboundary GWBs was carried out. 

This report summarizes information on the activities carried out in WP2, in connection with the 

assessment of transboundary GWBs (activity AT.2.2), the development of a joint transboundary 

monitoring program (activity AT.2.3), as well as the optimization of the monitoring network (activity 

AT.2.4). Report also provides recommendations for future transboundary groundwater management, 

which includes various aspects. All results from WP2 activities will be used for development of RBMPs, 

which could improve the management of transboundary groundwater resources. 

 

Authors: 

Borozdins, D.(1), Demidko, J.(1)Σ .ƛƪǑŜΣ WΦ(3), Babre, A.(3), Koit, O.(2)Σ YǸǘǘƛƳΣ [Φ(2)Σ hƧŀƳŅŜΣ YΦ(6), Popovs, K.(3), 
{ǘǊŀȊŘƛƸŀΣ [Φ(4), Tarros, S.(5), Vainu, M.(2), Valters, K.(1) 

мΦ [ŀǘǾƛŀƴ 9ƴǾƛǊƻƴƳŜƴǘΣ DŜƻƭƻƎȅ ŀƴŘ aŜǘŜƻǊƻƭƻƎȅ /ŜƴǘŜǊ ό[ŀǘǾƛƧŀǎ ±ƛŘŜǎΣ ƒŜƻƭƻƒƛƧŀǎ ǳƴ ƳŜǘŜƻǊƻƭƻƒƛƧŀǎ 

centrs) (Latvia) 

нΦ ¢ŀƭƭƛƴƴ ¦ƴƛǾŜǊǎƛǘȅΣ LƴǎǘƛǘǳǘŜ ƻŦ 9ŎƻƭƻƎȅ ό¢ŀƭƭƛƴƴŀ «ƭƛƪƻƻƭΣ mƪƻƭƻƻƎƛŀ ƪŜǎkus) (Estonia) 

оΦ ¦ƴƛǾŜǊǎƛǘȅ ƻŦ [ŀǘǾƛŀΣ CŀŎǳƭǘȅ ƻŦ DŜƻƎǊŀǇƘȅ ŀƴŘ 9ŀǊǘƘ {ŎƛŜƴŎŜ ό[ŀǘǾƛƧŀǎ ¦ƴƛǾŜǊǎƛǘņǘŜΣ HŜƻƎǊņŦƛƧŀǎ ǳƴ 

½ŜƳŜǎ ȊƛƴņǘƸǳ ŦŀƪǳƭǘņǘŜύ ό[ŀǘǾƛŀύ 

пΦ bŀǘǳǊŜ /ƻƴǎŜǊǾŀǘƛƻƴ !ƎŜƴŎȅ ό5ŀōŀǎ ŀƛȊǎŀǊŘȊơōŀǎ ǇņǊǾŀƭŘŜύ ό[ŀǘǾƛŀύ 

5. Geological Survey of Estonia (Eesti Geoloogiateenistus) (Estonia) 

6. Estonian Environmental Agency (Keskkonnaagentuur) (Estonia) 

This document reflects the views of the authors. The managing authority of the program is not liable 
for how this information may be used. 

 
1 Interreg Estonia-Latvia project No. Est-[ŀǘсн άWƻƛƴǘ ƳŀƴŀƎŜƳŜƴǘ ƻŦ ƎǊƻǳƴŘǿŀǘŜǊ ŘŜǇŜƴŘŜƴǘ ŜŎƻǎȅǎǘŜƳǎ ƛƴ ǘǊŀƴǎōƻǳƴŘŀǊȅ 
Gauja-YƻƛǾŀ ǊƛǾŜǊ ōŀǎƛƴ όDǊƻǳƴŘ9Ŏƻύέ !ǾŀƛƭŀōƭŜΥ https://www.meteo.lv/fs/CKFinderJava/userfiles/files/Par_centru/
ES_projekti/GroundEco/GroundEco_final_report.pdf 
2 ²ŀǘŜǊ!Ŏǘ ǇǊƻƧŜŎǘ ǊŜǇƻǊǘ ƻƴ ²tм ά/ŀǇŀŎƛǘȅ ōǳƛƭŘƛƴƎ ǘƘǊƻǳƎƘ ŜȄŎƘŀƴƎŜ ƻŦ ƪƴƻǿƭŜŘƎŜ ŀƴŘ ōŜǎǘ ƳŀƴŀƎŜƳŜƴǘ ǇǊŀŎǘƛŎŜǎέ 
activities T1.1-T1.4. Riga, 2022 

https://www.meteo.lv/fs/CKFinderJava/userfiles/files/Par_centru/‌ES_projekti/‌‌GroundEco/GroundEco_final_report.pdf
https://www.meteo.lv/fs/CKFinderJava/userfiles/files/Par_centru/‌ES_projekti/‌‌GroundEco/GroundEco_final_report.pdf
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1. ASSESSMENT OF THE STATUS OF TRANSBOUNDARY 
GROUNDWATER BODIES ACCORDING TO HARMONIZED PRINCIPLES 

The main objective of this activity is to assess the status of transboundary groundwater bodies (GWBs) 

in Salaca/Salatsi and Gauja/Koiva river basins according to the harmonized principles developed in 

WP1 activity AT.1.2 (Valters et al., 2022), in the line with the requirements of European level 

groundwater policies. 

1.1. Delineation of Latvian-Estonian transboundary GWBs 

The first step before assessing transboundary groundwater resources was to understand which aquifer 

systems in Latvian-Estonian border area are interconnected, so the first activity was delineation of 

transboundary GWBs. In Estonia, so far, no transboundary GWBs have been delineated, while in Latvia, 

GWBs were delineated with Lithuania in 2018, within the framework of the B-solutions project3.  

There are some EC guidelines and recommendations developed for the transboundary groundwater 

identification and management, however, detailed, specific methodologies are not available, also each 

country has different geological and hydrogeological conditions, as well as different approaches to the 

assessment and management of their groundwater resources. 

In order to gain the knowledge capacity and accumulate experience, in the Wateract project, as part 

of the AT.1.1 activity, case studies of the experiences and best practices of other countries in the 

management and assessment of common groundwater resources were studied (Valters et al., 2022). 

Based on the knowledge gained, the most appropriate approach was chosen for Latvian-Estonian case 

study. 

In general, the delineation process took place in two stages: (1) data collection (exchange) and (2) 

identification of related GWBs by analyzing the obtained information and available data. 

1.1.1. Data collection 

Both countries exchanged geological and hydrogeological information, as well as the spatial data of 

national GWBs. To make all information easily available to all partners, all data and materials are stored 

in an external data storage - pCloud drive. Likewise, the countries exchanged with national 

groundwater assessment approaches and methodologies - GWB delineation approach, anthropogenic 

pressure assessment, GWB quantitative and chemical state assessment methodologies. All these 

methods and approaches are described in more detail in Valters et al., (2022). 

Regarding GWB delineation ς these methods are slightly different, because in Estonia GWBs were 

delineated taking into account RBD boundaries, while in Latvia GWBs were delineated taking into 

account hydrogeological conditions and watersheds. 

 
3 B-Solutions, 2018. B-ǎƻƭǳǘƛƻƴǎ ƛƴƛǘƛŀǘƛǾŜΩǎ Ǉƛƭƻǘ ŀŎǘƛƻƴ ά[ƛǘƘǳŀƴƛŀƴ DŜƻƭƻƎƛŎŀƭ {ǳǊǾŜȅ ŀƴŘ [ŀǘǾƛŀƴ 9ƴǾƛǊƻƴƳŜƴt, Geology and 
Meteorology Centre institutional cooperation on cross-ōƻǊŘŜǊ ƎǊƻǳƴŘǿŀǘŜǊ ƳŀƴŀƎŜƳŜƴǘέΦ  
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Nevertheless, after assessing all available information, it was concluded that the geological 

stratigraphy in both countries are quite similar. The bedrock of the Devonian aquifer system is mainly 

distributed on the Latvian-Estonian border, which is also the main source of drinking water in the 

border area. 

1.1.2. Identification of transboundary groundwater bodies in Latvian-Estonian border area 

After all necessary information was collected, the next step was the identification of transboundary 

GWBs. A total of 10 GWBs have been identified on the Latvian-Estonian cross-border area ς 6 GWBs 

on the Estonian side and 4 on Latvian side (Figure 1).     

In Latvia and Estonia, GWBs are also delineated in vertical scale, so in order to assess similar GWBs, 

they were grouped into 3 groups according to their geological affiliation: GWBs in (1) Lower-Middle 

Devonian aquifer system, (2) Middle-Upper Devonian aquifer system, (3) Upper Devonian system 

(Figure 2). 

 
Figure 1. Groundwater bodies in Latvian-Estonian border area 

The hydrogeological model for Baltic artesian basin (PUMA model) was used to determine the Latvian-

Estonian cross-border hydrogeological conditions and hydrodynamic processes. The model was used 

for developing geological cross-sections, detecting groundwater flows and watersheds, which are 

important to understand the transboundary groundwater situation in total. 
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Figure 2. Latvian-Estonian GWBs in: A ς Lower-Middle Devonian aquifer system; B ς Middle-Upper 
Devonian aquifer system; C ς Upper Devonian aquifer system 

1.1.2.1.  GWBs in Lower-Middle Devonian aquifer system 

On the Latvian-Estonian border, 3 GWBs have been identified in the Lower-Middle Devonian aquifer 

system (Estonian GWBs 21, 22, Latvian GWB P) (Figure 3). All three GWBs are located in different RBD. 

In these deeper geological layers, the hydrogeological conditions are relatively homogeneous and the 

groundwater flows do not coincide with the boundaries of the RBD. In Estonia, Lower-Middle Devonian 

GWBs ƘŀǾŜ ōŜŜƴ ŘŜƭƛƴŜŀǘŜŘΣ ƛƴŎƭǳŘƛƴƎ ǘƘŜ ¢ƛƭȌŜ-tŅǊƴǳ ό51-2tl-pr) aquifers, in Latvia - ZŜƳŜǊi-Pernava 

(D1-2km-pr). The main deposits that form the aquifer layers is sandstone. Local aquitards are formed 

by siltstone clay interlayers and dolomitic marl. 

 According to the PUMA model data, the recharge zone of this aquifer system is located in the south-

eastern part of Estonia, but discharge zone is located in the Gulf of Riga and the the Baltic Sea. The 

modeled watershed shows that the groundwater flow of GWB 21 and P is directed to the Gulf of Riga 

and the Baltic Sea, while in the GWB No. 24 the groundwater flow mainly is directed in the opposite 

direction - to Lake Peipus.                      
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Figure 3. Groundwater bodies in Lower-Middle Devonian aquifer system 

1.1.2.2.  GWBs in Upper-Middle Devonian aquifer system 

In the Upper-Middle Devonian aquifer system 5 GWBs have been delineated - Estonian GWBs 23, 24, 

25 and Latvian GWB A10 and A8 (Figure 4). In both countries, GWBs in the Upper-Middle Devonian 

aquifer system consist of !ǊǳƪǸƭŀ-Amata (D2-3ar-am) aquifers. The main rock that forms the aquifer 

layers is sandstone. Local aquitards are formed by siltstone, clay and dolomite marl. In these GWBs, 

groundwater flows more correlate with RBD boundaries. 

Groundwater flows and watersheds from the hydrogeological model shows that GWBs 23 with A10 

and 25 with A8 could be assumed as transboundary GWBs. GWB 24 watershed coincides with the 

Estonian-Latvian border line (also RBD boundary) and according to the model information and existing 

data, groundwater does not flow across the state border (no significant transboundary groundwater 

flow). 
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Figure 4. Groundwater bodies in Upper-Middle Devonian aquifer system 

1.1.2.3. GWBs in Upper Devonian aquifer system 

In the Upper Devonian aquifer system, two GWBs have been identified - GWB 26 (in Estonia) and D6 

(in Latvia) (Figure 5). Both GWBs are located in the Gauja/Koiva RBD. GWBs consist of the tưŀǾƛƸŀǎ-

Amula (D3pl-aml) aquifers system. The main sediments that form the bedrock are sandstone, dolomite, 

and also limestone on the Estonian side. The local aquitards are mainly composed of dolomite marl, 

marl, siltstone, clay and gypsum. 

Considering that these are uppermost GWBs, groundwater flows coincide with the boundaries of the 

Gauja catchment area. According to the modeled groundwater flows, GWB 26 flows across the state 

border, into the territory of Latvia. 
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Figure 5. Groundwater bodies in Upper Devonian aquifer system 

1.1.3. The results on the delineation of Latvian-Estonian transboundary GWBs 

In the Lower-Middle Devonian aquifer system, the hydrogeological situation is homogeneous and does 

not follow the river basin boundaries. Thus, although the water body in Estonia GWB 22 territory 

borders the border of Latvia, it is located in another river basin (East Estonia RBD) and is outside the 

framework of this project tasks. For these reasons, GWBs No.21, and P were considered to be 

hydrogeological related and it was proposed to include these two bodies in the transboundary GWB 

list. 

In the Upper-Middle Devonian system, according to hydrogeological model groundwater flows and 

watersheds, interconnected transboundary GWBs could be No.23 with A10 and A8 with No.25. Due to 

the fact that the Estonian GWB 24 is completely located in the East Estonia RBD (not international 

RBD), it is not delineated as a transboundary groundwater body within the framework of this project. 

In the Upper Devonian aquifer system, two GWB 26 and D6 have been identified at the Latvian - 

Estonian border area and both are located in the Gauja/Koiva RBD. According to the collected data and 

available model information, these GWBs are connected and should be included in the transboundary 

GWBs list. 

As a result, both parties agreed that a total of 8 GWBs in the Gauja/Koiva and Salaca/Salatsi river basins 

are considered as transboundary (see Figure 6). 
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Figure 6. Agreed transboundary groundwater bodies in Latvian-Estonian border area 

1.2. Initial characterization of Latvian-Estonian transboundary GWBs 

In order to fulfill the requirements of WFD, the next step after GWB delineation is the characterization 

of the transboundary GWBs by combining the available information on the characteristic parameters 

for the inter-connected GWBs of both states. In Table 1, the joint Latvian-Estonian GWBs were grouped 

together, and the table indicates the general characteristics of these bodies. Also, descriptions of these 

GWBs are provided in the following subchapters 1.2.1 - 1.2.4. More detailed information for each GWB 

is provided in GWB conceptual models (see Annex 1). 

TABLE 1 

Initial characterization of joint Latvian-Estonian GWBs 

Transboundary 
GWBs 

National 
GWB 

Area 
(km2) 

Total 
Area 
(km2) 

Aquifer 
characterization Main  

use 
Overlying 
strata (m) 

Criteria for 
importance Aquifer 

Type Confined 

GWB-1 Upper 
Devonian 

D6 4891 
5617.1 F, P Yes DRW, IND 0-180 

GW resources; 
GW use 26 726.1 

GWB-2 Upper-
Middle Devonian 

A8 27349 
28 671 P Yes DRW, IND 0-200 

GW resources; 
GW use 25 1322 

GWB-3 Upper-
Middle Devonian 

A10 3321 
5662 P Yes DRW, IND 0-155 

GW resources; 
GW use 23 2341 

GWB-4 Lower-
Middle Devonian 

P 4394 
8844 P Yes DRW, IND 0-280 

GW resources; 
GW use 21 4450 

Aquifer Type ς P- Porous, K - Karstic, F - Fissured 
Main use - DRW = Drinking water / AGR = Agriculture / IRR = Irrigation / IND = Industry / GW resources, DRW protection, 
ŘŜǇŜƴŘŜƴǘ ŜŎƻǎȅǎǘŜƳǎΤ Ҕ пллл ƪƳчΣ D² ǳǎŜΣ D² ǊŜǎƻǳǊŎŜǎ 
SPA = Balneology / CAL = Caloric energy / OTH = Other. Multiple selections possible. 
Overlying strata Indicates a range of thickness (minimum and maximum in meters) 



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

13 
 

1.2.1. GWB-1 in Upper Devonian aquifer system 

The Upper Devonian transboundary GWBs are located mainly in the Gauja/Koiva river basin. The total 

area is about 5617 km2, most of which or 4891 km2 is on the Latvian side, while on the Estonian side is 

about 726 km2. A small part of the Latvian GWB D6 is also located in the Daugava RBD, while the 

territory of the Estonian GWB 26 partly belongs to the East Estonian RBD. 

 

Figure 7. Transboundary GWBs in Upper Devonian aquifer system 

Geology. The bedrock consists mainly of dolomites and sandstones on the Latvian side, while 

limestones and dolomitized limestones are more common closer to the Estonian border and on the 

Estonian side. The average thickness of the bedrock is about 30 - 40 m, reaching up to 100 m locally in 

the highlands. Overlying strata consist of Quaternary sediments: loam, loamy till, sand and clay. 

Average thickness of quaternary sediments is about 30-50 m in plains and valleys, reaching up to 75-

135 m in the Vidzeme and Haanja upland. 

Recharge-discharge. Main recharge areas are located in Vidzeme upland (central part of Latvia) and at 

the border area ς !ƭǹƪǎƴŜ (Latvia) and Haanja (Estonia) uplands, while the discharge occurs in 

topographically lower regions ς ¢ņƭŀǾŀ lowland in Latvia and Hargla depression in Estonia. 

Groundwater quality, water abstraction. Aquifer system consists mainly of Ca-Mg-HCO3 type 

freshwaters with mineralization up to 1 g/l. Elevated concentrations of sulphate ions (SO4
2-) above 250 

mg/l have been observed locally at the north-east part of Latvia (at the Estonian border area), where 

layers of gypsum are distributed. 

Groundwater from this aquifer system is mainly used for drinking water supply. In Latvia, these 

aquifers are widely used for the drinking water abstraction of both individual households and for the 

centralized water supply of cities, as well as for industrial needs. In Estonia, these aquifers are mainly 

used for drinking water by individual households, because the extent and the thickness of the aquifer 

is limited. 

On the Estonian side, water abstraction in 2018 was approximately 85 m3/d, while total natural 

groundwater reserves were estimated at 221586 m3/d. In Latvia, groundwater abstraction from well-

fields in 2019 was 1147.69 m3/d, but the approved resources from well-fields is 3884 m3/d. The 
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available groundwater resources or approved resources in the Upper Devonian aquifers in both Latvia 

and Estonia are significantly larger than water abstraction and do not pose a threat to the quantitative 

status of transboundary groundwater bodies. 

Anthropogenic pressure. Although the pressure assessment methodologies are very different in both 

countries (Valters et al., 2022) in the Upper Devonian aquifer system, significant point, diffuse and 

water abstraction pressure in the transboundary GWBs on the Latvian and Estonian sides have not 

been identified according to the pressure assessment methodologies (Valters et al., 2022). 

TABLE 2 

Summary of the pressures in Latvian-Estonian transboundary GWBs in Upper Devonian aquifer system 

(Marandi et al., 2020; LEGMC, 2021) 

Aquifer 
system GWB Point source 

pressure 
Diffuse source 

pressure 
GW 

abstraction 

1. Upper 
Devonian 

26 Not significant Not significant Not significant 

D6 Not significant Not significant Not significant 

1.2.2. GWB-2 in Upper-Middle Devonian aquifer system 

Terrain is diverse because of its wide area. West part is covered by plains and wavy plains, in north and 

east - plains and wavy plains alternate with small hills, medium high and high hillsides, while the central 

and south-eastern part basically consists of small hills, as well as medium and high hills. The absolute 

height of the terrain varies up to 311.5 m a.s.l. 

The total area is about 28671km2, most of which or 27349 km2 (GWB A8) is on the Latvian side, while 

on the Estonian side is about 1322 km2 (GWB 25). Largest part of the Latvian GWB A8 is located also in 

the Daugava RBD. 

 
Figure 8. Transboundary GWBs in Upper-Middle Devonian aquifer system 
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Geology. Geological structure that forms the Upper-Middle Devonian aquifer system is composed of 

porous rocks - sandstones with siltstone and clay interlayers. The thickness of the bedrock aquifers is 

in the range of 115-300 m.  Most of the territory (about 80%) is covered by the geological strata 

(dolomites, limestones) of the Upper Devonian system (incl. GWBs D6 and 26). Overlapping quaternary 

layer consists mainly of glaciofluvial sand, gravel, loam and clay sediments. The thickness of the 

Quaternary sediments is mostly from 5-25 m up to 55-190 m (60-80 m average). 

Recharge-discharge. In Latvia, the recharge zones of GWB A8 are mainly located in the uplands 

ό±ƛŘȊŜƳŜΣ !ƭǹƪǎƴŜ ŀƴŘ [ŀǘƎŀƭŜ ǳǇƭŀƴŘǎύΣ ǿƘƛƭŜ ǘƘŜ ŘƛǎŎƘŀǊƎŜ ȊƻƴŜ ƛǎ ƭƻŎŀǘŜŘ ƛƴ ƭƻǿŜǊ ǊŜƭƛŜŦ ŀǊŜŀǎΣ ǘƘŜ 

Gulf of Riga and the cross-border area. In Estonia, groundwater flows from the recharge areas in the 

Karula and Haanja Uplands to discharge areas in the lower lying regions. The amount of recharge is 

dependent on the thickness and composition of the Quaternary sediments. 

Groundwater quality, water abstraction. Aquifer system consists mainly of Ca-Mg-HCO3 type 

freshwaters with mineralization up to 1 g/l. Groundwater has a naturally high iron (Fe) content. Na-Cl 

type brackish waters (mineralization > 1g/l) may be found in the vicinity of the city of Riga (Great Riga 

Depression cone). Groundwater with increased mineralization is not present in the Latvian-Estonian 

cross-border area. 

This aquifer system contains abundant groundwater resources. These aquifers are widely used for the 

drinking water abstraction of both individual households and for the centralized water supply of cities, 

as well as for industrial needs. On the Latvian side (GWB A8) according to data, in 2019 there were 100 

active well fields. In Estonia, the Upper-Middle Devonian aquifer system (GWB 25) is used mainly for 

the water supply for households, because it is much less distributed compared to Latvian part (GWB 

A8). 

On the Estonian side, water abstraction in 2018 was approximately 164 m3/d, while total natural 

groundwater reserves were estimated at 536689 m3/d. In Latvia, the groundwater abstraction from 

well-fields in 2019 was 49 722.45 m3/d, but the approved resources from well-fields is 180 680 m3/d. 

The available groundwater resources or approved resources in the Upper-Middle Devonian aquifers in 

both Latvia and Estonia are significantly larger than water abstraction and do not pose a threat to the 

quantitative status of transboundary groundwater bodies.  

Anthropogenic pressure. No significant anthropogenic pressure has been identified in the 

transboundary groundwater bodies of the Upper and Middle Devonian aquifers on the Estonian side 

according to the national pressure assessment methodology. Significant anthropogenic pressure in 

Latvia has been identified in GWB A8 (see Table 3). 

TABLE 3  

Summary of the pressures in Latvian-Estonian transboundary GWBs in Upper-Middle Devonian aquifer 

system (Marandi et al., 2020; LEGMC, 2021) 

Aquifer system GWB Point source 
pressure 

Diffuse source 
pressure GW abstraction 

2. Upper-Middle 
Devonian 

25 Not significant Not significant Not significant 

A8 Significant Not significant Not significant 
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In the Latvian GWB A8 a significant point pressure has been identified. In this case, it has been done 

on a precautionary basis, taking into account the concentration of contaminating sites and the 

presence of regional as well as local depression cones and the potential risk to water abstraction sites. 

(LEGMC, 2021). ¢ƘŜ ǘŜǊǊƛǘƻǊȅ ƻŦ ǘƘŜ Ǌƛǎƪ ȊƻƴŜ άwƛƎŀ ǘŜǊǊƛǘƻǊȅ ŦǊƻƳ ǘƘŜ DǳƭŦ ƻŦ wƛƎŀ ǘƻ ǘƘŜ άDŜǘƭƛƸƛέ 

ƭŀƴŘŦƛƭƭέΣ ǿƘŜǊŜ ƻƴƭȅ ǎƘŀƭƭƻǿ ƎǊƻǳƴŘǿŀǘŜǊ Ǉƻƭƭǳǘƛƻƴ ǿŀǎ ƻōǎŜǊǾŜŘΣ ǿŀǎ ƛŘŜƴǘƛŦƛŜŘ ŀǎ ŀ ǎƛƎƴƛŦƛŎŀƴǘ Ǉƻƛƴǘ 

pollution pressure in the surface exposed part of GWB A8 (LEGMC, 2021). GWB A8 covers a large part 

of the territory of Latvia (see Figure 8) and a significant point-pressure is detected in the territory of 

Riga and its surroundings. In the border area (with Estonia), point-pressure is insignificant and does 

not potentially pose a threat to transboundary groundwater resources. 

1.2.3. GWB-3 in Upper-Middle Devonian aquifer system 

The Upper-Middle Devonian transboundary GWBs are located mainly in the Salaca/Salatsi river basin 

and West Estonian RBD. The total area is about 5662 km2, most of which or 3321 km2 is on the Latvian 

side, while on the Estonian side is about 2341 km2. 

Sakala upland is widespread in the eastern part of the territory, where the height of the relief reaches 

about 130 m above sea level. The terrain is declining towards the Baltic Sea, which borders on the 

west.  In the western part, there is the tƛŜƧǹǊŀ Lowland (Latvian side) and the tŅǊƴǳ Lowland (Estonian 

side). 

 
Figure 9. Transboundary GWBs in Upper-Middle Devonian aquifer system 

Geology. Geological structure that forms the aquifer system is composed of sandstone. The local 

aquitards consist mainly of siltstone and clay. The thickness of the bedrock increases to the south, 

reaching 170 m in GWB A10, while average thickness of the bedrock is about 60-80 m. Domerite, marl 
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and clay of the Narva regional aquitard are embedded under the aquifer system. Moraine loam, sand 

and clay are common in the overlapping Quaternary sediments. Average thickness of quaternary 

sediments are about 30-40 m in plains and lowlands, reaching up to to 100 m in the Sakala and Idumeja 

upland. 

Recharge-discharge. The main groundwater flows are from the Idumeja and Sakala uplands (recharge 

areas) to the lower areas - the Salaca river valley and the adjacent plains. Groundwater mainly 

discharges in Gulf of Riga. 

Groundwater quality, water abstraction. Aquifer system consists mainly of Ca-Mg-HCO3 type 

freshwaters with mineralization up to 1 g/l. These aquifers are used for the drinking water abstraction 

of both individual households and for the centralized water supply of cities. On the Latvian side (GWB 

A10) there are 5 active well fields. In Estonia, Lower-Middle Devonian aquifer system (GWB 23) is used 

mainly for the water supply for households. 

On the Estonian side, water abstraction in 2018 was approximately 459 m3/d, while total natural 

groundwater reserves were estimated at 460246 m3/d. In Latvia, the groundwater abstraction from 

well-fields in 2019 was 325.14 m3/d, but the approved resources from well-fields is 1544 m3/d. The 

available groundwater resources or approved resources in the Upper-Middle Devonian aquifers in both 

Latvia and Estonia are significantly larger than water abstraction and do not pose a threat to the 

quantitative status of transboundary groundwater bodies. 

Anthropogenic pressure. No significant anthropogenic pressure has been identified in the 

transboundary groundwater bodies of the Upper and Middle Devonian aquifers on the Estonian side 

according to the national pressure assessment methodology (see Table 4). 

TABLE 4 

Summary of the pressures in Latvian-Estonian transboundary GWBs in Upper-Middle Devonian aquifer 

system (Marandi et al., 2020; LEGMC, 2021) 

Aquifer system GWB Point source 
pressure 

Diffuse source 
pressure GW abstraction 

3. Upper-Middle 
Devonian 

23 Not significant Not significant Not significant 

A10 Not significant Not significant Not significant 

1.2.4. GWB-4 Lower-Middle Devonian aquifer system 

The Lower-Middle Devonian transboundary aquifer system consists of GWB P (Latvian side) and GWB 

21 (Estonian side). The total area is 8844 km2. Most of the area (76%) is covered by bedrocks of the 

Upper-Middle Devonian aquifer system (GWBs A10 and 23). Other part (with no overlying layers) is 

located on the Estonian side and is more exposed to surface pressure. The relief in this part is mostly 

flat ς most of the territory is located in the tŅǊƴǳ lowland. Further from the sea coast - on the eastern 

side, the relief is more wavy and uneven (Sakala upland). 
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Figure 10. Transboundary GWBs in Lower-Middle Devonian aquifer system 

Geology. Geological structure that forms the aquifer system is composed of sandstone. The local 

aquitards consist mainly of siltstone and clay. The thickness of the bedrock increases from north to 

south, reaching a maximum thickness of about 114 m in Latvian GWB P. The average thickness is about 

40 m. Domerite, marl and clay sediments of the Narva regional aquitard covers the Lower-Middle 

Devonian aquifer system and separates it from the active water exchange zone, i.e. the overlapping 

Upper-Middle Devonian aquifer system (GWBs A10 and 23). 

Recharge-discharge. Main recharge areas are located in Estonian uplands. Groundwater mainly 

discharges in the Baltic Sea. 

Groundwater quality, water abstraction. Aquifer system consists mainly of Ca-Mg-HCO3 type 

freshwaters with mineralization up to 1 g/l. These aquifers are used for the drinking water abstraction, 

centralized water supply of cities and industrial use. 

On the Estonian side, water abstraction in 2018 was approximately 757 m3/d, while total natural 

groundwater reserves were estimated at 536689 m3/d. In Latvia, the groundwater abstraction from 

well-fields in 2019 was 702.44 m3/d, but the approved resources from well-fields is 3651 m3/d. The 

available groundwater resources or approved resources in the Lower-Middle Devonian aquifers in both 

Latvia and Estonia are significantly larger than water abstraction and do not pose a threat to the 

quantitative status of transboundary GWBs. 

Anthropogenic pressure. No significant anthropogenic pressure has been identified in the 

transboundary groundwater bodies of the Lower-Middle Devonian aquifers on the Estonian side 

according to the national pressure assessment methodology (see Table 5). 
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TABLE 5 

Summary of the pressures in Latvian-Estonian transboundary GWBs in Lower-Middle Devonian aquifer 

system (Marandi et al., 2020; LEGMC, 2021) 

Aquifer system GWB Point source 
pressure 

Diffuse source 
pressure GW abstraction 

4. Lower-Middle 
Devonian 

21 Not significant Not significant Not significant 

P Not significant Not significant Not significant 

 

1.3. Overall status assessment of Latvian-Estonian transboundary GWBs 

In accordance with the requirements of the WFD, Member States should carry out joint or coordinated 

assessments of the conditions of transboundary waters and the effectiveness of measures taken to 

prevent, control and reduce transboundary impact. The assessment of Latvian-Estonian transboundary 

GWBs was carried out based on the harmonized methodologies, developed in WP1 Activity T.1.1 

ά9ȄŎƘŀƴƎŜ ƻŦ ƎƻƻŘ ǇǊŀŎǘƛŎŜǎ ŀƴŘ ŘŜǾŜƭƻǇƳŜƴǘ ƻŦ ƘŀǊƳƻƴƛȊŜŘ ǇǊƛƴŎƛǇƭŜǎ ŦƻǊ ƎǊƻǳƴŘǿŀǘŜǊ ŀǎǎŜǎǎƳŜƴǘέ 

(Valters et al., 2022). For the chemical and quantitative status assessment of LatvianςEstonian 

transboundary GWBs, a nine characterization tests were carried out (based on CIS Guidance Document 

No.184). 

1.3.1. Chemical status assessment of transboundary groundwater bodies 

For the assessment of the chemical condition, five tests should be performed in general: general 

quality assessment (GQA) test, saline or other intrusion, groundwater-associated aquatic ecosystems, 

groundwater-dependent terrestrial ecosystems, as well as drinking water protected area test. 

1.3.1.1. General quality assessment test 

For the GQA test, in both countries the first step was to assess the exceedances of the relevant 

parameters/pollutants in each GWB to determine whether the exceedances affect more than 20% of 

the total GWB area, using the Thiessen method to determine the significance fraction (Valters et al., 

2022). 

 
4 Guidance document No.18, 2009. Guidance on groundwater status and trend assessment, European Communities, 2009, 

Common Implementation Strategy for the Water Framework Directive (2000/60/EC) 
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Figure 11.  Flow chart diagram of the harmonized Estonian-Latvian approach of 

the general quality assessment test (Valters et al., 2022) 
 

Step 1. Does the average concentration at any of the monitoring points for any parameter in the 

selected time period exceed EQSs, TVs and/or LVs? 

During the time period 2015-2019, an exceedance of the average concentration of bentazon was 

identified in the GWB D6 (1 monitoring point - 5ņǾƛŘŀ ŘȊƛǊƴŀǾǳ springs) and GWB A8 (1 monitoring 

point ς [ƛŜƭņ 9ƭƭơǘŜ spring), which is related to point pollution - intensive agricultural activity near the 

springs (LEGMC, 2021). According to this general quality assessment (GQA) test, the next step of the 

scheme for GWB D6 should be carried out. 

In Estonian GWB 23, the average concentrations of ammonium ions (NH4+) (in the period 2014-2019) 

have exceeded the TVs in the monitoring well No. 7592, while in the GWB 21, the chemical oxygen 

demand (COD) exceeds the TV in monitoring in the monitoring well No. 7568 (average concentration 

ς 8.60 mgO/l; TV ς 5 mgO/l) (Marandi et al., 2019). According to this GQA test, the next step of the 

scheme for GWB 23 and GWB 21 should be carried out. 

In GWBs A10, P, 25 and 26, the average values of the quality indicators did not exceed the TVs in the 

given time period, therefore, according to the assessment procedure scheme, it is assumed that these 
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GWBs is in good chemical status and no further assessment tests of the chemical status should be 

performed. 

Step 2. Do the identified exceedances represent more than 20% of the total area of GWB? 

In the case of Latvia, both monitoring springs (5ņǾƛŘŀ ŘȊƛǊƴŀǾǳ spring and [ƛŜƭņǎ 9ƭƭơǘŜǎ spring) 

represent less than 20% of the total territory of the GWB and do not affect the general chemical state 

of GWBs D6 and A8 (LEGMC, 2021). Likewise, the existing monitoring well No. 7568 in GWB 21, where 

the chemical oxygen demand (COD) indicator excesses were detected during the reporting period, 

does not represent more than 20% of the entire area of GWB 21. (Marandi et al., 2020). According to 

the general quality assessment scheme, if the exceedances do not affect more than 20% of the total 

area of GWB, it is considered to be in good status with high confidence. Accordingly, GWB D6, A8 and 

21 are assumed to be in good chemical status with high confidence. 

In the Estonian GWB 23 ς monitoring well No. 7592, in which the average ammonium concentrations 

exceeded the TV/LV, represents more than 20% of the total area of GWB, or 46.9% of the total area of 

GWB 23 (Marandi, et al., 2019). According to the procedure of this test, it is necessary to move to the 

next step. 

Step 3. Does the aggregate data trendline by GWB of any parameter in the selected time period exceeds 

75% of the EQS, TV and/or LV? 

The trendline of the average values of ammonium ions (NH4
+) in the monitoring well No. 7592 (GWB 

23) does not exceed 75% of the TV in the selected period (2014-2019) (see Figure 12). According to the 

test assessment test scheme, in the case of Estonia, it is required to move to the next step. 

 

Figure 12. Ammonium (NH4
+) concentrations in monitoring well No. PRK0007592 (GWB 23) in the period 

2014-2019 (Marandi, et al., 2019) 

Step 4. Does the trend line at any of the monitoring points for any parameter indicates statistically 

significant upward trend? 

In the GWB 23, the ammonium (NH4) values in the monitoring well No. 7592 do not indicate a 

statistically significant upward trend. According to the assessment test, no further steps need to be 

carried out and the chemical status of GWB 23 is considered as good (with average confidence). 
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1.3.1.2. Saline or other intrusions 

The assessment methods for saline water or other intrusion tests are different in Latvia and Estonia, 

but this project reviewed the approaches of both countries and agreed on a harmonized Estonian-

Latvian approach of the saline or other intrusions test for chemical status assessment. The scheme of 

the common approach step-by-step is described in report Valters et al. (2022).  

 

Figure 13. Flow chart diagram of the harmonized Estonian-Latvian approach of 

the saline or other intrusions assessment test (Valters et al., 2022) 

Step 1. Are there individual TVs set for Cl- and/or SO4
2- ions? Does the average concentration of these 

ions at any monitoring point exceed these TVs? Does the trendline at any monitoring point indicate a 

statistically significant upward trend?? 

The first step in the intrusion assessment procedure is the most significant in the case of Latvia and 

Estonia. No TVs have been set for Estonian transboundary GWBs for intrusion process indicators (Cl- 

and SO42- ions) as there is no risk of saline water or other intrusions, so no further test steps are 

required (Marandi et al., 2020). According to the saline or other intrusion test, all GWBs are in a good 

status with high confidence. 

In the case of Latvia, TVs for the parameters characterizing the intrusion process (Cl- and SO42-) are set 

for each GWB. 
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Exceedances of the TVs were determined in GWB A8 - in several monitoring wells the average 

concentrations of the chloride (Cl-) ions exceed the TV (in the case of GWB A8, the TV for Cl- is 134 

mg/l). It should be noted that GWB A8 covers a large area of Latvia and no exceedances of 

concentrations have been detected at the Latvian-Estonian border area, thus there is no risk of 

intrusion process on transboundary groundwater resources in the current situation. 

Although exceedances have been detected in several monitoring points, the last criteria of the first 

step is about statistically significant upward trend at any monitoring point. In the case of Latvia, the 

available quality monitoring data set is insufficient to perform trends, so, according to the scheme, it 

is not necessary to perform further steps for intrusion test and the chemical status of GWB A8 is 

considered to be good with low confidence. In all other transboundary GWBs, the chemical status is 

good with high confidence. 

1.3.1.3. Groundwater associated aquatic ecosystems  

In Estonia, the groundwater associated aquatic ecosystem (GAAE) assessment methodology was 

developed and implemented already in 2015 (Terasmaa et al., 2015), while in Latvia, the development 

and assessment of the methodology for identifying groundwater associated aquatic ecosystems was 

ŎŀǊǊƛŜŘ ƻǳǘ ƛƴ нлнм ǿƛǘƘƛƴ ǘƘŜ ǇǊƻƧŜŎǘ άLŘŜƴǘƛŦƛŎŀǘƛƻƴ ŀƴŘ ŀǎǎŜǎǎƳŜƴǘ ƻŦ ƎǊƻǳƴŘǿŀǘŜǊ ŘŜǇŜƴŘŜƴǘ 

ecosystems at the level of LatǾƛŀƴ ƎǊƻǳƴŘǿŀǘŜǊ ōƻŘƛŜǎέ όŦƛƴŀƴŎŜŘ ōȅ [ŀǘǾƛŀƴ 9ƴǾƛǊƻƴƳŜƴǘŀƭ tǊƻǘŜŎǘƛƻƴ 

Fund) and in total in all four RBDs (including Gauja and Salaca river basins) 169 associated aquatic 

ecosystems (rivers, lakes, karstic features) were identified. In total, 18 ecosystems are located in the 

territory of Latvian-Estonian transboundary GWBs: A8 ς 12; D6 - 6. (Uzule et al., 2021). 

Based on the identified ecosystems and their initial assessment at the national level, a harmonized 

assessment scheme for these ecosystems was developed within the framework of the Wateract 

project. It is described in more detail in the Valters et al. (2022) report . 
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Figure 14. Flow chart diagram of the harmonized Estonian-Latvian approach of 

the associated surface water bodies assessment test (Valters et al., 2022) 

Step 1. Based on the conceptual model of GWB, are there any groundwater-associated surface water 

bodies/aquatic ecosystems (GAAEs) connected to it? 

According to the information specified in the conceptual models of Latvian-Estonian transboundary 

GWBs, a total of 30 aquatic ecosystems have been identified in transboundary GWBs: Latvian A8 -12; 

D6 ς 6, while in Estonian GWBs 21 ς 1; 23 ς 3; 25 ς 3; 26 ς 4 (see Annex 1). 

According to the results of the general quality assessment test, the other tests for GWB A10, 25 and 

26 (including the groundwater dependent terrestrial ecosystems test) do not need to be performed 

for the assessment of the GWB chemical status 

Step 2. Does the condition of any of these GAAEs is poor or unfavorable according to ecological 

and/or physical criteria? 

In the GWB D6, one associated river ecosystem ([ơƎŀǘƴŜ river) was identified, which has previously 

been assessed as being in good ecological status. Also, one lake ecosystem has been identified as GAAE 

with a good ecological condition, as well as 4 sinkholes, the condition of which is unknown. According 

to this test procedure, no further steps are required and the GWB D6 is assumed in good ecological 

status with low confidence. 
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A total of 12 GAAE ecosystems were identified in the territory of GWB A8, of which the status of poor 

ecological condition was initially assigned to a total of 4 ecosystems: 3 river water bodies (Rauna_1, 

Brasla_3, Amata_2) and 1 lake ecosystem (Lielais Bauzis lake). 

Based on the expertΩs judgment, the poor ecological quality of GWB A8 ecosystems is not related to 

groundwaters, and there is no information that changes in the quality status of GWB would negatively 

affect the GAAEs (Uzule et al., 2021). According to the surface water assessment test, GWB A8 is in 

good chemical status with low confidence.  

In the GWB 21, the river body tŅǊƴǳψо is assessed as having a poor quality status. According to the 

assessment test procedure, the next step should be carried out for further GWB 21 assessment. 

In the GWB 23, the condition of the three GAAEs (Sinialliku vooleekogum (water body code 1139900_1, 

Viljandi lake (water body code 2082800_1) and lƛǎǳ lake (water body code 2089700_1)) was assessed 

as poor, however, according to expertsΩ judgment, the reason for this is not the quality of groundwater 

(Marandi et al., 2020). Accordingly, it is not necessary to carry out further steps in this test and GWB 

23 is assumed to be in good chemical status with average confidence. 

Step 3. Are the problematic substances for these GAAEs also monitored in GWB? 

Excesses of mercury (Hg) and zinc (Zn) have been detected in the surface water ecosystem tŅǊƴǳψо 

associated with GWB 21, which, theoretically, could originate from groundwater. However, there is no 

available information and sufficient data to assess the situation (Marandi et al., 2020). In the future, it 

is planned to add mercury (Hg) and zinc (Zn) indicators to the list of monitored substances in the 

nearest monitoring well (Marandi et al., 2020). According to the surface water assessment test 

procedure, the condition of GWB 21 is assessed as good with low confidence and further investigation 

needed during the next river basin management planning cycle.  

1.3.1.4. Groundwater dependent terrestrial ecosystems  

Within the framework of the Wateract project, groundwater dependent terrestrial ecosystems were 

identified in the Salaca/Salatsi river basin, as well as those ecosystems that were previously identified 

in the Gauja river basin (during GroundEco project) were reviewed. An initial assessment of these 

ecosystems was also carried out using the methodology developed by the GroundEco project (Retike 

et al., 2020). More information on identifying the ecosystems in Salaca/Salatsi river basin is described 

in Chapter 1.4. 

For the assessment of the status of transboundary groundwater bodies, a harmonized approach was 

established within the framework of the Wateract project (Valters et al., 2022) to determine whether 

groundwater affects the ecological status of terrestrial ecosystems. 
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Figure 14. Flow chart diagram of the harmonized Estonian-Latvian approach of the groundwater dependent 

terrestrial assessment test (Valters et al., 2022) 

Step 1. Based on the conceptual model of GWB, are there any groundwater dependent terrestrial 

ecosystems (GDTEs) connected to it? 

GDTEs have been identified in a total of 6 transboundary groundwater bodies ς D6, A8, A10, 23, 25 

and 26. Following the GDTE test procedure scheme, GWB D6, A8 and 23 need to proceed to the next 

step in this test for further assessment. 

According to the results of the general quality assessment test, the other tests for GWB A10, 25 and 

26 (including the groundwater dependent terrestrial ecosystems test) do not need to be performed 

for the assessment of the GWB chemical status. 

No GDTEs have been identified in the Lower-Middle Devonian GWBs P and 21, because these GWBs 

are completely or partially covered by the overlying GWBs (A10 and 23) in the Upper-Middle Devonian 

aquifer system. According to this test scheme, no further steps are necessary for these two GWBs, and 

it can be assumed that according to this test, GWB P and 21 are in good chemical condition (with high 

confidence). 

Step 2. Does the condition of any identified GDTEs is poor or unfavorable due to groundwater 

chemistry? 

In case of Latvia, the most common reasons for the deterioration of the ecosystem state are the activity 

of beavers, digging by wild boars, trampling and the consequences of forest machinery, however, there 
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is no information about the quality impact directly due to groundwaters (data from Nature Census 

project5). Since no information is available on the chemical status of groundwater in the territory, as 

well as the chemical status of the terrestrial ecosystems, it is not possible to assess the impact of 

changes in the groundwater chemical status on the associated ecosystem. According to the GDTE test 

procedure, no further steps are required and it is assumed that due to lack of data, all GWBs (LV GWB 

D6, A8,) can be considered in good chemical condition (with low confidence). 

In Estonian GWB 23, no terrestrial ecosystems have been identified that are in worse than good 

ecological condition, so based on the assessment procedure, no further steps are required and the 

GWB 23 is assumed to be in good chemical condition according to this test (with average confidence). 

1.3.1.5. Drinking water protected areas 

Latvia and Estonia have different approaches to determining groundwater well fields at the national 

level. In Latvia, a well field is considered a water abstraction site where the water abstraction exceeds 

100 m3/d, while in Estonia ς over 500 m3/d. 

 

Figure 15. Flow chart diagram of the harmonized Estonian-Latvian approach of the drinking water protected 

areas assessment test (Valters et al., 2022) 

 
5 https://www.skaitamdabu.gov.lv/public/eng/about_the_nature_census/ 
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Step 1. Are there any groundwater well fields* located in GWB and are there any groundwater quality 
problems identified at them during selected time period? 

There are a total of 111 well fields in Latvian transboundary GWBs: D6 ς 5, A10 ς 4, P ς 5 and A8 ς 97 

(Gauja/Koiva ς 29, other located in Daugava river basin district). In Estonia, groundwater well fields are 

located in GWB 21 and 23. According to the results of the general quality assessment test, a drinking 

water protected areas test for the chemical quality for GWBs A10, P, 25 and 26 does not need to be 

performed. 

No groundwater quality problems have been detected in groundwater well fields in Latvia or Estonia 

during the reporting period (2014-2019) (Marandi et al., 2020; LEGMC, 2021). According to the drinking 

water protected areas test, no further steps need to be taken and it is assumed that the transboundary 

GWBs are in good chemical status with high confidence. 

1.3.2. Quantitative status assessment of transboundary groundwater bodies 

In order to assess the quantitative status of Latvian-Estonian transboundary GWBs, four condition 

assessment tests were harmonized and applied within the framework of the Wateract project: water 

balance test, seawater or other intrusion test, groundwater associated aquatic ecosystem (GAAE) and 

groundwater dependent terrestrial ecosystem (GDTE) test. 

1.3.2.1. Water balance assessment test 

 

Figure 16. Flow chart diagram of the harmonized Estonian-Latvian approach of 

the water balance assessment test (Valters et al., 2022) 

According to the approach, the average water abstraction (m3/d) data for 2018 were used to perform 

the water balance test in Latvia and Estonia and compared with the available natural groundwater 

resources (in the case of Estonia) or approved stocks (in the case of Latvia) in the respective GWB. 

For the Latvian approach, in the first step of the water balance test, it must be determined whether 

the average water abstraction in the selected time period exceeds the 75 % mark of the average 
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approved (calculated) groundwater resources (m3/d) in groundwater well fields. The average water 

abstraction rates of transboundary GWBs A10, A8, D6 and P do not exceed the permissible amount 

(LEGMC, 2021), and according to the balance test, all transboundary GWBs are in good quantitative 

status with high confidence. 

In the Estonian test procedure, in the first step, it is necessary to assess whether the average approved 

(calculated) groundwater resources (m3/d) in well fields exceed all natural groundwater resources 

(m3/d) in the relevant GWB. These resources are not exceeded in any GWB during the selected time 

period. According to the methodology, it is necessary to move to the last step of the test, where to 

assess whether the average total groundwater abstraction (m3/d) in the GWB (in the selected time 

period) is greater than all the natural resources of the GWB (m3/d). 

Based on available information, groundwater abstraction volumes of Estonian transboundary GWBs 

do not exceed all natural resources, and according to the water balance test, all transboundary GWBs 

are in good quantitative status with high confidence (Marandi et al., 2020). 

1.3.2.2. Saline or other intrusions 

 

Figure 17. Flow chart diagram of the harmonized Estonian-Latvian approach of 

the saline or other intrusions assessment test (Valters et al., 2022) 



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

30 
 

Step 1. Are there individual TVs set for Cl- and/or SO4
2- ions? Does the average concentration of these 

ions at any monitoring point exceed these TVs? Does the trendline at any monitoring point indicate a 

statistically significant upward trend?? 

The first step in the intrusion assessment procedure is the most significant in the case of Latvia and 

Estonia. No TVs have been set for Estonian transboundary GWBs for intrusion process indicators (Cl- 

and SO42- ions) as there is no risk of saline water or other intrusions, so no further test steps are 

required (Marandi et al., 2020). According to the saline or other intrusion test, all GWBs are in a good 

status with high confidence. 

In the case of Latvia, TVs for the parameters characterizing the intrusion process (Cl- and SO42-) are set 

for each GWB. Exceedances of the TVs were determined in GWB A8 - in several monitoring wells the 

average concentrations of the chloride (Cl-) ions exceed the TV (in the case of GWB A8, the TV for Cl- is 

134 mg/l). It should be noted that GWB A8 covers a large area of Latvia and no exceedances of 

concentrations have been detected close to Latvian-Estonian border area, thus there is no risk of 

intrusion process on transboundary groundwater resources in the current situation. 

Although exceedances have been found in some monitoring points, the last criteria of the first step is 

about statistically significant upward trend at any monitoring point. In the case of Latvia, the available 

quality monitoring data set is insufficient to perform trends, so, according to the scheme, it is not 

necessary to perform further steps for intrusion test and the chemical status of GWB A8 is considered 

to be good with low confidence. In all other transboundary GWBs, the chemical status is good with 

high confidence. 
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1.3.2.3. Groundwater associated aquatic ecosystems 

 

Figure 18. Flow chart diagram of the harmonized Estonian-Latvian approach of 

the associated surface water bodies assessment test (Valters et al., 2022) 
 

Step 1. Based on the conceptual model of GWB, are there any groundwater associated surface water 

bodies/aquatic ecosystems (GAAEs) connected to it? 

According to the information specified in the Latvian-Estonian transboundary GWBs conceptual 

models, a total of 30 surface water ecosystems have been identified in transboundary GWBs. In the 

Latvian GWBs: A8 -12, D6 ς 6, while Estonian GWBs 21 ς 1, 23 ς 3, 25 ς 3 and 26 ς 5 GAAEs (see 

Annex 1). 

Groundwater associated aquatic ecosystems (GAAEs) were not identified in the territory of the Latvian 

GWB A10, and P. In case of Lower-Middle Devonian GWB P, such ecosystems are not applicable, 

because the object is embedded below the Upper-Middle Devonian GWB A10 and A8, and the 

groundwater in this GWB are not hydrologically connected with surface waters and related 

ecosystems. As a result, after the assessment test, the next steps in the assessment procedure for 

GWBs A10 and P are not required, and according to the surface water ecosystem assessment test, both 

GWBs are in good quantitative status with high confidence. 

Step 2. Does the condition of any of these GAAEs is poor or unfavorable according to ecological 

and/or physical criteria? 
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GWB D6. 1 river GAAE ([ơƎŀǘƴŜ river) and 1 lake ecosystem (Sudala lake) was identified with good 

ecological status, as well as 4 sinkholes, the status of which is unknown. According to the test step 

procedure, no further steps are required, and GWB D6 is in good quantitative status with average 

confidence. 

GWB A8. A total of 12 ecosystems were identified in the territory of GWB, of which the status of poor 

ecological quality was initially assigned to a total of 4 ecosystems: 3 river water bodies (Rauna_1, 

Brasla_3, Amata_2) and 1 lake (Lielais Bauzis lake). Based on the expert's judgment (Uzule et al., 2021), 

poor ecological quality of the GAAEs in GWB A8 is not related to groundwater, and there is no 

information that changes in the quantitative status of the GWB would negatively affect the associated 

GAAE. According to the surface water assessment test, GWB A8 is in good quantitative status with low 

confidence. 

GWB 21. GAAE tŅǊƴǳψо is in poor quality status. According to the surface water test procedure, it is 

required to proceed assessment of this GWB to the next step. 

GWB 23. The status of the 3 GAAEs (Sinialliku vooleekogum, Viljandi lake and lƛǎǳ lake) was poor, 

however, according to experts' judgment, the reason for this is not the quality of groundwater 

(Marandi et al., 2020). Accordingly, further steps in this test are not necessary and GWB 23 is assumed 

to be in good condition with average confidence. 

GWB 25. 3 GAAEs (aǳǎǘƧƿƎƛ river to the Antsla-Litsmetsa road, Kolga river, tŅǊƭƛƧƿƎƛ river from the 

Saarlas dam to the river mouth) were identified in the GWB 25. All ecosystems are of good ecological 

quality. According to the surface water assessment test GWB 25 is in a good quantitative status with 

average confidence. 

GWB 26. 5 groundwater-associated surface water ecosystems have been identified in the territory of 

GWB - Obinitsa river, Piusa river up to Kivioja creek, Piusa river from Kivioja creek to the river mouth, 

wƿǳƎŜ river, tŅǊƭƛƧƿƎƛ river from Saarlase dam to the river mouth. Likewise, 6 lake ecosystems have 

been identified in the GWB (YŀǳǎǎƧŅǊǾ lake, [ƛƛƴƧŅǊǾ lake, wŀǘŀǎƧŅǊǾ lake, {ǳǳǊƧŅǊǾ lake, ¢ƿǳƎƧŅǊǾ lake, 

±ŀƭƎƧŅǊǾ lake). All  associated  lake  water  bodies are in good status. Also, there are 3 karst features: 

Tsiistre dolines, Poksa ponor, Palosland karst lake. In one associated surface water ecosystem - Piusa 

river from Kivioja creek to the river mouth, the quality status is marked as poor. According to the 

surface water test procedure, it is required to continue the assessment of GWB 26 in the next step. 

Step 3. Based on the previously conducted hydromorphological status assessment of these GAAEs, 

does the groundwater consumption is greater than 20% of the annual flow of these GAAEs? 

According to the assessment of the hydromorphological status of the Estonian watercourse, water 

abstraction in none of the watercourses in GWB 21 and 26 does not exceed 20% of the river's annual 

flow, while water abstraction has not been assessed for lake ecosystems. According to the surface 

water assessment test, these GWBs are in good quantitative status with low confidence and need 

further investigation in the next RBMP planning period. 

1.3.2.4. Groundwater dependent terrestrial ecosystems 

Within the framework of the Wateract project, groundwater dependent terrestrial ecosystems were 

identified in the Salaca/Salatsi river basin, as well as those ecosystems that were previously identified 
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in the Gauja river basin (during GroundEco project) were reviewed. An initial assessment of these 

ecosystems was also carried out using the methodology developed by the GroundEco project (Retike 

et al., 2020). More information on identifying the ecosystems in Salaca/Salatsi river basin is described 

in Chapter 1.4. 

For the assessment of the status of transboundary groundwater bodies, a harmonized approach was 

established within the framework of the Wateract project (Valters et al., 2022) to determine whether 

groundwater affects the ecological status of terrestrial ecosystems. 

 

Figure 19. Flow chart diagram of the harmonized Estonian-Latvian approach of the groundwater dependent 
terrestrial ecosystems assessment test (Valters et al., 2022) 

Step 1. Based on the conceptual model of GWB, are there any groundwater dependent terrestrial 

ecosystems (GDTEs) identified in it? 

Groundwater dependent terrestrial ecosystems (GDTEs) have been identified in a total of 6 

transboundary GWBs ς Latvian GWBs D6, A8, A10, as well as Estonian GWBs 23, 25 and 26. According 

to the quantitative status assessment procedure, further assessment of these GWBs requires moving 

to the next step in this test. 

No GDTEs have been identified in the Lower-Middle Devonian water bodies (GWB P and 21), because 

these objects are completely or partially covered by the overlying GWBs A10 and 23 of the Upper-

Devonian aquifer system. According to the assessment scheme, no further step procedure is necessary 

for these GWBs, and it can be assumed that according to this test, GWB P and 21 are in good 

quantitative status (with high confidence). 
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Step 2. Does the condition of any identified GDTEs is poor or unfavorable according to ecological and/or 

physical criteria according to the assessment based on the Habitats directive? 

According to the available information, there are no ecosystems identified in Estonian GWBs 23, 25 

and 26 with a status worse than good, therefore, based on the GDTEs test procedure, further steps are 

not necessary and the GWBs are assumed to be in good quantitative status according to this test (with 

average confidence). 

The status of the GDTEs identified in Latvian transboundary GWBs D6, A8 and A10, is worse than good 

(data from Nature Census project6). According to the GDTEs test procedure, the assessment of these 

GWBs should be continued in the next step. 

Step 3. Based on the assessment performed according to procedure developed during the GroundEco 

project, do the anthropogenically induced changes in the quantitative status of a GWB adversely affect 

identified GDTEs? 

In case of Latvia, the most common reasons for the deterioration of the ecosystem state are the activity 

of beavers, digging by wild boars, trampling and the consequences of forest machinery, however, 

according to the initial assessment of GDTEs (GroundEco methodology), there is no information on 

anthropogenically caused quantitative changes in the water body, which could negatively affect the 

state of the identified ecosystem. According to the GDTE test procedure, further no further steps are 

required and it is assumed that due to lack of data, GWBs D6, A8 and A10 can be considered in good 

chemical condition (with low confidence) and further investigation is required in the next RBMP 

development cycle. 

1.4. Identification and assessment of groundwater-dependent terrestrial 
ecosystems in Gauja/Koiva and Salaca/Salatsi river basins 

1.4.1. Identification of GDTEs 

Within the Wateract project, groundwater-dependent terrestrial ecosystems were identified in the 

Salaca/Salatsi river basin. As the quality and quantity data of habitats has periodically improved, in the 

case of Latvia, also a review of GDTEs identified in the Latvian part of Gauja/Koiva river basin during 

the GroundEco project (Retike et al., 2020) was done. In the Estonian part of the Gauja/Koiva river 

basin, no new habitat inventories have been performed since November 2019 (data used in 

GroundEco). Therefore, during the WaterAct project, the identification of GDTEs was carried out only 

in Salaca/Salatsi river basin, while in Gauja/Koiva river basin GDTEs identified in the previous 

GroundEco project. The overall situation of GDTEs identified in Salaca/Salatsi and Gauja/Koiva river 

basins is shown in Figure 20. 

 
6 https://www.skaitamdabu.gov.lv/public/eng/about_the_nature_census/ 
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Figure 20.  The overall situation of identified GDTEs in Salaca/Salatsi and Gauja/Koiva river basins 

GDTEs were identified using the methodology described in Retike et al. (2021). In general, to identify 

GDTE locations in Estonia and Latvia, those critically dependent on groundwater input were selected 

from the list of terrestrial Annex I habitat types. Habitat types that can automatically be considered 

GDTE in both countries are: 

¶ Humid dune slacks (2190), Fennoscandian mineral-rich springs and springfens (7160), and 

Petrifying springs with tufa formation (Cratoneurion) (7220*) ς but only if the total area of 

a single polygon reaches at least 1 ha (here and below - if a polygon is smaller than the 

minimum area threshold, it can still be considered a GDTE if, together with other polygons 

from the same habitat complex, it occupies at least the minimum area threshold); 

¶ Calcareous fens with Cladium mariscus and species of the Caricion davallianae (7210*), 

and Alkaline fens (7230) ς but only if the total area of a single polygon or habitat complex 

reaches at least 10 ha in Estonia and 20 ha in Latvia; 
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¶ Molinia meadows on calcareous, peaty or clayey-silt-laden soils (Molinion caeruleae) 

(6410), and Fennoscandian deciduous swamp woods (9080*) ς but only if the total area of 

a single polygon or habitat complex reaches at least 20 ha; 

Some habitat types were considered GDTEs only in exceptional cases either in both countries or only 

in Estonia: 

¶ Bog woodland (91D0*) ς in both countries if it is a coniferous fen woodland, and if the total 

area of a single polygon or habitat complex reaches at least 20 ha; 

¶ Hydrophilous tall herb fringe communities of plain and of montane to alpine levels (6430), 

Active raised bogs (7110*), Degraded raised bogs still capable of natural regeneration (7120), 

Transition mires and quaking bogs (7140), and Bog woodlands (91D0*) ς only in Estonia in oil-

shale mining region or if the habitat includes poor fens and poor paludified grasslands (for 

habitat type 6430), and only if the total area of a single polygon or habitat complex reaches at 

least 20 ha. 

An additional criterion is the presence of GDTE-related species that include species of the protection 

categories I and II in Estonia (according to Paal & Leibak (eds.) 2011) (like Dactylorhiza russowii, 

Hammarbya paludosa, Ophrys insectifera, Rhynchospora fusca) and species that rely on GW-fed 

habitats listed in Annex I of the Habitats Directive in Latvia (e.g., Liparis loeselii, Saxifraga hirculus, 

whorl snails Vertigo spp.). The presence of such species makes the site a significant GDTE, even if it 

does not meet the threshold of the minimum area. 

Identification in Estonia 

For the Estonian part of the Salaca/Salatsi river basin, habitat polygons and their attributes were taken 

from the Estonian Nature Information System (EELIS). The data represents 25th February 2021.  

As the part of Salaca/Salatsi basin in Estonia is small, only six significant GDTEs were identified (Figure 

21, Table 6) covering an area of 266 ha. Their areas range from 20 ha to 91 ha. In five of these the main 

habitat type was 9080* and in one 6430. The conservation status of tƘŜǎŜ D5¢9ǎ ǿŀǎ Ƴƻǎǘƭȅ άǾŜǊȅ 

ƎƻƻŘέΣ άƎƻƻŘέ ƻǊ ƴƻǘ ŘŜǘŜǊƳƛƴŜŘΦ {ƻƳŜ Ƙŀōƛǘŀǘ ǇƻƭȅƎƻƴǎ ƛƴ D5¢9ǎ ƴƻΦ п ŀƴŘ с ƘŀŘ άŀǾŜǊŀƎŜέ 

ŎƻƴǎŜǊǾŀǘƛƻƴ ǎǘŀǘǳǎΦ tƻƭȅƎƻƴǎ ƘŀǾƛƴƎ άŀǾŜǊŀƎŜέ ŎƻƴǎŜǊǾŀǘƛƻƴ ǎǘŀǘǳǎ ŦƻǊƳŜŘ ǘƘŜ ŀǊŜŀƭ ƳŀƧƻǊƛǘȅ ƻƴƭȅ ƛƴ 

GDTE no. 6. Therefore, it can be concluded that only GDTE no. 6 is in an unfavorable status. All 

significant GDTEs are dependent on the Middle-Devonian groundwater body in the West-Estonian 

basin. The dependence on GWBs was determined only based on spatial information. The uppermost 

GWB below the GDTE was considered to be the one that the GDTE depends on. 
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Figure 21. Significant GDTEs identified in the Salaca/Salatsi river basin in Estonia (as of 25th February 2021). 
The colors of the polygons indicate the largest habitat type in the GDTE polygons. Numbers of the polygons 

overlap with the order numbers in Table 6. 

TABLE 6 
 Attributes of the significant GDTEs identified in the Salatsi river basin 

No Main habitat type Secondary 
habitat types 

Rare 
species 

Natura 
2000/ 

National PA 

Conserv. 
status Area (ha) GWB 

1 
Fennoscandian 
deciduous swamp 
woods (9080*) 

Hydrophilous tall 
herb fringe 
communities 
(6430) 

0 Yes/Yes B 21.1 23 

2 
Hydrophilous tall herb 
fringe communities 
(6430) 

 0 No/No A 73.8 23 

3 
Fennoscandian 
deciduous swamp 
woods (9080*) 

 0 No/No NA 91.2 23 

4 
Fennoscandian 
deciduous swamp 
woods (9080*) 

Alkaline fens 
(7230) 0 No/No A, C, NA 20.0 23 

5 
Fennoscandian 
deciduous swamp 
woods (9080*) 

 0 No/Yes NA 37.8 23 

6 Fennoscandian deciduous 
swamp woods (9080*)  0 Yes/Yes B, C 21.9 23 

Note: PA ς protected area 
Conserv. status ς conservation status values according to the Annex I habitat status assessment; 
GWB ς number of the groundwater body the ecosystem is dependent on; 
NA ς status not available; 
As the GDTEs may consist of several habitat polygons of the same or different types, there may be several 
conservation statuses values for a single GDTE. 
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Identification in Latvia 

For Latvia, the latest available information habitat inventory data (data until 2021) was used from the 

bŀǘǳǊŜ /ƻƴǎŜǊǾŀǘƛƻƴ !ƎŜƴŎȅ bŀǘǳǊŜ 5ŀǘŀ {ȅǎǘŜƳ άh!Yέ ŀƴŘ 9¦ /ƻƘŜǎƛƻƴ CǳƴŘ ǇǊƻƧŜŎǘ άtǊŜŎƻƴŘƛǘƛƻƴǎ 

for better biodiversity preservation and ecosystem proteŎǘƛƻƴ ƛƴ [ŀǘǾƛŀέ όƻǊ ƛƴ ǎƘƻǊǘ άbŀǘǳǊŜ /Ŝƴǎǳǎέύ 

results.  

In Gauja and Salaca river basins on Latvian side, the total amount of every EU habitat used in data 

selection were 43 481 polygons (Figure 22-A). In the next step, the EU habitats related to GDTEs were 

sifted, leaving 10 496 polygons (Figure 22-B). These were used in the final step, which applied an area 

threshold filter (per polygon or habitat complex) and analyzed the presence of GDTE-related species. 

As a result, in Latvia, 116 GDTEs were identified that are composed of 504 single patches or multipart 

polygons (Figure 22-C). Higher number of GDTEs was identified in Gauja river basin ς 89 GDTEs or 316 

polygons in total. In Salaca RB, the total number was much smaller, i.e. 27 GDTEs or 188 polygons.  
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      Figure 22. Data selection steps for GDTE identification in Gauja RB and Salaca RB. 

Detailed analysis was made at the habitat level, as the total number of polygons is relatively high. In 

total, four habitat types are represented in the identified GDTEs in Latvia: 7160, 7230, 7220*, and 

9080*. The most common types are 7160 and 9080* (Figure 23, Table 7).  
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Figure 23. Total number of identified GDTEs in Gauja and Salaca river basins in Latvia according to habitat 
type of Directive Annex I. 

All of the identified GDTEs are located within protected areas of national or European scale (Table 7). 

TABLE 7  

Attributes of the significant GDTEs identified in the Salaca/Salatsi and Gauja/Koiva RB 

Habitat type Rare species Natura 2000/National PA Conserv. status Area No. of polygons 

Gauja RB 

7160 2 Yes/Yes B, C 265.8 209 

7230 4 Yes/Yes B, C 6.9 5 

7220* 0 Yes/Yes B, C 5.2 21 

9080* 0 Yes/Yes B, C 382.3 81 
Salaca RB 

7160 0 Yes/Yes C 18.5 12 

9080* 0 Yes/Yes B, C 554.1 176 

1.4.2. Assessment of identified GDTEs 

The next step after identifying GDTEs, is to assess whether GWB could cause a negative impact to 

GDTE.  Habitat inventory data, maps, as well as information collected for the RBMPs were used for the 

assessment. As part of the GroundEco project, a joint methodology for Latvia and Estonia was 

developed and implemented for the identification and assessment of GDTEs in the Gauja/Koiva river 

basin. Quantitative and qualitative impact assessment schemes developed, including a five-step 

procedure (Figure 24, Figure 25). The schemes were based on the preliminary Estonian assessment 

scheme (Terasmaa et al., 2015) and the procedure suggested by the European Commission (EC, 2009) 

for the assessment of significant damage to GDTEs caused by quantitative pressures in GWB. 
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Figure 24. Scheme for assessment of significant damage to GDTE caused by quantitative pressures in GWB 
(Retike et al., 2020) 
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Figure 25. Scheme for assessment of significant damage to GDTE caused by qualitative (chemical) pressures 
in GWB (Retike et al., 2020) 

1.4.2.1. Quantitative effect of GWBs to GDTEs on the Latvian side 

Step 1. Is there any piece of evidence that water level of the GDTE is considerably lower than it has 

been previously or is typical to analogous ecosystems, or the conservation status of the GDTE is worse 

ǘƘŀƴ άƎƻƻŘέ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŀǎǎŜǎǎƳŜƴǘ ōŀǎŜŘ ƻƴ ǘƘŜ Iŀōƛǘŀǘǎ ŘƛǊŜŎǘƛǾŜΚ 

In total, 116 GDTEs (504 single patches) have been delineated on the Latvian side of the border in the 

Gauja/Koiva and the Salaca/Salatsi River Basin (27 GDTEs identified in the Salaca river basin). According 

to the assessment based on the Habitats directive, 81 GDTEs (65 single patches and 17 multipart 

ǇƻƭȅƎƻƴǎύ ǿŜǊŜ ƛŘŜƴǘƛŦƛŜŘ ǿƛǘƘ ŜŎƻƭƻƎƛŎŀƭ ǉǳŀƭƛǘȅ ǎǘŀǘǳǎ ƭƻǿŜǊ ǘƘŀƴ άƎƻƻŘέ όŀǾŜǊŀƎŜ - 71; poor - 10). In 

accordance with the quantitative status assessment procedure, it is necessary to move to the next step 

of the assessment scheme to assess these 81 GDTEs. 

Step 2. Is there relevant groundwater abstraction in the vicinity of the GDTE? Groundwater abstraction 

rates considered relevant depend on the distance from the GDTE. 



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

43 
 

In this step, it is proposed to assess the impact of the groundwater abstraction site near the GDTE. For 

this assessment, the information from State statistics report system άн-¬ŘŜƴǎέΦ wŜǾƛŜǿ ƻƴ ǘƘŜ ǳǎŜ ƻŦ 

ǿŀǘŜǊ ǊŜǎƻǳǊŎŜǎέ ƻƴ ƎǊƻǳƴŘǿŀǘŜǊ ŀōǎǘǊŀŎǘƛƻƴ ŦƻǊ ǘƘŜ ȅŜŀǊ нлнл ǿŀǎ ǳǎŜŘΦ 

For the assessment of potential groundwater abstraction pressure on GDTE, the same approach as in 

the GroundEco project was used (Retike et al., 2020). The amount of groundwater abstraction that is 

considered significant, depends on the distance from the GDTE according to the following equation: 

 
X ς distance from groundwater abstraction site (m), 

Qyear ς groundwater abstraction in GWB (m3/year), 

Ryear ς mean groundwater recharge (m3 m-2 year-1). 

The mean groundwater recharge (Ryear) was determined based on the information available in the 

ǊŜǇƻǊǘ ά/ƘŀǊŀŎǘŜǊƛȊŀǘƛƻƴ ƻŦ ŘŜƭƛƴŜŀǘŜŘ ƎǊƻǳƴŘǿŀǘŜǊ ōƻŘƛŜǎ ƛƴ [ŀǘǾia (LEGMC, 2020) on the 

groundwater recharge (m3/d), for a whole territory of GWB. The equation predicts that the GDTEs 

located within the groundwater abstraction site affected area (distance from GDTE to GW abstraction 

site < x), then groundwater abstraction site might cause a pressure on the GDTE. 

As a result of determining the potential impact zones of the groundwater abstraction sites, 3 GDTEs 

(Fennoscandian mineral-rich springs and springfens (7160) - 19JZ1209_151_2, 20JZ109_60_1 and 

20JZ109_60_1) are located in the water abstraction site impact zone, or 750 m away from the 

groundwater well field tŀŎŜǇƭơǑƛ (see Figure 26). 

 
Figure 26. Groundwater abstraction impact zone for the well-ŦƛŜƭŘ άtŀŎŜǇƭơǑƛέ 
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This well field tŀŎŜǇƭơǑƛ was established to ensure the centralized water supply of the city of Sigulda. 

Lƴ ǘƘƛǎ ǿŜƭƭ ŦƛŜƭŘΣ ƎǊƻǳƴŘǿŀǘŜǊ ƛǎ ŀōǎǘǊŀŎǘŜŘ ŦǊƻƳ ǘƘŜ !ǊǳƪǸƭŀ-Gauja (D2-3ar-gj) aquifers at a depth of 

51-184 m. Current groundwater abstraction rates in this well field does not exceed the approved 

resources, thus excluding the possible impact on the quantitative status of the surrounding 

groundwater resources and groundwater levels. There is no information available on other water 

abstraction sites that could affect the quantitative status of this GDTEs, so it can be considered that 

the anthropogenic changes in the quantitative status of the GWB do not negatively affect the 

ecosystem and according to the procedure, assessment of these GDTEs should proceed to step 4. 

In the vicinity of the remaining ecosystems, no significant groundwater abstraction is performed, 

therefore, according to the quantitative status assessment procedure, it is necessary to proceed the 

assessment of these ecosystems to step 3. 

Step 3. Are there ditches reaching mineral sediments below the peat, mines or any other human 

activities which may affect GW level in the vicinity of the GDTE? 

In the vicinity of 77 ecosystems, no anthropogenic activities have been detected, which affect or could 

affect the quantitative status of GDTEs, therefore, further assessment of the quantitative status is not 

necessary, and it can be assumed that anthropogenically induced changes in the quantitative status of 

the GWBs do not negatively affect GDTEs. 

Some anthropogenic activities were identified in the vicinity of 4 GDTEs, which might potentially affect 

groundwater levels. The situation in these GDTEs is described in more detail below. 

Multipart GDTE No.14 (Fennoscandian mineral-rich springs and springfens (7160) was identified in 

D². 5сΦ ¢ƘŜ ǘŜǊǊƛǘƻǊȅ ƻŦ D5¢9 ƛǎ ƭƻŎŀǘŜŘ ƛƴ ǘƘŜ ϦaŜȌƻƭŜϦ ƴŀǘǳǊŜ ǊŜǎŜǊǾŜΦ 

 

Figure 27. Quarrying activities near the multipart GDTE No. 14 (Fennoscandian mineral-rich springs and 
springfens (7160)) 
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About 250 m on the west of this GDTE (Fennoscandian mineral-rich springs and springfens (7160)) is 

ǘƘŜ ǎŀƴŘ ǉǳŀǊǊȅ άYŀǇǳǎƛƭǎέ ƭƻŎŀǘŜŘΦ !ŎŎƻǊŘƛƴƎ ǘƻ ŀǾŀƛƭŀōƭŜ ƛƴŦƻǊƳŀǘƛƻƴΣ ƭƻǿŜǊƛƴƎ ƻŦ ƎǊƻǳƴŘǿŀǘŜǊ ƭŜǾŜƭǎ 

is not performed in the quarry. Also, no groundwater level alterations mentioned in GDTE habitat 

inventory data (Nature Census project7). 

There is no available data on groundwater level in the GDTE, as well as there are no representative 

monitoring wells nearby, where GW levels are measured. Based on previous information and available 

data, it can be assumed that anthropogenically induced changes in the quantity of the GWB D6 do not 

have a negative effect on the GDTE. 

Multipart GDTE No.3. (Fennoscandian mineral-rich springs and springfens (7160). GDTE is delineated 

in GWB A8. GDTE area is surrounded by agricultural land and drainage ditches (Figure 28). 

 

Figure 28 Agricultural land drainage ditches around the multipart GDTE No. 3 (Fennoscandian mineral-rich 
springs and springfens (7160)) 

According to habitat inventory data, humidity conditions are adequate. There is no available data on 

groundwater level in the GDTE, as well as there are no representative monitoring wells nearby, where 

GW levels are measured. Based on previous information and available data, it can be assumed that 

anthropogenically induced changes in the quantity of the GWB A8 do not have a negative effect on the 

GDTE. 

Multipart GDTE No.18 (Fennoscandian deciduous swamp woods (9080)) and GDTE No. 18LS674_956_1 

(Alkaline fens (7230)). Multipart GDTE No. 18 is delineated in GWB A10, but GDTE No. 18LS674_956_1 

ς in GWB A8. GDTE is delineated in GWB A10.  According to habitat inventory data, historical effects 

 
7 https://www.skaitamdabu.gov.lv/public/eng/about_the_nature_census/ 
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of drainage have been noted in both GDTEs, however, it is indicated that drainage systems are no 

longer functional and the forest is recovering, or naturally regenerating (Figure 29). 

 

Figure 29. Historical effects of drainage in 2 GDTEs: A - multipart GDTE No. 18 (Fennoscandian deciduous 
swamp woods (9080)); B - Alkaline fens (7230) 

According to the assessment procedure of the quantitative status of ecosystems, the assessment of 

these above-mentioned four GDTEs should proceed to step 4. 

Step 4. Is the annual mean water level in the GDTEs groundwater monitoring well lower than the long-

term mean water level? 

In this step, it is intended to assess the changes in groundwater levels in the vicinity of those GDTEs, 

of which some anthropogenic activity was detected (quarry, agricultural and forest drainage ditches, 

etc.). Such activities were detected in the vicinity of a total of seven GDTEs (19JZ1209_151_2, 

20JZ109_60_1, 20JZ109_60_1, Multipart-14, Multipart-3 Multipart-18, 18LS674_956_1), however, no 

changes in groundwater levels were marked in the habitat inventory data. There is no available data 

on groundwater levels in GDTEs, nor are there any representative groundwater level observation wells. 

Accordingly, it is not necessary to carry out the following steps for the quantitative status assessment 

of GDTE and it can be assumed that anthropogenically caused changes in the quantitative status of the 

GWB do not negatively affect GDTEs. 

1.4.2.2. Qualitative effect of GWBs to GDTEs on the Latvian side 

Step 1. Is there any piece of evidence that water level of the GDTE is considerably lower than it has 

been previously or is typical to analogous ecosystems, or the conservation status of the GDTE is worse 

ǘƘŀƴ άƎƻƻŘέ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŀǎǎŜǎǎƳŜƴǘ ōŀǎŜŘ ƻƴ ǘƘe Habitats directive? 
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In total, 116 GDTEs (504 single patches) have been delineated on the Latvian side of the border in the 

Gauja/Koiva and the Salaca/Salatsi River Basin (27 GDTEs identified in the Salaca river basin). According 

to the assessment based on the Habitats directive, 81 GDTEs (65 single patches and 17 multipart 

ǇƻƭȅƎƻƴǎύ ǿŜǊŜ ƛŘŜƴǘƛŦƛŜŘ ǿƛǘƘ ŜŎƻƭƻƎƛŎŀƭ ǉǳŀƭƛǘȅ ǎǘŀǘǳǎ ƭƻǿŜǊ ǘƘŀƴ άƎƻƻŘέ όŀǾŜǊŀƎŜ - 71; poor - 10). In 

accordance with the quality state assessment methodology, it is necessary to move to the next step of 

the assessment scheme to assess these 81 GDTEs. 

Step 2. Is there any relevant and possibly polluting human activities in the vicinity of the GDTE? 

 After assessing the available data and cartographic materials, it was concluded that in the vicinity of 

62 ecosystems, no significant and potentially polluting anthropogenic activities are performed. 

Accordingly, it can be considered that the anthropogenically induced changes in the qualitative state 

of the GWB do not have a negative effect on these GDTEs, and further steps for the assessment of the 

quality state do not need to be performed. 

Potentially polluting anthropogenic activities are detected around the 19 GDTEs. In most cases, 

agricultural activities are performed near the GDTE (15 GDTEs); 3 ecosystems (19JZ1209_151_2; 

20JZ109_60_1; 20JZ109_60_1) are located about 700 m from wastewater treatment plants, while 1 

GDTE (20JZ109_68_1) is located about 600 m from a wood processing plant. 

According to the quality assessment procedure, these 19 ecosystems should continue to be assessed 

and need to move to the next step of the assessment scheme. 

Step 3. Has the deterioration of the conservation status of the GDTE been caused by changes in the 

water chemistry (Ntot, Ptot, nitrates etc)? 

In the habitat inventory data, the most common reasons for the deterioration of the GDTE status are 

the activity of beavers, digging by wild boars, trampling and the consequences of forest machinery, 

however, there is no information about the quality impact directly due to groundwater. As no 

information is available on the groundwater chemical status in the territory, as well as the chemical 

status of the dependent ecosystem itself, it is not possible to assess the impact of changes in the 

groundwater chemical status on GDTE. According to the assessment scheme procedure, the following 

steps do not need to be performed. 

Taking into account the above, it can be considered that the anthropogenically induced changes in the 

groundwater qualitative status of the GWB do not have a negative impact on GDTEs. 

1.4.2.3. Quantitative effect of GWBs to GDTEs on the Estonian side 

Step 1. Is there any piece of evidence that water level of the GDTE is considerably lower than it has 

been previously or is typical to analogous ecosystems, or the conservation status of the GDTE is worse 

ǘƘŀƴ άƎƻƻŘέ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŀǎǎŜǎǎƳŜƴǘ ōŀǎŜŘ ƻƴ ǘƘŜ Iŀōƛǘŀǘǎ ŘƛǊŜŎǘƛǾŜΚ 

In one of the identified GDTEs (No. 6 in Figure 21) in the Estonian part of the Salaca/Salatsi basin the 

areal majority of it (a multipart polygon consisting of several habitat polygons) had a worse than 

άƎƻƻŘέ ŎƻƴǎŜǊǾŀǘƛƻƴ ǎǘŀǘǳǎΦ In accordance with the quantitative status assessment procedure, it is 

necessary to move to the next step of the assessment scheme to assess that GDTE. 
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Step 2. Is there relevant groundwater abstraction in the vicinity of the GDTE? Groundwater abstraction 

rates considered relevant depend on the distance from the GDTE. 

In this step, it is proposed to assess the impact of the groundwater abstraction site near the GDTE. For 

this assessment, the information from the Estonian Nature Information Database was used. 

For the assessment of potential groundwater abstraction pressure on GDTE, the same approach as in 

the GroundEco project was used (Retike et al., 2020). The amount of groundwater abstraction that is 

considered significant, depends on the distance from the GDTE according to the following equation: 

 
X ς distance from groundwater abstraction site (m), 

Qyear ς groundwater abstraction in GWB (m3/year), 

Ryear ς mean groundwater recharge (m3 m-2 year-1). 

In case of the single GDTE that moved to that step, there is no registered groundwater abstraction tens 

of kilometers from the GDTE therefore the potential effect of groundwater abstraction was considered 

nonexistent and the GDTE moved to the next step. 

 Step 3. Are there ditches reaching mineral sediments below the peat, mines or any other human 

activities which may affect GW level in the vicinity of the GDTE? 

There is a ditch going through the GDTE (Figure 30) and no other anthropogenic activities that could 

affect groundwater level in the vicinity of the GDTE. The ditch has most likely been dug to lower the 

water level in the wetlands upstream of the GDTE and therefore has likely not caused a noteworthy 

drop in the groundwater level feeding the GDTE. It probably has caused faster water runoff from the 

GDTE and lower water level in the peat layer and deteriorated the conservation status of the GDTE 

that way. Accordingly, it is not necessary to carry out the following steps for the quantitative status 

assessment of GDTE. 

It can be assumed that possible anthropogenically caused changes in the quantitative status of GWB 

no. 23 have no negative effect on the GDTEs in the Estonian part of the Salaca/Salatsi river basin. 
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Figure 30. A ditch going through the GDTE no. 6 (Fennoscandian deciduous swamp woods (9080*)). 

1.4.2.4. Qualitative effect of GWBs to GDTEs on the Estonian side 

Step 1. Is there any piece of evidence that water level of the GDTE is considerably lower than it has 

been previously or is typical to analogous ecosystems, or the conservation status of the GDTE is worse 

ǘƘŀƴ άƎƻƻŘέ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŀǎǎŜǎǎƳŜƴǘ ōŀǎŜŘ ƻƴ ǘƘŜ Iŀōƛǘats directive? 

In one of the identified GDTEs (No. 6 in Figure 21ς in chp.1.4.1.) in the Estonian part of the 

Salaca/Salatsi basin the areal majority of it (a multipart polygon consisting of several habitat polygons) 

ƘŀŘ ŀ ǿƻǊǎŜ ǘƘŀƴ άƎƻƻŘέ ŎƻƴǎŜǊǾŀǘƛƻƴ ǎǘatus. In accordance with the quantitative status assessment 

procedure, it is necessary to move to the next step of the assessment scheme to assess that GDTE. 

Step 2. Is there any relevant and possibly polluting human activities in the vicinity of the GDTE? 

The GDTE is located in a remote and mostly forested area. There is an agricultural grassland 300 m 

south of the southern part of the GDTE in the territory of Latvia, but no fields in the vicinity. Therefore, 

it can be concluded that there are no relevant and possibly polluting human activities in the vicinity of 

the GDTE and the following steps of the assessment scheme do not need to be performed. 

Taking into account the above, it can be considered that possible anthropogenically induced changes 

in the groundwater quality of GWB no. 23 have no negative effect on the GDTEs in the Estonian part 

of the Salaca/Salatsi river basin. 
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2. DEVELOPMENT OF TRANSBOUNDARY MONITORING STRATEGY  

2.1. Groundwater monitoring principles in Estonia and Latvia 

The need for groundwater monitoring and its system in countries was mainly determined by three 

higher-level EU normative documents: The Water Framework Directive (2000/60/EC), the 

Groundwater Directive (2006/118/EC) and the Nitrates Directive (91/676/EC); as well as the relevant 

laws and regulations of each country8. In addition, there are EC recommended guidelines ς Guidance 

5ƻŎǳƳŜƴǘ bƻΦмр άDǳƛŘŀƴŎŜ ƻƴ DǊƻǳƴŘǿŀǘŜǊ aƻƴƛǘƻǊƛƴƎέΣ DǳƛŘŀƴŎŜ 5ƻŎǳƳŜƴǘ bƻΦнс άDǳƛŘŀƴŎŜ ƻƴ 

wƛǎƪ !ǎǎŜǎǎƳŜƴǘ ŀƴŘ ǘƘŜ ¦ǎŜ ƻŦ /ƻƴŎŜǇǘǳŀƭ aƻŘŜƭǎ ŦƻǊ DǊƻǳƴŘǿŀǘŜǊέ ŀƴŘ DǳƛŘŀƴŎŜ 5ƻŎǳƳŜƴǘ bƻΦмс 

άDǳƛŘŀƴŎŜ ƻƴ DǊƻǳƴŘǿŀǘŜǊ ƛƴ 5ǊƛƴƪƛƴƎ ²ŀǘŜǊ tǊƻǘŜŎǘŜŘ !ǊŜŀǎέΦ 

The main purpose of groundwater monitoring in both countries is to monitor the chemical and 

quantitative status of groundwater bodies (changes and trends in quality indicators) in order to obtain 

a comprehensive overview of the status of groundwater bodies in each river basin district. 

Groundwater monitoring in Latvia and Estonia provides systematic, regular and targeted data on the 

quantitative and chemical status of GWBs. This is the strategic monitoring objective in any year of the 

monitoring program period - to achieve good groundwater status in all GWBs and to assess the risk of 

not achieving this objective. Long-term groundwater monitoring programs developed in each country 

with a 6-year cycle help to monitor the achievement of environmental objectives, assess the impact of 

human activity and gain reliable data on the actual environmental status of water bodies. The 

monitoring points that are monitored each year and the parameters to be monitored for groundwater 

quality may vary according to the annual monitoring plans. 

It should be noted that new groundwater monitoring programs910 have now been developed in both 

countries, which will help to assess the status of groundwater resources in the future and their possible 

changes over the period. It should be noted that in order to describe the current state of groundwater 

resources, the results of previous monitoring programs implemented until 2021 were used to prepare 

the 3rd Cycle RBMPs - in the case of Estonia the program was fully implemented in the period from 

2016 to 202111, but in the case of Latvia - in the period from 2015 to 202012. 

2.1.1. Groundwater monitoring network in Latvia and Estonia 

Groundwater monitoring networks in the countries were described in the framework of the GroundEco 

project, which can be found in the final report on the results of the project13. This section examines 

 
8 Lƴ 9ǎǘƻƴƛŀΣ ǘƘŜǎŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ŀǊŜ ǎŜǘ ƻǳǘ ƛƴ ǘƘŜ ²ŀǘŜǊ !Ŏǘ ŀƴŘ wŜƎǳƭŀǘƛƻƴ bƻΦпф ƻŦ ǘƘŜ aƛƴƛǎǘǊȅ ƻŦ ǘƘŜ 9ƴǾƛǊƻƴƳŜƴǘ ά{ŀƳǇƭƛƴƎ aŜǘƘƻŘǎέΤ 

ƛƴ [ŀǘǾƛŀΣ ǘƘŜǎŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ŀǊŜ ŘŜǘŜǊƳƛƴŜŘ ōȅ ǘƘŜ ²ŀǘŜǊ aŀƴŀƎŜƳŜƴǘ [ŀǿ ŀƴŘ /ŀōƛƴŜǘ wŜƎǳƭŀǘƛƻƴ bƻΦфн άwŜǉǳƛǊŜƳŜƴǘǎ ŦƻǊ Monitoring 
ƻŦ {ǳǊŦŀŎŜ ²ŀǘŜǊǎΣ DǊƻǳƴŘǿŀǘŜǊ ŀƴŘ tǊƻǘŜŎǘŜŘ !ǊŜŀǎ ŀƴŘ 5ŜǾŜƭƻǇƳŜƴǘ ƻŦ aƻƴƛǘƻǊƛƴƎ tǊƻƎǊŀƳǎέ όŀŘƻǇǘŜŘ ƻƴ мт CŜōǊǳŀǊȅΣ нллпύ 
9 https://envir.ee/veemajanduskavad-2022-2027-eelnou#veemajanduskavade-do 
10 https://www.varam.gov.lv/lv/search?q=2021.-2026. 
11 https://envir.ee/veemajanduskavad-2015-2021 
12https://www.meteo.lv/lapas/noverojumi/vides-monitoringa-pamatnostadnes-un-programma/vides-monitoringa-programma-2015-

2020-gadam/vides-monitoringa-programma-2015-2020-gadam?id=2002&nid=968 
13 https://www.meteo.lv/fs/CKFinderJava/userfiles/files/Par_centru/ES_projekti/GroundEco/GroundEco_final_report.pdf 

https://envir.ee/veemajanduskavad-2022-2027-eelnou#veemajanduskavade-do
https://www.google.com/url?q=https://www.varam.gov.lv/lv/search?q%3D2021.-2026&sa=D&source=docs&ust=1664780208863729&usg=AOvVaw3mH6Ig9N-gKoFwVsql_Cu2
https://envir.ee/veemajanduskavad-2015-2021
https://www.meteo.lv/lapas/noverojumi/vides-monitoringa-pamatnostadnes-un-programma/vides-monitoringa-programma-2015-2020-gadam/vides-monitoringa-programma-2015-2020-gadam?id=2002&nid=968
https://www.meteo.lv/lapas/noverojumi/vides-monitoringa-pamatnostadnes-un-programma/vides-monitoringa-programma-2015-2020-gadam/vides-monitoringa-programma-2015-2020-gadam?id=2002&nid=968
https://www.meteo.lv/fs/CKFinderJava/userfiles/files/Par_centru/ES_projekti/GroundEco/GroundEco_final_report.pdf
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and compares in more detail the national approaches to the implementation and enforcement of 

groundwater monitoring, as well as described in more detail the principles of monitoring networks. 

Groundwater monitoring in both Latvia and Estonia is mainly provided by the National Monitoring 

Networks with existing monitoring points (wells14 and springs), which basically allow to assess regional 

groundwater changes and provide background data on groundwater chemical and quantitative status 

at GWB level. In addition, monitoring in both countries is provided in nitrate vulnerable zones, which 

are integrated with other monitoring programs and implemented by other organizations. The current 

National Monitoring Network in Latvia and Estonia does not provide adequate monitoring in all 

protected areas identified in Annex 4 of the WFD (drinking water abstraction areas, specially protected 

nature areas - associated freshwater ecosystems). In the case of Latvia, additional monitoring is 

provided in drinking water protected areas (sites with groundwater abstraction above 100 m3/d), 

which is integrated with other monitoring programs and provided by the water user in accordance 

with the requirements specified in the groundwater well field passport. Information on the above 

types of monitoring (national and nitrate or additional monitoring) and the number of observed 

monitoring points is summarized below, taken into account newly developed monitoring programs in 

each country - in Latvia case based on the 2021-2026 plan, in Estonian case based on the 2022-2027 

plan (see Table 8).  It should be noted that in Latvia the maximum number of monitoring points can be 

reached only after checking the technical condition of individual old monitoring wells and including 

them in the existing monitoring network after improving or restoring these wells. 

TABLE 8 

Types of groundwater monitoring in Latvia and Estonia 

Country 
Point 
type 

Quality 
Quantity 

Additional 
monitoring 

Aquifer complex 
or aquifer S* O* Total 

Latvia 
Well 186 37 223 313 20 vǳŀǘŜǊƴŀǊȅΣ CŀƳŜƴƴƛŀƴΣ tưŀǾƛƸŀǎ-

Amula, !ǊǳƪǸƭŀ-!ƳŀǘŀΣ tŅǊƴǳ Spring 30 - 30 - - 

Estonia 
Well 248 171 248 256 93 Quaternary, Ordovician-Cambrian, 

Silurian-Ordovician, Cambrian-Vendian, 
Devonian Spring 3 3 3 - 32 

* S ς surveillance monitoring, O ς operational monitoring. Operational monitoring is carried out within the boundaries of groundwater bodies 
at risk, while surveillance monitoring is provided in other groundwater bodies.  Operational monitoring wells overlap with surveillance 
monitoring wells. 

 

The location of monitoring points is visually shown in Figure 31, where it can be seen that monitoring 

points are unevenly distributed in national territories. The density of monitoring points in countries 

mainly depends on the intensity of anthropogenic load (water abstraction, intensity and nature of 

industrial activity, including mining and agriculture), monitoring tasks and hydrogeological conditions 

in countries. 

 
14 In Latvia, groundwater monitoring stations consist of several wells, which are installed in one set and provide GWB vertical 
coverage. Some wells are equipped with filters at different depths, but in some stations fluctuations in groundwater levels 
and their chemical quality are observed in shallow groundwater. In Estonia, on the other hand, the concept of a station is not 
used, as monitoring is provided mainly in individual monitoring wells. The vertical coverage of groundwater bodies is ensured 
with groups of monitoring wells with different open intervals. 
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Figure 31. Groundwater monitoring points in Latvia and Estonia 

In Latvia, the monitoring network provides observations in basically all aquifers of the active water 

exchange zone15, focusing on the aquifers used in water supply. The highest density of the network is 

ƛƴ wơƎŀΣ WǹǊƳŀƭŀ ŀƴŘ [ƛŜǇņƧŀΣ ǿƘŜre there is a higher consumption of groundwater, as well as the 

number of potential sources of pollution. In Estonia, on the other hand, the highest network density is 

noted in the nitrate vulnerable zone, where additional quality monitoring and a denser network of 

groundwater monitoring wells have been designated for the Ordovician Ida-Viru and the Ordovician 

Ida-Viru oil-shale basin groundwater bodies, where the pressure on groundwater is the highest due to 

oil shale mining. A relatively dense monitoring network is also designated for the Cambrian-Vendian 

type GWBs, as these are subject to the most intense consumption of groundwater which has caused 

the formation of extensive cones of depression in groundwater. 

 
15 ¢ƘŜ ŜȄŎŜǇǘƛƻƴ ƛǎ D². t όŘƛǎǘǊƛōǳǘŜŘ ƛƴ ǘƘŜ ǾƛŎƛƴƛǘȅ ƻŦ {ŀƭŀŎƎǊơǾŀ ŀƴŘ !ƭƻƧŀ ƴŜŀǊ ǘƘŜ 9ǎǘƻƴƛŀƴ ōƻǊŘŜǊύΣ ǿƘŜǊŜ ƻōǎŜǊǾŀǘƛƻƴǎ 
ŀǊŜ ŀƭǎƻ ƳŀŘŜ ƛƴ ǘƘŜ ŘŜŜǇŜǎǘ tŅǊƴǳ ŀǉǳƛŦŜǊΣ ōŜŎŀǳǎŜ ƛƴ ǘƘƛǎ ŀǊŜŀ ǘƘŜ tŅǊƴǳ ŀǉǳƛŦŜǊ Ŏƻƴǘŀƛƴǎ ŦǊŜǎƘǿŀǘŜǊΦ Lƴ ǘƘŜ ǊŜǎǘ ƻŦ [ŀǘǾƛŀΣ 
this aquifer contains highly mineralized waters or saline waters. 
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In the new planning period, it is planned to improve the existing groundwater monitoring network16 in 

Latvia by installing 25 new groundwater monitoring stations with a total of 70 wells and improving two 

existing groundwater monitoring stations (it is planned to renovate 1 well and renovate the old station 

by adding 4 wells). The new wells are planned to be installed at different depths: 0 - 5 m, 5 - 15 m, 5 - 

30 m, > 30 m (Quaternary sediment boreholes) and the deepest groundwater aquifers or pre-

Quaternary sedimentary wells. As far as possible, it is planned to improve the technical condition of 

the existing wells and include them in the current monitoring network.  

2.1.2. Principles of groundwater quality monitoring 

This section summarizes information on groundwater quality monitoring indicators, principles of water 

sampling and analysis in the framework of national monitoring, focusing on the coincidence and 

differences of groundwater monitoring approaches. Mainly focusing on the newly developed 

monitoring programs. 

2.1.2.1. Sampling and analysis 

Groundwater samples in both countries are taken, transferred and analyzed in accordance with 

national methods, which are standardized and in accordance with the requirements of Article 8, 

Paragraph three of the WFD. Under field conditions, the Ph, temperature, dissolved oxygen 

concentrations and electrical conductivity of water are determined (the total iron and oxidation-

reduction potential is also determined at Latvian monitoring points)17. After stabilization of the above 

field parameters, a water sample is taken, placed in a closed cold box and delivered to the laboratory. 

Groundwater sampling is provided by well-trained specialists ς in Latvia, sampling specialists are 

authorized to take samples, and the head of the laboratory quality system inspects sampling at least 

once a year, while in Estonia sampling is provided by a certified specialist, who must renew certification 

every four years by completing training. The summarized information on groundwater field analysis 

methods in Latvia and Estonia is provided in Table 9, but the information on the used devices and the 

applied procedure for taking groundwater samples is summarized in Annex 2. 

TABLE 9  

Groundwater field analysis methods in Latvia and Estonia 

Parameter Latvian method Estonian method 

ǇIΣ ŘŜǘŜǊƳƛƴŜŘ ŀǘ нлϲ/ LVS EN ISO 10523:2012 ISO 10523 

¢ŜƳǇŜǊŀǘǳǊŜΣ ϲ/ LVS EN ISO 10523:2012 ISO 5667-11 

Total iron, mg/l ISO 6332 Determined in the laboratory 

Dissolved oxygen, mg/l LVS EN ISO 5814:2013 EVS-EN 5814 

9ƭŜŎǘǊƛŎŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ όнлϲ/ύΣ ҡ{κŎƳ LVS EN ISO 27888:1993 EN 27888 

Oxidation-reduction potential, mV - Not determined 

 
16 The existing groundwater monitoring network is planned to be improved in accordance with the specific support objective 
5.4.2 of the European Union Cohesion Fund "Ensure the development of the environmental monitoring and control system 
and timely prevention of environmental risks, as well as public participation in environmental management" of measure 
5.4.2.2 "Environmental monitoring and control systems development and promotion of public participation in environmental 
management" of the third selection round project "Development of water monitoring and control system". 
17 It should be noted that stabilization of field parameters and proper pumping of wells (pumping of at least 3-6 well volumes 
from the observation well) ensures that the water sample is taken from the required aquifer and not from the water standing 
in the well casing. 
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In both countries, the analysis of water samples is performed in accredited laboratories in accordance 

with the requirements of EN ISO / IEC 17025, which guarantees the reliability of the data. In Latvia, it 

is provided by the LEGMC (national accreditation No. LATAK-T-105-34-97), while in Estonia the analysis 

of water samples is performed by the Estonian Environmental Research Center (national accreditation 

No. L008). 

In order to characterize the quality and assess the status of groundwater bodies in both countries, 

basic (universal) indicators are defined at all monitoring points and specific indicators - at monitoring 

points, which characterize the respective anthropogenic load or characterize the shallow aquifer. 

Universal indicators serve as a basis for many hydrogeochemical processes (caused by both 

anthropogenic and natural factors), incl. diffuse pollution indicators. According to the 

recommendations of the EC, the list of universal indicators should at least include - Na+, K+, Ca2+, Mg2+, 

Cl-, SO4
2-, HCO3

-, NH4
+, NO2

-, NO3
-
, and field work parameters (temperature, pH, Dissolved Oxygen and 

Electrical Conductivity). The above main ions and field work parameters are also needed for quality 

control of water samples during sampling and analysis (mainly for ion balance calculation).  It should 

also be noted that other trace ions could be also monitored and its choice is dependent on the aquifer 

lithology and territory hydrogeological characteristics. The trace ions may be clues to depict flow path, 

recharge areas, and so on. Moreover, trace ions may be directly related to some identified pressure 

and, therefore, they become indicative of the risks to and impacts on groundwater from identified 

pressures. 

Annex II of the Groundwater Directive also identified the need to monitor specific indicators, including 

at least As, Cd, Pb, Hg, as well as trichlorethylene, tetrachloroethylene and other synthetic substances 

(monitoring these parameters at least once during the water management period), as well as 

parameters such as PO4
3- or Ptot. However, Annex I of the Groundwater Directive stipulates the 

requirement to control not only nitrate pollution in groundwater, but also to monitor pesticide 

pollution. Table 10 below summarizes the information on the list of analyzed indicators and their 

coincidence in both countries. 

TABLE 10 

Observed indicators of groundwater quality in Latvia and Estonia 

Parameters Latvia Estonia 

Major ions 
Na+, K+, Ca2+, Mg2+, Cl-, SO4

2-, 
HCO3

-, total hardness (calculated), 
PO4

3-, Ptot, Fetot*, Mn 

Na+, K+, Ca2+, Mg2+, Cl-, SO4
2-, 

HCO3
-, total hardness, PO4

3-, Ptot* , 
Fetot, Dry residue 

Nitrogen compounds and their 
ionic forms 

NH4
+, NO2

-, NO3
-, Ntot, DOC, TOC, 

UV absorption, permanganate 
index 

NH4
+, NO2

-, NO3
-, Ntot* , DOC, CO2 

(calculated) 

Heavy metals Cd, Pb, Hg, As, Ni Cd, Pb, Hg, As, Ba, Zn*, Cu*, Ni* 

Chemical pollutants 

Trichlorethylene, 
tetrachloroethylene, 1,2-
dichloroethane, 
trichloromethane, BTEX + other 
parameters (more information in 
Annex 3) 

Trichlorethylene, 
tetrachloroethylene, 1,2-
dichloroethane + other 
parameters (more information in 
Annex 3) 
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Parameters Latvia Estonia 

Pesticides 

Atrazine, simazine, bentazone, 
MCPA, promethrin, propazine, 2,4-
D, isoproturon, aclonifen, bifenox, 
aldrin, dieldrin, heptachlor, 
dimethoate, cypermethrin, 
trifluralin, tebuconazole*, 
epoxiconazole*, diflufenican*, 
metribazuzan*, metribazuran*, 
MCPB, heptachlor epoxy, alpha-
cypermethrin, pendimethalin*, 
azoxystrobin*, prochloraz* 

Atrazine, simazine, bentazone, 
MCPA, promethrin, propazine, 
2,4-D, isoproturon, aclonifen, 
bifenox, aldrin, dieldrin, 
heptachlor, dimethoate, 
cypermethrin, trifluralin, 
tebuconazole, epoxiconazole, 
diflufenican, metribuzin, 
metazachlor + other parameters 
(more information in Annex 3) 

Notes: Basic parameters, Additional parameters, Mn ς a parameter measured in only one country. * Components are 
included in the new monitoring program. 

According to the collected data, it can be seen that the monitoring of groundwater quality in both 

Latvia and Estonia takes into account the recommendations of the European Commission, as well as 

the requirements of the Groundwater Directive. Accordingly, a minimum list of universal and specific 

indicators has been observed in both countries. However, discrepancies have also been noted, mainly 

related to the characteristics of each country's monitoring, as well as to observed anthropogenic 

pressures and other factors. For example, in Latvian monitoring to check the reliability of data, to 

correct the obtained data and increase the accuracy, which is very important in typically low 

concentrations or, conversely, very high mineralization amplitude, the list of water quality indicators 

includes control indicators: total hardness, UV absorption or permanganate index and Ntot (also allows 

the identification of groundwater impacts on surface water bodies and terrestrial ecosystems). As 

manganese (Mn) is characterized by high migration capacity in groundwater and Latvian conditions 

are also characterized by natural excesses of manganese concentration, this parameter is included in 

the universal list of indicators.  

In Estonia, no control indicators are currently measured beside the main water quality indicators. 

During the next six-year cycle, Ntot, Ptot, PO4, Zu, Cu, Ni and increase the determination of Ba are 

included in the Estonian monitoring program in order to identify groundwater impacts on surface 

water bodies and terrestrial ecosystems. Estonia has established a list of terrestrial and aquatic 

ecosystems that are directly dependent on groundwater bodies. From here, the status of groundwater 

bodies are assessed to determine whether groundwater chemical quality indicators can lead to 

unfavorable status for surface water bodies or terrestrial ecosystems feeding on groundwater. Ntot and 

Ptot measurements from groundwater make it possible to compare monitoring data between surface 

water and groundwater, as it is also measured from surface water. Heavy metals Ni, Cu, Zn will also be 

added as they were standardized in drinking water and will need to be monitored under the new 

Drinking Water Directive. Also have been added the Watch-list indicators ς Pharmaceuticals (drug 

residues) and perfluor (PFAS) substances, which are planned to monitor in 17 different Estonian  GWBs  

in Ordovician, Silurian and Quaternary complexes. 

Laboratories in both countries provide testing results in quality control procedures: at least the 

percentage of total concentrations of cation and anion equivalents tested, as well as simple 

correlations between parameters (P/PO4 < Ptot, N/NO3 + N/NH4 + N/NO2 < Ntot mg/l). In turn, the used 

groundwater laboratory analysis methods in Latvia and Estonia are summarized in Table 11, trying to 
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find an opportunity to jointly analyze the obtained results (data are summarized for common indicators 

and identifying similar methods). In turn, more detailed information on the methods used in each 

country for each parameter and their diversity is provided in Annex 3. 

TABLE 11 

Groundwater laboratory analysis methods in Latvia and Estonia* 

Parameter Latvian method Estonian method 

Calcium (Ca) 

LVS EN ISO 11885:2009 EVS-EN ISO 11885 
LVS EN ISO 7980:2000 ISO 6058 
- SFS 3003 
- EN ISO 14911 

Magnesium (Mg) 

LVS EN ISO 11885:2009 EVS-EN ISO 11885 

LVS EN ISO 7980:2000 ISO 6059 
- EN ISO 14911 

Sodium (Na) 
LVS ISO 9964-3:1993 EVS-ISO 9964-3 

LVS EN ISO 11885:2009 EN ISO 14911 

Potassium (K) 
LVS ISO 9964-3:1993 EVS-ISO 9964-3 

LVS EN ISO 11885:2009 EN ISO 14911 

Bicarbonates (HCO3) SM 2320 B:2017 EVS-EN ISO 9963-1 

Sulphates (SO4) LVS EN ISO 10304-1:2009 EVS-EN ISO 10304-1 

Chlorides (Cl) LVS EN ISO 10304-1:2009 EVS-EN ISO 10304-1 

Phosphate phosphorus and 
phosphates (PO4) 

LVS EN ISO 6878:2005, 4.nod EVS-EN ISO 6878 
- ISO 15681-2 

Total phosphorus (Ptot) LVS EN ISO 6878:2005, 7.nod. ISO 15681-2 

Total nitrogen (Ntot) 
LVS EN ISO 11905-1:1998 ISO 11905 

LVS EN 12260:2004 - 

Ammonium (NH4) 

LVS EN ISO 11732:2005 EVS-EN ISO 11732 

QuAAtro Method no. Q-080-06 

Rev.2:2008 
SFS 3032 

Nitrites (NO2) LVS ISO 6777:1984 EVS-EN ISO 13395 

Nitrates (NO3) 
LVS EN ISO 13395:2004 EVS-EN ISO 13395 
- EVS-EN ISO 10304-1 

Total hardness 

SM 2340 C:2017 SM 2340 C:2017 
- ISO 6059 
- SFS 3003 

Total iron (Fetot) LVS EN ISO 11885:2009 ISO 6332 

Lead (Pb) 
LVS EN ISO 11885:2009 EVS-EN ISO 11885 
- EVS-EN ISO 17294-2 

Nickel (Ni) 
LVS EN ISO 11885:2009 EVS-EN ISO 11885 
- EVS-EN ISO 17294-2 

Cadmium (Cd) 
LVS EN ISO 15586:2003 EVS-EN ISO 17294-2 
LVS EN ISO 11885:2009 EVS-EN ISO 11885 

Mercury (Hg) 
LVS EN ISO 17852:2008 EVS-EN ISO 17852 
- EVS-EN ISO 12846 

Arsenic (As) LVS EN ISO 15586:2003 EVS-EN ISO 17294-2 



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

57 
 

Parameter Latvian method Estonian method 

- EVS-EN ISO 11885 

Atrazine EN ISO 10695:2000* STJnrU63 

Simazine EN ISO 10695:2000* STJnrU92 

Propazine EN ISO 10695:2000* STJnrU63 

Bentazone US EPA Method 8151A:1996* STJnrU92 

MCPA US EPA Method 8151A:1996* STJnrU92 

Aldrin ISO 6468:1996 STJnrU63 
Dieldrin ISO 6468:1996 STJnrU63 

Heptachlor ISO 6468:1996 STJnrU63 

2,4-D BIOR-T-012-162-2015 STJnrU92 

Isoproturon BIOR-T-012-162-2015 STJnrU92 

Aclonifen BIOR-T-012-162-2015 STJnrU63 

Biphenox BIOR-T-012-162-2015 STJnrU63 

Promethrin BIOR-T-012-162-2015 STJnrU63 

Dimethoate BIOR-T-012-162-2015 STJnrU92 

Cypermethrin BIOR-T-012-162-2015 STJnrU63 

Trifluralin BIOR-T-012-162-2015 STJnrU63 

Tebuconazole BIOR-T-012-162-2015 STJnrU92 

Epoxiconazole BIOR-T-012-162-2015 STJnrU63 

Diflufenican BIOR-T-012-162-2015 STJnrU92 

Metribuzin BIOR-T-012-162-2015 STJnrU63 

Metazachlor BIOR-T-012-162-2015 STJnrU92 

Trichlorethylene ISO 10301:1997 ISO 20595 

Tetrachlorethylene ISO 10301:1997 ISO 20595 
1,2-dichloroethane ISO 10301:1997 ISO 20595 

Notes: Methods are not comparable, Methods are comparable 
* The data is for a specific date; data can be updated as needed 

The methods of analysis used in the countries are standardized and, in many cases, the same. 

Differences in the methods are mainly noted for the detection of pesticides and other chemical 

pollutants. Also in the previous period, in Latvia the assessment of the total iron concentration was 

performed at the time of sampling, but in Estonia the sample is delivered to the laboratory. At present, 

the methods are not comparable, because during the transfer of the sample, the iron in the water 

precipitates at the bottom of the vessel. However, it should be noted that, according to the new 

monitoring program, the iron content in the water in the case of Latvia will also be determined under 

laboratory conditions. 

In general, the quality system in place in both countries can be considered to guarantee the reliability 

of monitoring data from the moment of sampling to the results of data analysis, as the certification 

and accreditation system guarantees control and monitoring throughout the data supply chain. 

Consequently, the existing monitoring system in Latvia and Estonia provides an opportunity to jointly 

assess the quality of transboundary groundwater bodies, as the underlying analysis methods are in 

many cases comparable. 
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2.1.2.2. Frequency of groundwater quality monitoring and sampling 

The frequency of monitoring inspections is not defined in national legislation; as well as the Water 

Framework Directive, the Groundwater Directive and the Nitrates Directive do not set specific 

requirements for the frequency of groundwater monitoring observations (except for operational 

monitoring of groundwater bodies at risk ς to be performed at least once a year), but only the 

frequency (cyclicality).  

According to the recommendations of the EC (Guidance Document No.15, Guidance on Groundwater 

Monitoring (EC, 2007)), the recommended sampling frequency for surveillance monitoring can vary 

from twice a year in shallow wells with the highest risk of contamination to once in 6 years in deeper 

wells with the lowest the risk of contamination (the frequency of the initial assessment may vary from 

4 to 2 times a year, respectively).  

After data collection, it can be seen that in Latvia and Estonia there are no coincidences related to the 

frequency of groundwater quality surveys18 and the frequency of water sampling (see Table 12). 

TABLE 12 

Frequency of groundwater quality monitoring at monitoring points in Latvia and Estonia 

Country Parameter 
Survey 

frequency 
(from-to) 

Sampling frequency 
(from-to) 

Sampling points 

Latvia 

Basic 
Once a year - 
once every 6 

years 

Once a year ς 4 times a 
year 

all points 

Additional* 
Once a year ς 2 
times in 6 years 

Once a year ς 4 times a 
year 

only at points with the lowest protection or 
GWBs at risk 

Estonia 

Basic 
Once a year ς 3 
times in 6 years 

Once a year ς 4 times a 
year** 

all points 

Additional* 
Once a year ς 1 
time in 6 years 

Once a year 

depending on the compound: only at points 
with GWB at risk, connected with GDTEs, 

have specific pressure load or by additional 
random sampling 

*  In Latvia, sampling of specific indicators in deeper aquifers is envisaged only if excesses of these parameters have been 
detected in the upper layer. In Estonia, on the other hand, they are monitored in shallow wells once or twice during a 6 year 
period, and in the deepest wells once during a 6 year period. 
** In Estonia, the sampling frequency for NO3 in the nitrate vulnerable zone in 4 times a year for some monitoring stations. 

In Latvia, the frequency of surveys at monitoring points mainly decreases with the increase of the 

depth of the aquifer, as well as with the decrease of the degree of risk of surface pollution infiltration. 

The frequency of inspections at monitoring points can vary from once a year to once every 6 years. 

Accordingly, at monitoring points that are not protected or are relatively protected, the frequency of 

inspections varies from 1 time per year19 to 1 time in 2 years, while at monitoring points with the best 

 
18 The monitoring cycle or inspection frequency is the period when monitoring is performed in a 6-year planning period. For 

example, a water sample is taken from the monitoring point every year (once a year) or every two years (once every 2 years), 
or every third year (twice every 6 years), and so on. 
19 Monitoring points where changes in the chemical composition of groundwater or exceedances of certain parameters have 
been detected in the previous 6-year period (permanent exceedances of heavy metals or nitrate content above 25 mg/l), as 
well as permanent presence of pesticides. Ideally, it is necessary to maintain the same frequency of inspections in springs 
where single exceedances of heavy metals and pesticides have been detected or the presence of pesticides has been 
observed, as the springs are more exposed to pollution (NITRA). 
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level of protection the frequency of inspections can vary from 1 time in 2 years to 1 time in 6 years. 

The frequency of inspections of groundwater bodies at risk is at least once a year, which is determined 

by the regulatory enactments of the Republic of Latvia, as well as the requirements set out in the WFD. 

In Estonia also the frequency of surveys at monitoring points mainly decreases with the increase of the 

depth of the aquifer, as well as with the decrease of the degree of risk of surface pollution infiltration. 

The frequency of monitoring basic parameters can vary from once a year to three times in 6 years and 

for additional parameters the frequency can vary from once to twice in 6 years. In general monitoring 

points that are not protected or are relatively protected, the frequency of monitoring varies from 1 

time per year to 3 times in 6 years, while at monitoring points with the best level of protection the 

frequency of inspections can vary from 1 time in 6 years. In wells where the limit value is exceeded, 

annually. In the previous period the frequency of monitoring basic parameters varied from once a year 

to two times in 6 years and for additional parameters the frequency can vary from once to twice in 6 

years and in well protected areas the frequency was 1 time in 18 years. 

In Estonia, the frequency of water sampling at all monitoring points (exemption, monitoring points in 

nitrate vulnerable zone) takes place once a year, usually during the summer period, while in Latvia the 

frequency of water sampling at monitoring points varies from 4 times a year to 1 time per year 

(frequency mainly depends on the monitoring point's degree of protection, seasonality and monitoring 

objectives). Accordingly, in Estonia, the frequency of water sampling in nitrate vulnerable zone at all 

monitoring wells varies from 4 times a year to 1 time per year. In main monitoring wells (53 wells) 

water sampling frequency is 4 times per year and in support network monitoring wells (71 wells) it is 

1 time per year. 

2.1.3. Principles of groundwater quantity monitoring 

The main indicator of groundwater quantitative monitoring in both countries is the groundwater level. 

In Estonia, if necessary, quantitative monitoring also includes measuring the amount of water flow in 

springs and watercourses, while in Latvia it is only planned to consider the possibility of including spring 

flow measurement (at least for falling springs) in groundwater quantitative monitoring20.  

Manual and automatic water level measurements are performed in the observation wells. Most of the 

wells in the countries are equipped with automatic water level meters, which provide water level data 

collection with a frequency of 2-8 times a day (see Table 13). 

TABLE 13 

Frequency of groundwater quantity observations at monitoring points in Latvia and Estonia 

Type/frequency of measurements 
Number of Latvian 
monitoring points 

Number of Estonian 
monitoring points 

Manual 
measurements 

Once a year - - 

4 times a year 7 - 

Once a month 70 105 

Twice a month 35 - 

Automatic 
measurements 

Twice a day 201 - 

8 times a day - 151 

Total: 313 256 

 
20 Spring flow measurement is used by many countries to monitor climate change and is one of the recommendations in the EC guidelines. 
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In Latvia, the frequency of observations in monitoring wells currently varies from twice a day to four 

times a year. In the future, it is planned to consider increasing the frequency of automatic level 

measurements at least up to 12 times a day (ideally up to once an hour) in groundwater monitoring 

wells where potential groundwater-surface linkages have been identified or the risk of marine and 

other saline intrusion has been noted. In Estonia, on the other hand, the frequency of observations in 

monitoring wells varies from once a year to 8 times a day. Automatic level meters are set every three 

hours so that the level data obtained is comparable with meteorological measurements. 

Table 14 summarizes the information on the measuring devices currently used for automatic water 

level measurements in both countries, their types and characteristics. It should be noted that in the 

near future it is already planned to equip new wells in Latvia with more modern water level data 

loggers, which will ensure reading and loading of levels online (currently data is read only once a 

quarter). 

TABLE 14  

Characteristics of automatic water level data loggers 

Measuring device 
type 

(manufacturer) 

Measurement 
interval, m 

Measuring device 
accuracy/resolution 

Country 

Mini-Diver DI501;  
Mini-Diver DI502 

(VanEssen) 
10, 20 

ҕлΣр κ лΣн ŎƳ IнhΤ  
ҕн κ лΣп ŎƳ Iнh 

Latvia 

Micro-Diver DI601;  
Mini-Diver DI602 

(VanEssen) 
10, 20 

ҕмΣл κ лΣн ŎƳIнhΤ 
ҕн κ лΣп ŎƳ Iнh 

Latvia 

Cera-Diver DI701 
(VanEssen) 

10 ҕлΦлр҈κ ҕлΣн ŎƳIнh Latvia 

TD-Diver DI801;  
TD-Diver DI802 

(VanEssen) 
10, 20 

ҕлΣрκлΣн ŎƳ IнhΤ 
 ҕмΣлκлΣп ŎƳIнh 

Latvia 

Baro-Diver DI500;  
Baro-Diver DI800 

1,5, 1,5 
ҕлΣр κ лΣм ŎƳ IнhΤ 
ҕлΣр κ лΣм ŎƳ IнhΤ 

Latvia 

CTD-DIVER 
(Eijkelkamp) 

50, 100 
ҕнΣр κ мΣл ŎƳ IнhΤ 
ҕрΣл κ нΣл ŎƳ Iнh 

Estonia 

Mini-DIVER 
(Eijkelkamp) 

20, 50, 100 - Estonia 

Baro-DIVER 
(Eijkelkamp) 

1,5 ҕлΣр κ лΣло ŎƳ H2O Estonia 

It should be noted that the Mini-Diver, Micro-Diver, TD-Diver differ from each other only in size and 

memory capacity (for example, the Micro-Diver is specifically designed for monitoring wells or drive-

points too small to accommodate larger data loggers). Cera-Diver, on the other hand, is used for 

monitoring groundwater under potentially corrosive conditions, such as brackish water and seawater. 

All automatic water level data loggers also measure pressure and temperature, so there is one Baro-

Diver per monitoring station in Latvia, which records changes in atmospheric pressure and which are 

compensated during the data processing process. Figure 32 illustrates the automatic and manual 

measuring devices used in Latvia. 
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Figure 32. Groundwater level measuring devices in Latvia (on the left - automatic water level datalogger; on 

the right - manual water level meter)  

2.2. National Natura 2000 monitoring program principles in Latvia and Estonia 

2.2.1. Natura 2000 monitoring program principles in Latvia 

In Latvia, several monitorings are carried out to determine the status of biological diversity: 

1) Monitoring of Natura 2000 sites in 333 areas that are included in the European N2000 

Network. The main objective of this monitoring is to evaluate the status and changes of species 

populations and habitats of European Union importance in Natura 2000 sites in the country as 

a whole in order to pay attention to all Annex I species, Annex I habitats and Annexes II and V 

species identified in Latvia. Protected species outside Natura 2000 sites are sometimes 

assessed as part of this monitoring, such as the monitoring of vascular plant and bryophyte 

species covered by the Habitats Directives. 

2) So-called 'base monitoring' carried out throughout the country outside protected areas in 

order to follow trends in the size of species populations and habitats. Until now, a detailed 

assessment of such species and groups of species as the brown bear, moths and butterflies, 

dragonflies, amphibians, reptiles, waterfowl, birds of prey and nesting birds, bats, otter, fish, 

lampreys, etc. has been carried out in Latvia. 

3) So-called 'special monitoring', which provides information on the ecological processes that 

take place in ecosystems and the relationships between organisms. The monitoring selects 

protected species that have important populations in Latvia in the European context and that 

also indicate the status of other species groups or habitats, such as large carnivores (wolf and 

lynx), migratory bats, forest and small grebes, migratory birds, and black stork. The special 
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monitoring program also includes the monitoring of mire restoration and management 

measures. 

4) Monitoring of invasive species to assess the growth of alien species and the invasion of species 

not typical of native ecosystems. 

Each monitoring has clearly defined goals and objectives, they do not overlap, and each has a 

methodology with the necessary field data forms. The results obtained in monitoring, for example, 

new species localities or updated boundaries of populations or habitats are stored in the Nature Data 

aŀƴŀƎŜƳŜƴǘ {ȅǎǘŜƳ άhȊƻƭǎέ όάh!Yέύ ƻŦ ǘƘŜ bŀǘǳǊŜ /ƻƴǎŜǊǾŀǘƛƻƴ !ƎŜƴŎȅ21. Not only species and 

habitats experts of the NCA, but also scientific institutions and non-governmental organizations 

operating in the field of nature protection and habitat management, such as the Latvian Fund for 

bŀǘǳǊŜΣ ǘƘŜ [ŀǘǾƛŀƴ {ǘŀǘŜ CƻǊŜǎǘ wŜǎŜŀǊŎƘ LƴǎǘƛǘǳǘŜ ά{ƛƭŀǾŀέΣ W{/ ά[ŀǘǾƛŀƴ {ǘŀǘŜ CƻǊŜǎǘǎέΣ ¦ƴƛǾŜǊǎƛǘȅ ƻŦ 

Latvia, Daugavpils University, Latvian Botanical Society, Latvian Ornithological Society, etc. are involved 

in monitoring. 

In Latvia, the need for Natura 2000 monitoring became relevant in 2006 after the reassessment and 

specification of Natura 2000 sites. This was followed by the development of a Monitoring Methodology 

(SIA Estonian, Latvian & Lithuanian Environment, 2007), which was used for the first time to prepare a 

report to the European Commission for the 6-year period 2007-2012, but was actually carried out in 

the period 2009-2012 (Dabas aizǎŀǊŘȊơōŀǎ ǇņǊǾŀƭŘŜΣ нлмн). Subsequently, in 2013, the monitoring 

methodology was updated, a more detailed assessment of the condition of Natura 2000 sites was 

carried out, as well as the improvement of experts' knowledge and competence in training. This was 

followed by the preparation of the next major report for the period 2014-2020. During this period of 

Natura 2000 sites monitoring, 8 detailed sub-programs were developed for the following species 

groups: pond bat, otter, brown bear, birds, combined amphibia and reptiles, combined fish, lampreys 

and crayfish, invertebrates, and joint plant monitoring involving bryophytes and vascular plants. 

It should be noted that the monitoring carried out for the last report (until 2020) was mainly related 

to the assessment of the populations of protected species (species-site), while the habitats or 

ecosystems (habitat-site) were not directly monitored. However, the condition of habitats has been 

assessed indirectly, because in the species monitoring field data form it is necessary to make notes on 

the quality, impacts and risks of their inhabited habitats and Natura 2000 sites. 

 As an additional tool for assessing the condition of habitats, a methodology for monitoring the area 

of habitats using remote sensing data and state registers has been developed (!ǳƴƛƸǑ ϧ [ņǊƳŀƴƛǎΣ 

2013). It is defined that the condition of a habitat is considered favorable only if its area is stable or 

increasing. Following the changes in area, conclusions can be drawn about the quality of habitats. 

However, it is understood that this methodology is not suitable for groundwater dependent ecosystem 

(hereinafter ς GDE) monitoring, as the area indicators do not directly indicate GW quality. For example, 

changes in the area of the lake may be related not only to the changed inflow of GW, but also to the 

establishment of new drainage systems or, conversely, the blocking of ditches. 

 
21 https://ozols.gov.lv/pub/ 

https://ozols.gov.lv/pub/
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In total, the Natura 2000 monitoring methodology describes 12 monitoring methods for different 

habitat groups, all of which are related to GDEs, except for BIO1, BIO8, BIO11 and BIO12 (SIA Estonian, 

Latvian & Lithuanian Environment, 2008) (Table 15). 

TABLE 15 

List of methods used in Natura 2000 site habitat monitoring in Latvia (SIA Estonian, Latvian & Lithuanian 

Environment, 2008). 

Method Title 

No. of 
habitats 
on which 
applicable 

No. of Natura 
2000 sites 

were planned 
to use 

EU 
habitats 
related 
to GDEs 

BIO1 Description of coastal habitats in monitoring points 1 3 - 

BIO2 Complex transect monitoring of coastal habitats 10 62 2190 

BIO3 Inspection of lake habitats 4 62 
3130, 
3140, 
3150 

BIO4 Monitoring of river habitats 2 14 
3260, 
3270 

BIO5 Monitoring of karst lakes 1 2 3190* 

BIO6 Monitoring of grasslands and heaths 14 128 
6410, 
6430 

BIO7 Spring monitoring 2 20 
7160, 
7220* 

BIO8 Outcrop and cave monitoring 4 26 - 

BIO9 Monitoring of heaths and mires 7 103 
7210*, 
7230 

BIO10 Forest inspection 10 197 9080* 

BIO11 Aerial survey of coastal shallow habitats 1 7 - 

BIO12 Inspection of coastal shallow habitats from a boat 1 2 - 
Abbreviation: 2190τHumid dune slacks, 3130τOligotrophic to mesotrophic standing waters with vegetation of the 
Littorelletea uniflorae and/or of the Isoeto-Nanojuncetea, 3140τHard oligo-mesotrophic waters with benthic vegetation of 
Chara spp., 3150τNatural eutrophic lakes with Magnopotamion or Hydrocharition -type vegetation, 3260τWater courses 
of plain to montane levels with the Ranunculion fluitantis and Callitricho ς Batrachion vegetation, 3270τRivers with muddy 
banks with Chenopodion rubri p.p. and Bidention p.p. vegetation, 3190*τLakes of gypsum karst, 6410τMolinia meadows 
on calcareous, peaty or clayey-silt-laden soils (Molinion caeruleae), 6430τHydrophilous tall herb fringe communities of plain 
and of the montane to alpine levels, 7160τFennoscandian mineral-rich springs and springfens, 7220*τPetrifying springs 
with tufa formation (Cratoneurion), 7210*τCalcareous fens with Cladium mariscus and species of the Caricion davallianae, 
7230τAlkaline fens, 9080*τFennoscandian deciduous swamp woods. 

Description of each GDE-related method is given: 

BIO2 (includes habitat 2190) - Due to the fact that beach and dune habitats form a single complex and 

are located in bands along the sea shore, it is recommended to unify their monitoring using the 

combined route transect method. Based on habitat and orthophoto maps, as well as other materials, 

a route along the coast is created in the Natura 2000 site. Before going to the site, approximately 10 

stopping points are randomly marked on the route map (the number of points depends on the length 

of the route, the area of the habitat landfills, the environmental conditions and the diversity of plant 

communities). At these points, the expert describes the features mentioned in the field data form - in 

the sample plots or by marking the features without the installation of the sample plots. Individual 

habitat structures and impacts are assessed along the entire route or between sections. The optimal 

time for monitoring is August, but it is possible to perform from July to September. During the 
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monitoring, if necessary, the boundaries of the landfills are also specified in the habitat map, obtained 

after new orthophotos. 

BIO3 (includes habitats 3130, 3140, 3150) - One lake or, in very large lakes, a separate part of the lake 

delimited by configuration, with different vegetation or area (~ 300 ha) is considered as one polygon. 

If the area is slightly affected, it is recommended to inspect at least 20-30% of the polygon in the area. 

If the site is affected or known to be potentially affected, it is recommended to survey 50-70% of the 

polygon in the site, selecting both unaffected and affected polygons. The route is carried out by boat 

crossing the landfill in a zigzag manner, except in some cases for habitat 3130, which can also be 

surveyed during spawning. Polygons and routes are selected and displayed on the map before going 

to the site. The route shall be chosen so as to cross the sites where the largest populations of habitat-

specific species have been identified. The optimal time for monitoring is July and August. At each 

polygon, the expert keeps records of the features mentioned in the field data form. Impacts are also 

being assessed on the embankment adjacent to the polygon. 

BIO4 (includes habitats 3260, 3270) - If the habitat is site-specific (more than 1 km in length), the 

characteristics listed in the field data form shall be listed at a minimum of 10 randomly selected points 

evenly spaced in the site. It is recommended to increase the number of inventory points if there are 

several river sections longer than 1 km in the territory or if significantly different impacts are identified 

in separate parts of the territory (river sections). If the habitat is rare in the area and is not 

characteristic of the area, it is recommended to survey at least 20-30% of the identified habitats, 

selecting one inventory point at each stage. Routes and locations are selected and displayed on the 

map before heading to the site. The optimal time for monitoring is July and August. The expert shall 

keep records of the features mentioned in the field data form at the selected locations. The features 

shall be counted without the establishment of plots by surveying and assessing a 100 m long section 

of the river or its bank. Impacts on streams are also assessed on the embankment adjacent to the site. 

BIO5 (includes habitat 3190*) - Surveys all known and potential karst lakes in the area. Bypass the 

shoreline around the perimeter to record habitat features. 

BIO6 (includes habitats 6410, 6430) - The time of work is 1.06-10.07, because on this date the mowing 

of biologically valuable grasslands starts, if the lawn is not mowed, then until 1.09. For the assessment 

of the conservation status and representativeness of the habitat, each polygon shall be selected at 

random in such a way that there are at least 10 plots for species inventories and 10 replicates for 

structure inventories in one Natura 2000 site. Impacts are assessed for the polygon as a whole by 

walking around them and visually identifying impacts. Transects shall be established for the structure 

and species inventory. The surveys are performed at the metering points located on the transect 

(within a radius of ~ 2 m) according to the given methodology. Species counts are usually limited to 

one plot. The species plot for the inventory of species (5 m2) shall be arranged by placing the lower left 

corner of the plot in the middle of the transect, the coordinates shall be determined and recorded in 

the field data form. If the polygon is homogeneous, then one plot is established, but if there are 

significant differences in the condition of the habitat, then another plot is also located in the worst / 

different part of the polygon. The occurrence of typical species in the polygon is determined both 

visually by the expert passing the polygon along the longest axis and according to the total species 

composition in the sample plots. 
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BIO7 (includes habitats 7160, 7220*) - It is recommended to include the source of the spring and a 50 

- 100 m long section along the spring stream in the transect. One field data form must be filled in for 

one spring. A single field data form may also correspond to a spring complex if it consists of several 

small springs located close to each other. During the habitat assessment, the visible situation should 

be described without creating plots. The remarks in the field data form should indicate whether the 

spring is located in an open or shady habitat. Depending on this, the presence of trees and shrubs or 

their felling can be considered positive or negative. 

BIO9 (includes habitats 7210*, 7230) - Habitat assessment is performed by selecting a transect so that 

the transect crosses the largest polygons with surveyed habitats in Annex I of the Habitats Directive in 

a given Natura 2000 site. One habitat can have several transects in one Natura 2000 site. At least 10 

stopping points shall be marked at random at each polygon crossed before entering the area on the 

transect. At the stopping point, the expert shall keep records of the features mentioned in the field 

data form in accordance with the methodology (typical species, structures) in a sample plot of 20x20 

m. Impacts must be assessed for the entire polygon of a given habitat. For habitat 7210, at each stop, 

the expert describes the current situation in a 10x10 m plot. A boat may be required to survey the 

habitat if the stopping points are in the shallow part of the lake. In habitat 7230 Alkaline fens, which 

may be long and small in configuration, the transect must cross both the narrowest and the widest 

part of the fen and the description points must be both at the edge and in the central part of the fen. 

The dominant species of bryophytes must be recorded in the notes. 

BIO10 (includes habitat 9080*) - A typical plot or part of a plot showing habitat-specific structures 

(both species composition and structures typical of a natural forest) is selected for the habitat survey. 

This part of the forest is crossed by a transect, visually assessing the occurrence of the relevant 

indicators. Forest stand plans are needed to find the relevant habitat. 

A field data form has been prepared to characterize each habitat, in which the expert must indicate 

various criteria, divided into three groups: (1) structures, (2) typical species, (3) impacts. Marking the 

relevant criterion with a quantitative or qualitative indicator (e.g. number of typical plant species: 0, 

1, 2-3,> 3 or beaver activity: many, average, little, none) gives the sum of points that, compared to the 

maximum yield points (in the case of an excellent habitat), the surveyed polygon is classified as A 

(good), B (average) or C (poor) category. It was analyzed how many of the field data form criteria used 

are related to the quality of GDEs, the quantity of groundwater or the threats (Table 16 and Table 17). 

For habitats representing groundwater associated ecosystems (hereinafter ς GAAE), the total number 

of criteria exceeds 40, of which 6 structural criteria indicate GW quality or quantity, such as the number 

of Charophyta communities (stands) in habitat 3140 or exposed bed (in meters) at low water level in 

habitat 3270 (Table 16). Most of the typical species included in these questionnaires are important for 

the identification of EU habitats (e.g. LǎƻšǘŜǎ sp. and Lobelia dortmanna for habitat 3130). A large group 

with impact criteria is also related to the occurrence of aquatic plants, which indirectly indicates 

whether the habitat has negative impacts (causing either extinction or expansion of plant species, 

respectively). Impact criteria such as artificial water level fluctuations or logging or mining in the area 

also have a direct impact on GW. The recommendation is to include a structural criterion on the 

presence of springs in the questionnaires of all habitats and an impact criterion on the beaver activity 

in the questionnaires of habitats 3140, 3150 and 3270. 
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TABLE 16 

Criteria used for Natura 2000 sites monitoring of habitats related to groundwater associated aquatic 
ecosystems in Latvia. 

Criterion 
EU habitat code 

3130 3140 3150 3260 3270 3190* 

Structures 

Total number of typical species x  x    

Isoethide (typical species) communities (stands) x      

Number of annual plant species     x  

Charophyta communities (stands)  x     

Rheophilic invertebrate communities    x   

Lake shore overgrowth / Shade (trees on shores)    x  x 

Mineral soil / Mineral soil in the littoral (% of coastline 
length) 

x x x    

Rocky, granular soil    x   

Exposed bed (width in meters) in low water conditions     x  

Water color   x    

Water transparency (m)   x    

Swirling current    x   

Number of lakes with empty or partially empty lake basin      x 

Impact of springs / Number of spring outflows       

Typical species 

LǎƻšǘŜǎ ǎǇΦ x      

Lobelia dortmanna x      

Chara spp.  x     

Bryophytes and Sphagnum on the shores of lakes      x 

Water mosses      x 

Impacts 

Invasive species     x  

Mixed isoethide and other aquatic plant communities x      

Helophyte (surface plant) stands x x  x   

Nymphoid stands x x  x   

Elodeide (submerged aquatic plant) stands x x     

Lemnids (free-floating plants) x x x x   

Stands od Sphagnum cuspidatum and Warnstorfia 
exannulata 

x      

Filamentous green algae x x x x   

Water blooms x x x    

Lean, monodominant stands   x    

Swimming areas, etc. (artificial breaks in aquifer zones) x x x    

Trampled ground cover, soil erosion on the shore x x x    

Campfire places, municipal waste on the shores x x x x   

Buildings in the 10 m shoreline x x x x   

Buildings in the main pool x x x x   

Sewage outlets x x x x   

Beaver activity / Beaver dams / Dams x   x   

Loads of logs    x   

Water level control / Artificial water level fluctuations x x x x x  

Pollution / Municipal waste     x x 

Overgrowth with bushes (%)      x 

Logging or quarrying in the area      x 

Notes: grayτcriterion used for habitat but not relevant to GAAE, blueτcriterion used for habitat and important for GAAE, 

orangeτcriterion not used for habitat but important for GAAE. 
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Habitats associated with groundwater dependent terrestrial ecosystems (hereinafter ς GDTE) are 

more numerous than GAAE, so the overall list of criteria to be used is also longer (Table 17). The 

structural criteria can mostly be used to characterize groundwater, however such criteria are only few 

or none to habitats 6410, 6450 and 7230. Therefore, it is recommended to supplement these field data 

forms with at least a minimum reference to GW as a number of spring outflows and spring impact. The 

proportion of typical species in the field data forms is richly represented, including plant species 

identifying the relevant habitats (e.g. Cladium mariscus and Schoenus ferrugineus), however, none of 

the GDTE-related plant and whorl snail species are mentioned in the field data forms as mandatory. It 

should be noted that the final part of each habitat field data form has a column on other protected 

species (Annex II of the Habitats Directive, the Red Data List of the Republic of Latvia), however, it 

would be optimal to introduce an additional box for the names of GDTE-related species. Recognizing 

that whorl snails of the genus Vertigo are almost invisible in the field, therefore the inclusion of their 

species is debatable. The impact criteria in the field data forms are sufficiently detailed and relevant 

to the quality characterization of the GDTE, and the inclusion of additional indicators is not necessary. 

TABLE 17  

Criteria used for monitoring the habitats of Natura 2000 sites related to groundwater dependent terrestrial 
ecosystems in Latvia. 

Criterion 
EU habitat code 

2190 6410 6450 7160 7220* 7210* 7230 9080* 

Structures 

Humidity x        

Depression x      x  

Spring debit    x x    

Number of spring outflows    x x    

Impact of springs        x 

Connection to alkaline fens or springs         

Limestone, tuff     x    

Decaying wood        x 

Dried trees, trunks or withering trees        x 

Shrubs and trees, cover (%)  x x    x  

Old grass, average layer thickness in the 
sample plot (cm) 

 x x      

Bare ground, cover (%)  x x      

Vascular plants, cover (%)  x x      

Average height and total height of vascular 
plants in eaten / uneaten places (cm)  x x      

Number of herbaceous / flowering & fern 
species 

 x x    x  

Mesophytic and / or hygrophytic plants x        

Cladium stand is in the water (%)      x   

Generative shoots of Cladium mariscus      x   

Habitat mosaic   x      

Typical species 

Number of flowering and fern species    x x x   

Bryophytes    x x  x  

Alnus glutinosa        x 

Centaurium littorale, Epipactis palustris, 
Equisetum variegatum, Juncus balticus, 
Rhinanthus sp., Sagina nodosa 

x        



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

68 
 

Criterion 
EU habitat code 

2190 6410 6450 7160 7220* 7210* 7230 9080* 

Betonica officinalis, Inula salicina, 
Ophioglossum vulgatum, Parnassia palustris, 
Linum catharcticum, Scorzonera humilis, 
Sesleria caerulea, Succisa pratensis, Veronica 
longifolia 

 x       

Caltha palustris, Cardamine sp., Cnidium 
dubium, Lathyrus palustris, Peucedanum 
palustre, Phalaris arundinacea, Ranunculus 
auricomus 

  x      

Different Carex species  x x    x x 

Galium boreale  x x      

Molinia caerulea  x       

Cladium mariscus (%)      x   

Pinguicula vulgaris, Primula farinosa       x  

Schoenus ferrugineus       x  

Thelypteris palustris        x 

Number of especially protected species    x x  x  

Ligularia sibirica         

Liparis loeselii         

Saussurea alpina ssp. esthonica         

Saxifraga hirculus         

Vertigo angustior         

Vertigo genesii         

Vertigo geyeri         

Vertigo moulinsiana         

Impacts 

Drainage / flooding  x x     x 

Water is being pumped    x x    

Straightened spring bearing / extended spout    x x    

Man-made dam    x x    

Impact of beaver activity / dam / flood  x x x x x x  

Water pollution / Mineral fertilizers, pesticides 
are used nearby / Municipal waste    x x x   

Trampling (people, animal feeder, etc.,%) / 
Destroyed, driven out, crushed, etc. x x x x x  x  

Mowing and / or grazing  x x    x  

Cushions  x       

Plowing (%)  x x      

Overgrowth with trees, shrubs / Afforestation 
(%) 

x x x      

Felling / Felling trees, shrubs       x x 

Cut down trees, shrubs (along the spring / 
shady springs / springs in the open)    x x    

Burned       x  

Improved infrastructure / Buildings (including 
footbridges, other infrastructure) x   x x    

Proportion of plant species in adjacent 
habitats 

x        

Expansive and invasive species, coverage (%) / 
Invasive species 

x x x      

Amelanchier spicata, Heracleum sosnowskyi, 
Impatiens spp., Solidago canadensis    x x    

Betula pubescens       x  
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Criterion 
EU habitat code 

2190 6410 6450 7160 7220* 7210* 7230 9080* 

Molinia caerulea       x  

Phragmites australis    x x x x  

Pinus sylvestris       x  

Salix aurita and other high Salix species       x  

Thelypteris palustris, Typha angustifolia, 
T.latifolia 

     x   

Notes: grayτcriterion used for habitat but not relevant to GDTE, blueτcriterion used for habitat and important for GDTE, 

orangeτcriterion not used for habitat but important for GDTE. 

Out of all 333 Natura 2000 sites established in Latvia, which is an average number (597 in Estonia and 

562 in Lithuania), only a small part or 10% with the monitoring points and transects installed and 

surveyed in it are included in the GAAE and GDTE identified by the WaterAct project. These are a total 

of 36 ecosystems, most of which are located in the Habitat 7160 and the Gauja river catchment area 

(Table 18). 

TABLE 18 

Total number of groundwater dependent ecosystems monitored during 2008-2012 in Latvia in Natura 2000 
sites in general and in the Gauja and Salaca river basins. 

Year 

EU habitats related to identified GDEs 

3130 3140 7160 7220* 7230 9080* 

mon-t G-t mon-t G-t mon-t mon-p G-t G-p S-p mon-t mon-p G-t G-p mon-t G-t mon-t G-t S-t 

2008 7 1 2 1 1  1   2  2  1 1    

2009 1    3 8 1   1    6 2 22   

2010     1           14   

2011 1  1  5 12  3 1     10  18 2  

2012 7* 3 7  28 23 4 5  17 14 1 2 8  96 2 4 

SUM 16 4 10 1 38 43 6 8 1 20 14 3 2 25 3 150 4 4 

Notes: tτmonitoring transect, pτmonitoring point; GτGauja river basin, SτSalaca river basin. 
*Some habitat types have changed over time due to improved expert knowledge, as a result some monitoring forms completed 
for one habitat, e.g. 3150, are in fact linked to another habitat, e.g. 3130. If such cases were identified during the data analysis, 
this was taken into account. Therefore, the figures in this table may differ from the database of the Nature Conservation 
Agency. 
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Figure 33. Natura 2000 monitoring points and transects located in identified GDEs in Gauja and Salaca river 

basins in Latvia. 

In general, all GDEs that are identified in the catchment areas of both rivers in the territory of Latvia 

are represented, and in the future all 36 ecosystems should be included in the integrated Natura 2000 

and GDE monitoring network (Figure 33).  

2.2.2. Natura 2000 monitoring program principles in Estonia 

In Estonia, the national environmental monitoring program consists of 12 sub-programs and the 
ƳƻƴƛǘƻǊƛƴƎ ƻŦ D59 Ƙŀōƛǘŀǘ ǘȅǇŜǎ ƛǎ ŎŀǊǊƛŜŘ ƻǳǘ ǳƴŘŜǊ ǘƘŜ άBiodiversity and landscape monitoring sub-
programέΦ ¢ƘŜ ƻōƧŜŎǘƛǾŜ ƻŦ ǘƘŜ ά.ƛƻŘƛǾŜǊǎƛǘȅ ŀƴŘ ƭŀƴŘǎŎŀǇŜ ƳƻƴƛǘƻǊƛƴƎ ǎǳō-ǇǊƻƎǊŀƳέ ƛǎ ǘƻ ƛŘŜƴǘƛŦȅ ŀƴŘ 
monitor changes in the abundance and distribution of species and in the landscape. The general 
objective of biodiversity monitoring is to provide input for the overall assessment of the state of the 
environment in the country. Among the other issues, it is necessary to ensure the collection and 
availability of high-quality data for the fulfillment of international obligations, for making decisions 
affecting the state of the living environment and for determining the sustainable use of natural 
resources. The Biodiversity and Landscape Monitoring sub-program is the most comprehensive and 
diverse of all national monitoring programs, covering many species, communities, habitats and 
landscape monitoring activities. In order to harmonize monitoring and improve the exchange of 
information, the Environmental Monitoring Data Information System (YŜǎƪƪƻƴƴŀǎŜƛǊŜ ƛƴŦƻǎǸǎǘŜŜƳ - 
KESE) has been developed since 2013. 

Objectives and tasks of the Biodiversity and Landscape Monitoring sub-program 

According to the Environmental Monitoring Act (RT I, 18.05.2016, 1), the purpose, tasks and 
procedures of the national environmental monitoring sub-program (RT I, 25.01.2017, 9) for the 
biodiversity monitoring are: 

¶ elucidation, monitoring and prediction of changes in the abundance and distribution of 
species, and analyzing their causal links with human activities and natural processes; 

¶ explanation of the impact of land use on habitats, and identification and monitoring of the 
changes in landscapes and forecast of possible development directions; 

https://keskkonnaagentuur.ee/media/738/download
https://keskkonnaagentuur.ee/media/738/download
https://kese.envir.ee/kese/welcome.action
https://kese.envir.ee/kese/welcome.action
https://www.riigiteataja.ee/akt/118052016001
https://www.riigiteataja.ee/akt/125012017009
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¶ identification and forecasting of the status of populations and habitats of species referred to 
in EU legislation and international conventions; 

¶ compliance with international requirements and obligations. 

Under the last point, for example, Article 17 of the Habitats Directive 29/43/EEC requires Member 
States to draw up a report on the implementation of the directive every six years. Particular attention 
must be paid on the assumption that the population of a (rare) species cannot survive without its 
natural habitat. Consequently, this (rare) species is also an indicator of the state of the habitat in 
general or the existence of possible other values of biodiversity, and therefore a habitat in good natural 
condition is also a value itself. 

Description and methodology of monitoring activities of the Biodiversity and Landscape Monitoring 
sub-program. 

According to the Environmental Monitoring Act (RT I, 18.05.2016, 1), the requirements and methods 
established in the relevant legislation or international program are used in the monitoring activities of 
the national environmental monitoring program. 

The basic methodological criteria for all monitoring work are: 

 The monitoring sample must characterize the status (distribution, structural and functional 
quality) of the whole relevant species, habitat or landscape type in Estonia; 

 The monitoring methodology must be able to capture critical changes in the distribution and 
qualitative status of the object/type monitored; 

 The monitoring methodology must be as simple and robust as possible so that it is not sensitive 
to the observer/expert, the technical means used, the timing, etc.; 

 The monitoring methodology must be cost-effective, including the most important principled 
approach being that a larger sample that better characterizes the population should be 
preferred to technically expensive and labor-intensive measurement methods in a small 
number of sample locations; 

 The cost-effective planning of monitoring must find the optimal one, based on the hierarchy 
of information needs, starting with a general assessment and focusing on details: 1) checking 
whether the monitoring object continues to exist, 2) assessment of the general condition and 
threats; 

 The monitoring methodology must be integrated between the different sub-programs, i.e., as 
many indicators as possible used for monitoring must overlap between the sub-programs, 
ensuring the optimal structure of the databases and the interoperability of data; 

 Surveillance is structured into monitoring areas (defined as spatially independent units) and 
(temporary) measurement sites within the monitoring areas; 

Á The monitoring area of the species, i.e. the basic unit for monitoring planning, is the 
local populations, which consist of closely spaced (sub) populations, which are 
probably historically connected but are now fragmented; 

Á The monitoring area of communities and habitats is a local habitat or a collection of 
adjacent and historically connected fragments of habitat ("meta-habitat") that are 
currently fragmented or designated as separate units for mapping, but are still 
ecologically sufficiently integrated due to the extent of their characteristic species 
and/or suitable the existence of connecting corridors; 

https://www.riigiteataja.ee/akt/118052016001
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 Monitoring must remain an objective bystander, i.e., the monitoring must not be affected by 
the special status or economic/maintenance activities of the observation site (e.g., special 
maintenance procedure as an observation area, or additional disturbance due to a permanent 
observation visit, etc.) or location (e.g., harder to access); 

 Monitoring must also focus on those conditions and changes in environmental conditions that 
are critical for the species/community/habitat/landscape to ensure that potential 
developments are predicted and preventive measures are implemented, as inert (delayed) 
reactivity to. 

The specific number of monitoring areas, the total or site-specific description and the frequency of 
monitoring depend on the characteristics of the respective monitoring object, the number of sites and 
the dynamics. As a general rule, a sample of sites related to Natura reporting has been 
compiled/divided into 6-year monitoring periods to ensure regular updating of the basic data required 
for the report. 

According to the objectives set for the wildlife monitoring activities, the monitoring work of the 
Biodiversity and Landscape Monitoring program can be divided into three groups: 

 habitat monitoring; 
 monitoring of different species, species groups and their communities; 
 landscape monitoring. 

Habitat monitoring 

Habitat monitoring observes both human and non-human influenced species communities, including 

mainly plant-based community groups (e.g., Habitat Directive habitat types and Estonian vegetation 

types), as well as landscape or geological complexes (coastal, flood-meadows, bank forests, wooded 

meadows) or habitats based on an integrated complex of several taxonomic groups (seabed habitats). 

The current national monitoring program is in use since 2019. In the previous monitoring program the 

sub-ǇǊƻƎǊŀƳ άaƻƴƛǘƻǊƛƴƎ ƻŦ ŜƴŘŀƴƎŜǊŜŘ όbŀǘǳǊŀ нлллύ Ǉƭŀƴǘ ŎƻƳƳǳƴƛǘƛŜǎέ ƛƴŎƭǳŘŜŘ ǎŜǇarate surveys 

and methodologies for a) alvars and heathlands (6280*, 4030); b) alluvial and paludified meadows 

(6450, 7230); c) forest habitats (2180, 9010, 9020, 9050, 9060, 9070, 9080*, 9180, 91D0*, 91E0 and 

91F0); d) dry meadows (6530*, 6210*, 6270*); e) coastal meadows (1630); f) mires (7110*, 7120, 7140, 

7160, 7210*, 7230). In the current monitoring program Annex I habitat types are divided into five 

groups with specific methodologies: 

 forest habitats: 2180, 9010, 9020, 9050, 9060, 9070, 9080*, 9180, 91D0*, 91E0 and 91F0; 

 grassland habitats: 6280*, 6530*, 1630, 4030, 6210*, 6270*, 6450 and 7230; 

 coastal habitats: 1210, 1220, 1230, 1310, 1640, 2110, 2120, 2130*, 2140*, 2190 and 2320; 

 wetlands (habitat types not specified)  

 marine habitats (habitat types not specified) 

As seen from the lists, freshwater habitat types were not monitored in Estonia during the previous 

monitoring program nor are monitored during the current program. Lakes and rivers are monitored 

only according to the requirements of the Water Framework Directive. From the six terrestrial habitat 

types considered as GDTEs only four were monitored during the previous program (excluding Humid 

dune slacks (2190) and Petrifying springs with tufa formation (7220*)). Habitat types 7160, 7210*, 

7230 were monitored as mires, habitat type 7230 also as meadows, and habitat type 9080* as forests. 
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According to the current program, three GDTE habitat types are monitored, 9080* as forests, 7230 as 

grasslands and 2190 as coastal habitats.  

Several habitat types are considered GDTEs only in exceptional cases: 6410, 6430, 7110*, 7120, 7140 

and 91D0* (Retike et al., 2020). Habitat types 7110*,7120 and 7140 are considered GDTEs only in 

Northeastern Estonia in the oil shale mining region and the dependence is only quantitative not 

qualitative. They are not critically dependent on groundwater under normal circumstances, but are 

considered GDTEs as a precautionary measure, because groundwater drawdown caused by extensive 

subsurface mining could lower the water level both in transitional mires or bogs. Only four habitat 

types out of these six were monitored in Estonia during the previous program (excluding Molinia 

ƳŜŀŘƻǿǎΧ όспмлύ ŀƴŘ IȅŘǊƻǇƘƛƭƻǳǎ ǘŀƭƭ ƘŜǊō ŦǊƛƴƎŜ ŎƻƳƳǳƴƛǘƛŜǎ όсполύύΦ Iŀōƛǘŀǘ ǘȅǇŜǎ тммлϝΣ тмнл 

and 7140 were monitored as mires and habitat type 91D0* as forests. According to the current 

monitoring program only one of these habitat types is being monitored - 91D0* as forests. 

Neither under the previous nor the current version of the monitoring program, the sites chosen for 

monitoring were/are not limited to Natura 2000 sites, but their selection is based on all mapped 

polygons of the relevant habitat type. Though most of the mapped polygons are located in protected 

areas, which makes them regionally unevenly distributed.  

In addition to the monitoring of habitat types, the Environmental Board orders and conducts habitat 

inventories of protected areas that often cover all the habitat types present. Opposite to the habitat 

monitoring, however, these inventories tend to be inconsistent in their methodology and interval.  

Though listed in the monitoring program, wetland habitats have not been monitored in Estonia since 

2017. In 2006-2016, a six-year cycle was applied to monitor mire habitats, with ~120 sites monitored 

in 2006-2011. A roughly even distribution of the sites was aimed all over the country, thus the mires 

were chosen intentionally, not randomly. At the beginning of that program, fens (7230) and bogs 

(7110*) were monitored separately, with 10 bogs and 10 fens being visited every year. Additionally, 

some spring fens and transitional mires were later added to the program. The monitoring methodology 

of mire habitats consisted of vegetation analyses on 2 x 2 m permanent plots (4 x 1 m2) and a qualitative 

assessment (status, structure, functions and human impacts). 

From 2017, new methodology is being applied to include more sites, but to visit them less often. 

Moreover, in 2008-2011 Estonian Fund for Nature (ELF) conducted a large inventory of mire habitats, 

where the status and vegetation of the Annex I mire habitat types were assessed on all mire sites in 

Estonia that exceeded 0,5 ha ς that information is planned to be included to the EELIS database, which 

houses the official Annex I habitat data in Estonia. The next large inventory most likely takes place in 

2025 and is planned to collect sufficient data to assess Annex I mire habitats. Also, in 2007-2009 

Institute of Ecology at Tallinn University conducted an inventory of peatland forests outside protected 

areas. There, the main attention was on the qualitative and quantitative parameters of habitat type 

9080* to assess their general state, quantify their area and find possible new ecologically valuable sites 

for the protection. 

Monitored GDTE habitat types under the Biodiversity and Landscape Monitoring in Estonia 

Currently, there are only four GDTE habitat types (including habitats considered GDTEs only in 

exceptional cases) in three habitat groups being monitored in Estonia: 



WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

74 
 

 forest habitats - 9080*, 91D0*; 

 grasslands - 7230; 

 coastal habitats - 2190. 

Monitoring the condition of forest habitats - includes habitats 9080* and 91D0* 

The tasks of the forest habitat monitoring are:  

 to collect data in Estonia on a regular basis in order to provide an adequate assessment of the 

condition and biodiversity of endangered forest habitats and their changes over time;  

 provide an expert assessment of the status of the monitored forest habitats and the adequacy 

of conservation and management measures;  

 collect data on the distribution of endangered species and the status of populations in forest 

habitats (through a monitoring program for protected vascular plants). 

The methodological basis for the current monitoring of forest habitats is: Liira, J. 2009. Assessment of 

monitoring methods for existing communities and recommendations for promoting monitoring 

methods for the status of Natura 2000 habitats (in Estonian). The monitoring of forest habitats has 

been carried out according to this methodology since 2010. 

The main method is to carry out an expert observation of the condition of the habitat in the monitoring 

area (see Table 19). The monitoring takes place in six-year cycles. In the three most common habitat 

types (9010*, 9080*, 91D0*), the target number of monitoring points corresponds to the area 

proportion of the habitat type, 240, 170 and 190 sampling points per monitoring cycle, respectively. 

Forest monitoring methodology does not use permanent plots, but randomly chosen points (20-40 m 

radius). During the fieldwork, the monitoring areas shall be described as far as possible at a given point, 

in individual cases the point shall be moved within a range of 20-50 m so that it does not reach a road, 

target, ditch or border of different habitats and is accessible to the observer. During the forest 

monitoring in 2013-2018, 75 sites were randomly chosen from all the forest habitat types, using the 

polygons of all cadastral forest areas. That set of samples is considered sufficient to conduct statistical 

data analysis. In 2019-2024, a new selection was made and sites are being visited. 

Monitoring the condition of grassland habitats - includes habitat 7230 

The tasks of monitoring grassland habitats are:  

 to collect data in Estonia on a regular basis in order to provide an adequate assessment of the 

status and biodiversity of plant communities of valuable semi-natural habitats and their 

changes over time;  

 provide an expert assessment of the status of the monitored grasslands, the adequacy and 

impact of conservation and management measures, and make recommendations for the 

implementation of appropriate measures to improve the condition of the habitat;  

 to collect data on the distribution of endangered species and the status of populations in the 

habitats of natural grasslands (part of the monitoring program for protected vascular plants);  

http://www.ut.ee/lkb/avalikud_failid/Liira_2009.pdf
http://www.ut.ee/lkb/avalikud_failid/Liira_2009.pdf
http://www.ut.ee/lkb/avalikud_failid/Liira_2009.pdf


WaterAct 

άJoint actions for more efficient management of common 
groundwater resourcesέ 

 

75 
 

 to collect data on a regular basis for the assessment of small-scale species richness in 

permanent monitoring areas of wooded meadows and alluvial plains (based on square 

monitoring methodology). 

Grassland habitats are endangered semi-natural communities (habitats) that are highly dependent on 

the scale and intensity of human activities (mainly grazing and forage harvesting). Before 2005, the 

monitoring of endangered vascular plant species was carried out using square monitoring methods, 

later the status monitoring has been used. The status monitoring is based on the inventory of habitats 

valued by the Habitats Directive, which was originally carried out to identify Natura 2000 protected 

areas upon accession to the European Union. Habitat type 7230 has been included in the monitoring 

since 2016. The sampling of monitoring areas is selected on the basis of a stratified (mainly using soil 

maps and aerial photographs to find grasslands) random selection method with six-year monitoring 

cycles. For each monitoring cycle, an approximately proportionate number of sites for a given habitat 

type are randomly taken from the Natura site database. The sample size of the sites to be monitored 

during the monitoring cycle depends on the proportion of the respective habitat type in the data of 

the grassland habitats. For habitat 7230 the number of monitored sites is 8 per year. The dynamics of 

plant communities of the habitat type, as well as other parameters to be recorded, are compared in a 

six-year cycle. There is no so-ŎŀƭƭŜŘ ΨǊŜǇŜŀǘ ƳƻƴƛǘƻǊƛƴƎΩΣ ǿƘƛŎƘ ǊŜŎƻǊŘǎ ǘƘŜ Řynamics of a particular 

permanent plant community. Areas may be re-monitored by re-sampling. Also, from 2018, the size of 

the measuring of monitoring area was limited to 0.1 hectare instead of the previous 0.8 ha (circle with 

a radius of 50 m), which ensures a better targeting of the data collected to the habitat-specific 

characteristics of the specific habitat and reduces the proportion of concomitant, adjacent and 

marginal communities in the description.  

The observations result in expert assessments (see Table 19) that characterize nature conservation 

value and status in accordance with the Habitats Assessment Standard are provided, based on the 

definition of habitat type and extent, vegetation indicators characterizing the layered and floristic 

composition of the community and influencing factors. In addition, the expert provides management 

recommendations for a specific monitoring area. 

Monitoring the condition of coastal habitats - included habitat 2190 

The tasks of monitoring grassland habitats are:  

 to collect data in Estonia on a regular basis in order to provide an adequate assessment of the 

condition and diversity of endangered coastal habitats and their changes over time;  

 provide an expert assessment of the status of monitored coastal habitats and the adequacy of 

conservation measures. 

The state of coastal landscape diversity is characterized by a synthesis map of sites and vegetation, 

which is the basis for recording future changes. The indicators of monitoring of coastal habitats are 

described in Table 19. The interrelationships and species diversity of the individual components in the 

landscape are expressed in the landscape profile with lists of species of vascular plants, bryophytes 

and lichens. As a result of the processing of coastal land cover from different timesteps, the trend of 

changes in the landscapes of the monitoring areas is compiled. Also, the locations or distributions of 
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valuable objects, which are evaluated on a 4-point scale, are marked on the map. The work is illustrated 

with photographs, which are preferably taken from the same place during the repetitive monitoring. 

Repeated surveys in monitoring areas are recommended at 10-year intervals, in areas that change 

rapidly or in the event of extreme changes the monitoring should be conducted more frequently. 

A questionnaire has been prepared to characterize each habitat group, in which the expert must 

indicate various criteria. It was analyzed, how many of the questionnaire criteria used are related to 

the quality of GDEs, the quantity of groundwater or the threats (Table 19). 

TABLE 19 

Criteria used for monitoring Annex I habitats related to groundwater dependent terrestrial ecosystems in 

Estonia 

Criterion 
EU habitat code 

2190 7230 9080* 91D0* 

Habitat identification 

Soil profile: organic surface layer  x x  

Land cover  x x  

Landscape dimensions  x x  

Presence  x x  

Qualitative habitat management  x x  

Land use    x 

Parameters of key area/Description of the community (layers) 

Proportion of species in the forest stand % x x x  

Age of the species in the I layer a.  x x  

Ground cover % x x x  

Height of I layer m  x x  

.ŀǎŀƭ ŀǊŜŀ ƻŦ ǘƘŜ ǎǘŀƴŘ ƳчκƘŀ  x x  

Presence and density class of II layer  x x  

Species occurrence and abundance assessment (II layer) x x x  

Height of II layer m  x x  

Presence and density class of seedlings  x x  

Assessment of the occurrence and abundance of the species 
(seedlings) 

 x x  

Abundance of bush layer x x x  

Assessment of the occurrence and abundance of the species (bush 
layer) 

x x x  

Height of bush layer m x x x  

Height of grass and shrub layer cm x    

Abundance of specimens of the species (grass and shrub layer) x    

The occurrence of negative changes in the grass and shrub layer x    

Species distribution (grass and shrub layer) x    

Abundance of moss layer x    

Humidity conditions x    

Type and degree of risk and impact factors: impact of drainage x    

Type and degree of risk and impact factors: impact of mowing x    

Type and degree of risk and impact factors: impact of grazing x    

Grazing pressure x    

Type and degree of risk and impact factors: impact of restoration x    

Type and degree of risk and impact factors: impact factors x    

Complex profile of the monitoring area    x 
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Criterion 
EU habitat code 

2190 7230 9080* 91D0* 

Characteristics of habitat diversity 

Presence of substrate / microhabitat  x x  

Abundance of substrate / microhabitat  x x  

Diameter of the largest substrate unit cm  x x  

Hollows in I layer  x x  

Biologically old trees  x x  

Trees grown in poor lighting conditions  x x  

Vegetative / multi-stemmed trees  x x  

Well-developed supporting roots  x x  

Abundance of biologically old shrubs  x x  

Presence of long hanging lichens  x x  

Presence of polypore  x x  

Presence of great foliose lichen  x x  

Presence of species / taxon  x x  

Abundance of specimens of the species  x x  

Aggregate habitat assessments /Habitat status assessments 

Representativity of the habitat x x x  

Degree of conservation of structure x    

Degree of conservation of functions x x x  

Restoration possibilities x x x  

Global assessment of the habitat x x x  

Value of community status x    

Floristic value of the habitat x    

Small-scale species richness of grass layer x    
     

Natural values 

Geological-landscape objects/areas x    

Protected plant communities and species, protected parks, stands x    

Nesting sites and biotopes of animals worthy of protection, staging 
points for birds during migration 

x    

Socio-economic values 

Archaeological and cultural values x    

Land use value based on soil quality class, forage value of meadow 
vegetation, forest type and quality class 

x    

Recreational values x    

Existing and potential threats x    

Notes: grayτcriterion used for habitat but not relevant to GDTE, blueτcriterion used for habitat and important for GDTE, 
orangeτcriterion not used for habitat but important for GDTE. 

Monitoring of species and communities 

Monitoring of species and communities must provide an overview of the status of populations of 

species as well as of different species groups (e.g., functional groups or communities) as well as the 

effectiveness of conservation and management measures (including alien species) applied to them. 

The main monitoring program includes all species of protection category I, in addition to a selection of 

species of categories II and III. From the list of internationally endangered species, an optimal selection 

has been made of those species that can be monitored based on the available resources (species 

representation, availability of skilled labor, financial resources). Alien species that affect local life must 
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also be monitored. No permanent sites have been selected, but 12-30 sites are being visited during a 

six-year monitoring cycle. All monitoring results, except I and II category species, are publicly available 

at the KESE database. In the future, the data collected by the Environmental Board will also be included 

in KESE. 

The monitoring of species and their groups is divided as follows: 

 vascular plants and bryophytes 

 species of fungi and lichens 

 invertebrates 

 fishes 

 amphibians 

 reptiles 

 birds 

 mammals 

Output results of the Biodiversity and Landscape Monitoring 

The main output of biodiversity and landscape monitoring is overviews and reports on changes in the 

environment as a result of human activities and natural processes. In addition, reports arising from 

various international and national obligations. In addition to the need to assess an individual 

monitoring object, an integrated approach must be taken into account when analyzing the data. 

The successfully completed Biodiversity and Landscape Monitoring sub-program provides the main 

input for assessing the state of Estonian wildlife. The indicator of effectiveness shall be the proper 

fulfillment of the objectives of the sub-program, including the objective of each individual monitoring 

work. For species (and habitats) of international importance (species and habitats under the Habitats 

and Birds Directive), the number of meaningful reports is an indicator of effectiveness. For the 

purposes of the Habitats and Birds Directive, a meaningful report means that the necessary data have 

been collected under the sub-program for the quantitative assessment of all report fields indicating 

the status (e.g., population size, trend, distribution area, trend) and the report is based on analytical 

data. One of the indicators of the success of the monitoring of species and habitats is the proportion 

of sites (monitoring areas) inspected over the years or the corresponding number of repeated 

observations. At national level, long-term, consistent data series are an indicator of the success of the 

program, where disruptions are not due to reduced budgets and allow for long-term changes to be 

estimated. 

¢ƻŘŀȅΩǎ .ƛƻŘƛǾŜǊǎƛǘȅ ŀƴŘ [ŀƴŘǎŎŀǇŜ ƳƻƴƛǘƻǊƛƴƎ ƛƴ 9ǎǘƻƴƛŀ ŘƻŜǎ ƴƻǘ ǇǊƻǾƛŘŜ ǎǳŦŦƛŎƛŜƴǘ Řŀǘŀ ŦƻǊ ƳŀƪƛƴƎ 

science-ōŀǎŜŘ ŘŜŎƛǎƛƻƴǎ ŀƴŘ ŦǳƭŦƛƭƭƛƴƎ ǘƘŜ ŎƻǳƴǘǊȅΩǎ ƛƴǘŜǊƴŀǘƛƻƴŀƭ ƻōƭƛƎŀǘƛƻƴǎΣ ŜΦƎΦΣ ŦƻǊ ǊŜǇƻǊǘƛƴƎ ƻƴ ǘƘŜ 

conservation status of the habitat types and species under the Birds Directive and Habitats Directive, 

about changes in the biodiversity of managed forests, etc. Species and habitat types with data 

deficiencies need to be mapped and possible overlaps between different monitoring programs 

identified. Monitoring methodologies must be improved, including enhanced usage of remote sensing. 

Coherence is to be developed between biodiversity monitoring and other sub-programs of national 

monitoring, between different subareas of wildlife monitoring, and between national monitoring and 

conservation management monitoring and inventories. Proceeding from the above, it is also necessary 
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to improve the structure and coherence of the network of monitoring stations and sites and of the set 

of monitored parameters, which is often not representative enough to provide information about 

changes at the national level. 

2.2.3. Comparison of Natura 2000 monitoring parameters in Latvia and Estonia 

In order to compare the monitoring methodologies and the criteria used for assessing the quality of 

habitats in Natura 2000 sites in Latvia and Estonia, two types of habitats related to GDTEs were chosen 

as an example. In Estonia, the N2000 monitoring program does not include any habitats representing 

GAAEs, so rivers and lakes cannot be used for comparison with Latvia. Therefore, in the text below, we 

focus only on terrestrial habitats (forests, peatlands). Since in Estonia only 4 types of habitats are 

applicable to the topic discussed, and only 3 of them are represented in Latvia, moreover 2190 is very 

rare, then habitats 7230 and 9080* are taken as examples for comparing the applied methodologies 

of both countries. In Latvia, in the time period from 2008 to 2012, the habitat 7230 Alkaline fens in 25 

Natura 2000 sites, including 3 places in the Gauja river basin, has been monitored once in each place 

using the transect method. In Estonia, habitat 7230 used to be part of mire habitat monitoring and 10 

sites were surveyed annually using the permanent square plot methodology, but later it has been 

included in the grassland monitoring program and 8 sites are surveyed annually using 0.1 ha 

monitoring area. Habitat 9080* Fennoscandian deciduous swamp woods are monitored in 150 Natura 

2000 sites in Latvia, incl. 4 locations in the Gauja river basin and 4 in the Salacas river basin once every 

6 years, using the transect method. In Estonia, habitat 9080* was monitored as part of a forest 

monitoring program where 75 sites were randomly selected and a site-specific number of random 

monitoring plots was used (i.e. 240, 170 and 190 sampling sites per monitoring cycle). As can already 

be seen from the information provided, the choice of monitoring sites and the methodologies used in 

both countries are very different. 

TABLE 20 

The list of common criteria used in monitoring field data forms of habitats 7230 and 9080* in Latvia and 

Estonia. 

Latvia 7230 9080* Estonia 7230 9080* 

Number of herbaceous / 
flowering & fern species x  Proportion of species in the forest 

stand % x x 

Shrubs and trees, cover 
(%) x  

Assessment of the occurrence and 
abundance of the species (bush 

layer) 
x x 

Drainage / flooding  x Type and degree of risk and impact 
factors: impact of drainage   

Mowing and / or grazing x  Qualitative habitat management x x 

Depression x  Presence of substrate / 
microhabitat x x 

Notes: grayτcriterion used for habitat but not relevant to GDTE, blueτcriterion used for habitat and important for GDTE, 

orangeτcriterion not used for habitat but important for GDTE. 

Additional analysis was performed to compare the criteria used in the field data forms to monitor both 

7230 and 9080* habitat types in Latvia and Estonia. Of all the criteria used (Table 16, Table 19), only 

four of them were common in both countries, and one is used in Latvia, but marked as important in 

the future also in Estonia (Table 20). All of these common criteria are used generically and do not 
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provide very useful information if the habitat were to be evaluated from a GDE perspective only. In 

both countries, the status of species communities and various physiogeographical parameters (for 

example, hydrological system conditions) are mainly used to assess habitat quality, but no chemical 

indicators are evaluated. It should be noted that the opinion of the expert may differ from the level of 

his/her experience and training, as well as the opinion may depend on the season of the survey. In 

particular, the quality of habitat 9080* can be significantly different in early spring after snow melt or 

in the second half of summer after a long drought. On the other hand, for the habitat 7230, the 

knowledge of the flora is of great importance, because the recognition of individual vascular plant and 

bryophyte indicator species can indicate a completely different level of habitat quality (from low to 

very good). Therefore, the used criteria must be critically evaluated, so that they can be applied to the 

GDE condition assessment at all.  The main conclusion from this comparison is that each country has 

chosen specific criteria for its national monitoring methodology and these are useful for preparing 

biodiversity reports to the EC for a 6-year period. However, the methods used would have to be 

drastically changed to be uniform in both countries, and it is likely that all previously collected data 

would no longer be comparable. 

2.2.4. Recommendations for linkage GDEs and GW monitoring programs 

In order to ensure protection of groundwater dependent ecosystems and to provide data about 

ecosystem status and thus indicate the overall status of GWBS, a link to national Natura 2000 and 

groundwater monitoring programs must be developed. After data collection, it was concluded that 

currently implemented monitoring of the Natura 2000 territories in both Latvia and Estonia is mainly 

based on the results of the habitat type survey according to the developed methods, but was not based 

on actual data (water samples). 

Accordingly, in order to determine the impact of groundwater on surface water bodies and terrestrial 

ecosystems, both monitoring programs must assess water quality both in GWs and in the ecosystem 

itself, establishing a single list of parameters (temperature, pH, specific conductivity of water, Ntot, Ptot, 

PO4 and additional Zu, Cu, Ni and Ba). Temperature, pH and specific conductance could provide first 

insight into water quality and functioning of the site, which is recommended to be at least included in 

the initial monitoring. Although this requires equipment and training for the habitat experts who will 

carry out the field surveys, the costs are rather low (such equipment is easy to use and do not require 

large maintenance costs). On the other hand, in order to get a better idea of the impact of underground 

water on surface water bodies and terrestrial ecosystems, it is necessary to include the remaining 

parameters (at least Ptot and Ntot) in the monitoring. 

It would be recommended to provide water level monitoring in GDEs where there are activities nearby 

that could change the groundwater level. Currently the locations of groundwater monitoring networks 

and GDEs do not overlap. Established state groundwater monitoring networks in Estonia and Latvia 

were designed to serve different purposes (e.g. to detect regional trends in groundwater quality or 

quantity, assess impacts of diffuse pollution) and provide valuable long-term datasets. The locations 

of wells cannot be moved, and current monitoring frequency must not be interrupted. However, an 

effort should be made to improve groundwater monitoring networks by establishment of new wells 

and selection of new springs for national monitoring need.  
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Currently temperature, pH and specific conductance of water in monitored habitat types in Estonia are 

not a part of habitat status assessment but could provide first insight in water quality and functioning 

of the site, and therefore is recommended. Although this requires equipment and training for the 

habitat experts who will carry out the field surveys, the costs are rather low (such equipment is easy 

to use and do not require large maintenance costs). 

2.3. Joint monitoring program for Latvian-Estonian cross-border area 

According to the WFD, the Member States which have a transboundary GWBs should carry out joint 

activities to monitor, share data and assess the chemical and quantitative status of joint GWBs. The 

conditions for the selection of transboundary monitoring points in the WFD are described very 

generally and points 2.2.2 and 2.4.2 of Annex V to that directive provided that transboundary GWBs 

should be provided with a sufficient number of monitoring points to assess the direction and flow rate 

of the groundwater through the member state boundary, as well as track groundwater quality, timely 

identify and control transportation of potential pollutants. In turn, the European Commission Guidance 

Documenǘ bƻΦмр άDǳƛŘŀƴŎŜ ƻƴ DǊƻǳƴŘǿŀǘŜǊ aƻƴƛǘƻǊƛƴƎέ ŀƴŘ ¦b-9/9 άDǳƛŘŜƭƛƴŜǎ ƻƴ ƳƻƴƛǘƻǊƛƴƎ ŀƴŘ 

ŀǎǎŜǎǎƳŜƴǘ ƻŦ ǘǊŀƴǎōƻǳƴŘŀǊȅ ƎǊƻǳƴŘǿŀǘŜǊǎέ ǎŜǘ ŀƭǊŜŀŘȅ ƳƻǊŜ ŘŜǘŀƛƭŜŘ ǊŜǉǳƛǊŜƳŜƴǘǎ ŦƻǊ ǘƘŜ 

development of a monitoring network (selection of monitoring points), based mainly on conceptual 

understanding of the hydrogeological conditions of the transboundary area and potential pollution 

threats. 

Particular attention must be paid to transboundary GWBs that have been identified as GWBs at risk, 

stated or objected to with intense anthropogenic pressure. In such areas the density of the 

transboundary monitoring network may increase, respectively in the water bodies with the lowest 

anthropogenic pressure it may be lower - surveillance monitoring may be provided only with the 

existing monitoring points located in the transboundary area. 

Based on the results of the anthropogenic pressure and status assessment of GWBs, no intensive 

anthropogenic pressure was identified in the Estonian-Latvian transboundary area that could 

significantly affect the status of GWBs and no GWBs at risk were identified that do not achieve good 

groundwater quantitative and/or chemical status (Chapter 1.2 and 1.3). Therefore, at present, general 

information on the situation of transboundary GWBs can be achieved by existing monitoring points in 

the transboundary area. Additional monitoring points or integrated monitoring could be served by 

springs which represent chemical composition and features of corresponding aquifers. Such 

representative springs have been identified during the WaterAct project and they can help in 

transboundary GWBs status assessment. 

2.3.1. Existing monitoring points qualification 

There are a total of 53 monitoring points in the Gauja/Koiva and Salaca/Salatsi river basin districts, 

most of which (85%) are located in Latvia due to the distribution of the river basin districts (see Chapter 

1.1). However, not all monitoring points located in the abovementioned river basins can directly 

characterize it and meet the requirements set out in the WFD Annex V, points 2.2.2 and 2.4.2. 

Therefore, in order to fully manage the cross-border GWBs and the cross-border area itself, as well as 

to assess the impact of only transboundary anthropogenic pressures on groundwater resources, it was 
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decided to distinguish a 25 km buffer zone on both sides of the Estonian-Latvian border. It should be 

noted that the selected territory also basically covers the transboundary area identified within the EU-

WATERRES project22, during which shared groundwater resources between Latvia and Estonia were 

studied in more detail (with the exception that it includes the full area of Salaca/Salatsi river basin). 

Accordingly, monitoring points that fall within the previously delineated buffer zone and characterize 

8 previously identified transboundary GWBS (D6, A8, A10, P, 21, 23, 25 and 26) (see Chapter 1.1. for 

more details) may be included in the cross-border monitoring network. as an initial list of observation 

points, although some of the points may also be located outside the Gauja/Koiva and Salaca/Salatsi 

river basin districts. Such an approach allows for the full management and assessment of the Estonian-

Latvian transboundary territory and common groundwater resources, as the distribution and 

watersheds of groundwater do not always correspond to the boundaries of surface water bodies inside 

the river basin districts. Therefore, it is recommended to consider in the future the possibility to include 

in the transboundary monitoring network also those monitoring points that characterize GWBs 22 and 

24 (currently not identified as transboundary GWBs) - at least at the national level. 

There is a total of 27 monitoring points in the territory under review, of which 3 monitoring points in 

the territory of Estonia have not been used for monitoring in recent years, as well as they have not 

been planned to be included in the State Monitoring Network in the future (Figure 34). More detailed 

information on the identified monitoring points is summarized in Annex 4, while a summary by type of 

monitoring at the GWB level is provided in Table 21. 

 
22 EU-WATERRES ""EU-integrated management system of cross-border groundwater resources and anthropogenic hazards"" 
http://eu -waterres.eu/ 

 

http://eu-waterres.eu/
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Figure 34. Location of transboundary monitoring points 

It should be noted that the existing active monitoring points in 79% of cases provide quality monitoring 

and only about 58% of them provide quantitative monitoring or water level measurements. The largest 

number of monitoring points is located in GWB A10, because in this GWB groundwater monitoring 

station "Rimeikas" is located, which includes 5 observation wells. 

TABLE 21 

Number of transboundary monitoring points and their distribution at TGWB level 

Type of monitoring and 
distribution of 

monitoring points 

TGWBs Total 
number of 
monitoring 

points 
26 D6 23 25 A8 A10 21 P 

Quality 2 1 2 3 1 5 2 3 19 

Quantity 1 0 2 2 1 5 1 2 14 

Inactive - - 1 2 - - - - 3 

Total number 3 1 3* 6 1 7 3 3 27 
Note: *A quaternary well attached to GWB 23 is currently inactive 

In general, it can be concluded that no uniform distribution of monitoring points is observed in any of 

the TGWBs and that the density of the monitoring network is acceptable only at low anthropogenic 

pressure and provided that no problems have been identified in the transboundary area. Otherwise, 

attention should be paid to the installation of new monitoring points and/or the integration of other 

monitoring points into the existing monitoring network in those areas where groundwater is more 

polluted and/or groundwater resources are depleted or the hydrogeological regime changes. 
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It should be noted that the new monitoring wells, which are planned to be installed in the near future 

in the territory of Latvia (see Chapter 1.1) in GWBs A8 and A10, can improve the coverage of the 

existing monitoring network in the above-mentioned GWBs and ensure both quality and quantity 

monitoring in the future. Once installed, they can also be included in the transboundary monitoring 

network. 

However, it should be noted that no significant groundwater abstraction has been identified in the 

transboundary area, which could lead to changes in the hydrogeological regime and change of 

groundwater flows in the transboundary area, and no further increase in groundwater abstraction is 

planned due to low population density. Accordingly, it is recommended in the future to focus on the 

development and harmonization of a long-term groundwater quality monitoring program in order to 

obtain initial information on the natural state of the transboundary area and to develop a systematic, 

continuous exchange of data. The exchange of groundwater level or quantity monitoring data is 

currently not a priority (no harmonization required). However, as far as possible, it is necessary to 

exchange quantitative measurement data on an annual basis to the extent currently provided for in 

the existing monitoring programs in both countries. 

2.3.2. Recommendation of new monitoring points (springs)  

Based on the statistical analysis of spring and well water hydrochemistry, which is described in more 

detail in chapter 3.2., representative springs were selected that would be suitable for further 

integration into the cross-border monitoring network (Table 22). The selection was made based on the 

results of the DA analysis. The springs that were situated near the centroids of the aquifer system 

clusters in the discriminant space, were selected as candidates for monitoring sources. The selection 

was based on the assumption that the springs represent the average water quality of the groundwater 

body/aquifer system, and can be used for background monitoring. The results indicate that the best 

representativeness of GWB was found in the case of the D2 (Upper-Middle Devonian) aquifer system 

springs, while D3 (Upper Devonian) aquifer system springs featured a bit lower representativeness. On 

the contrary, Q (Quaternary) aquifer springs represented primarily local catchment areas and are not 

suited for GWB background monitoring. However, Q springs could be used as reference monitoring 

points that characterize local processes in particular areas - i.e. local pollution or abstraction impact, 

long term climate change impact on local scale. Moreover, these springs can be used as reference 

monitoring points to assess groundwater dependent ecosystem dependency on groundwater and 

vulnerability, as well as for groundwater assessment. 

TABLE 22 

Representative spring candidates for EE-LV transboundary groundwater body monitoring. The springs were 
selected based on the statistical analysis described in chapter 3.2. 

Spring 
name B L Elevation 

(m asl) 

Quaternary 
cover 

thickness 
(m)* 

Aquifer 
index TGWB Watershed 

area (m2) 

Specific 
conductance 
όҡ{κŎƳ @ 
нрϲ/ύ 

Aquifer system (Q) 

Roodsi-
aƿǘǎŀƪǳƴƴŀ 

57.64576 26.39533 79.3 57.5 Q - 15905 241 

±ƻǊǎǘƛƳŅŜ 57.65146 27.08879 237.1 111.4 Q - 18299 490 

Velnakmens 57.86216 25.01626 42.1 19.5 Q - 45332 190 
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Spring 
name B L Elevation 

(m asl) 

Quaternary 
cover 

thickness 
(m)* 

Aquifer 
index TGWB Watershed 

area (m2) 

Specific 
conductance 
όҡ{κŎƳ @ 
нрϲ/ύ 

hƭƛƸǳ 57.62026 25.79675 42.4 29.5 Q - 184930 127 

Aquifer system (D3) 

Viinavabriku 57.61156 27.25587 177.8 27.6 D3pl 26 2519696 545 

±ŜǎƪƛƭŅǘŜ 57.68862 26.89132 129.2 27.5 D3pl 26 1080074 481 

Lauvas 
mutes 

57.51329 26.39856 71.5 16.5 D3pl D6 39745605 681 

Gaujienas 57.51695 26.38675 69.4 19 D3pl D6 9202939 655 

Aquifer system (D2) 

[ŀǳǊƛƳŅŜ 57.59401 26.67028 73.5 12.7 D2gj 25 960161 533 

¢ǳǳǊƛƳŅŜ 57.59298 26.73124 79 15.5 D2gj 25 10481264 472 

Pantenes 57.86807 25.21666 46 19.2 D2br A10 43990764 667 

Zilaiskalns 57.56691 25.19345 53.2 22.4 D2br A8 4803322 610 

 

2.3.3. Development of long-term quality monitoring program 

In the future, it is recommended that groundwater quality monitoring data on the transboundary area 

be exchanged between the LEGMC and the EEA. The (initial) list of monitoring sites at least for which 

the exchange process should be provided is given in Table 23. Increased attention should be paid to 

monitoring points that fall entirely within the Gauja/Koiva river basin district, as these are the areas 

where the most intensive groundwater flow between the two countries has been identified; in the 

event of an increase in anthropogenic pressures, it is possible that changes in the status of 

groundwater, which may be affected by transboundary activities, could be observed at these points. 

The highest groundwater flow intensities in this river basin district have been identified both within 

D².ǎ нс ŀƴŘ 5сΣ ǿƘƛŎƘ ŎƘŀǊŀŎǘŜǊƛȊŜ ǘƘŜ tưŀǾƛƸŀǎ-Ogre groundwater aquifer complex, and within 

GWBs 25 and A8, which characterize the !ǊǳƪǸƭŀ-Amata groundwater aquifer complex and are also 

the main groundwater source throughout the transboundary area (Solovey et al., 2021). 

TABLE 23 

Agreed sampling sites for exchange of groundwater quality monitoring data in transboundary area between 
Latvia and Estonia 

Well/  
spring No. in 

national 
databases 

Name of monitoring site in 
national language 

River basin 
district 

Coordinates 
Aquifer Country 

X (m) Y (m) 

Wells 

10722 Misso suurfarm Gauja/Koiva 693403 389028 D3 EE 

10890 Varstu alevik Gauja/Koiva 658874 392320 D2 EE 

11890 [ǸƭƭŜƳŅŜ Gauja/Koiva 641379 403409 D2tr EE 

13376 YǊŀōƛ ǇƿƘƛƪƻƻƭƛ ǇǳǳǊƪŀŜǾ Gauja/Koiva 668863 388200 D2; gQIII EE 

9635 Aloja Salaca/Salatsi 548750 403489 D2pr LV 

9636 Aloja Salaca/Salatsi 549905 403409 D2pr LV 

22652** Rimeikas Salaca/Salatsi 560544 407112 gQ3ltv LV 

9601** Rimeikas Salaca/Salatsi 560984 407442 gQ3ltv LV 

9600 Rimeikas Salaca/Salatsi 560985 407436 D2br LV 

9639 Seda Salaca/Salatsi 584754 405850 D2pr LV 
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Well/  
spring No. in 

national 
databases 

Name of monitoring site in 
national language 

River basin 
district 

Coordinates 
Aquifer Country 

X (m) Y (m) 

9637 Valka Salaca/Salatsi 618372 403774 D2ar LV 

6578 
tŅǊƴǳ ƳŀŀƪƻƴŘΣ 
IŅŅŘŜƳŜŜǎǘŜ ǾŀƭŘΣ 
YǊǳƴŘƛƪǸƭŀΣ WŀŀƎǳǇƛ 

West Estonia* 527793 432248 D2 EE 

7073 tƿƭŘŜ West Estonia* 580276 443188 D2pr-nr EE 

7592 lƛǎǳǎǘ лΣу ƪƳ ƪŀƎǳǎ West Estonia* 589928 450231 D2 EE 

7653 
{ŀŀǊŘŜ ǾŀƭŘΣ {ŀŀǊŘŜ ƪǸƭŀΣ 
Saarde keskuse puurkaev 

West Estonia* 556936 445007 D2pr EE 

14338 Luhamaa piiripunkt East Estonia* 701730 393870 D3 EE 

Springs 

24563 ½ơưǳ ŀǾƻǘǎ Gauja/Koiva 662194 379621 D3pl LV 

24561 {Ǉƛƒǳ ŀǾƻǘǎ Salaca/Salatsi 559401 417349 D2br LV 

24554 Govs avots Salaca/Salatsi 592941 405687 D2br LV 
Note: *The monitoring points are located outside the Salaca/Salatsi and Gauja/Koiva river basin districts, but they would help 
to assess transboundary groundwater resources, which are very important for sustainable groundwater management. 
**Given that the monitoring points characterize the same aquifer, it will be possible to choose without restriction which of the 
monitoring points will be exchanged in the future. 

In turn, the parameters with which the monitoring data should be exchanged and their recommended 

sampling frequency are given in Table 24. It should be noted that the list of parameters is mainly based 

on the results of the anthropogenic pressure assessment, the long-term results of groundwater quality 

monitoring in each country and the existing knowledge base on the hydrogeological conditions of the 

transboundary area. Also, the choice of parameters and frequencies did not exclude the financial 

aspect and the monitoring programs currently developed in both countries, which have different 

principles for determining the parameters to be analyzed and the frequency of their sampling 

(including no common vulnerability map or principles for determining vulnerability). 

TABLE 24 

Agreed list of parameters and frequency for exchange of groundwater quality monitoring data in 
transboundary area between Latvia and Estonia 

Parameters Frequency (monitoring 
points) 

Basic (universal) parameters 

Descriptive determinants 
(field parameters) 

Temperature, pH, Electrical conductivity, dissolved 
oxygen (O2) 

3 times in 6 years (springs and 
wells which represent GWB 
23, 25, 26, A8, A10 and D6); 
2 times in 6 years (wells which 
represent GWB 21, P) 

Major ions and nitrogen 
compounds 

Na+, K+, Ca2+, Mg2+, Cl-, SO4
2-, HCO3

-, total hardness, 
Fetot, NH4

+, NO2
-, NO3

- 

Additional parameters 

Metals Cd, Pb, Hg, As 1 time in 6 years (in the all 
monitoring points) 

Chemical pollutants Trichlorethylene, Tetrachlorethylene, 1,2-
dichloroethane 

1 time in 6 years (only in the 
monitoring points, which 
parameters analyzed) Pesticides 

Atrazine, Simazine, Propazine, Bentazone, MCPA, 
Aldrin, Dieldrin, Heptachlor, 2,4-D, Isoproturon, 
Aclonifen, Bifenox, Promethrin, Dimethoate, 
Cypermethrin, Trifluralin, Tebuconazole, 
Epoxiconazole, Diflufenican, Metribuzin, 
Metazachlor 
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In view of the above, it is further recommended to start exchanging data on groundwater monitoring 

points for at least the main parameters (field measurements, main ions, nitrate compounds). It is 

recommended to monitor them in springs and wells that characterize TGWBs 26, D6, A8 and A10 at 

least 3 times over a 6-year period, and to reduce them to 2 times over a 6-year period in deeper wells 

that characterize TGWBs 21 and P. If exceedances will be observed in the monitoring results, the 

sampling frequency may be increased to 1 time per year. However, in order to carry out the above-

mentioned monitoring frequency in the case of Latvia, it will be necessary to increase the sampling 

frequency in certain monitoring wells (No.9600 and No.9637, which characterize GWBs A8 and A10, as 

well as at all monitoring points, which characterize GWB P), as it currently ranges from twice in 6 years 

to once in 6 years, as the observed aquifers are considered to be well or very well protected from 

surface pollution. 

In turn, additional parameters (heavy metals, chemical pollutants, pesticides) should be exchanged at 

least once every 6 years - heavy metals should be collected at all monitoring points, but chemical 

pollutants and pesticides should be collected only at those monitoring points where they are analyzed 

according to the national monitoring programs of both countries (at present, at least in the case of 

Latvia, pesticides and chemical pollutants are not expected to be measured at all monitoring points - 

currently they are measured only at those monitoring points that can characterize their possible 

pollution and are more exposed to pollution or with the lowest degree of protection). It should be 

noted that additional indicators should be measured at one time when the main indicators are 

measured. 

Despite the fact that within the framework of this project, monitoring points in the GWBs 22 and 24 

are not included in transboundary monitoring, it is still recommended to exchange with the chemical 

data from these monitoring points. The frequency of monitoring sampling and the spectrum of 

observable parameters can respectively meet the requirements set forth in Table 24 (GWB 22 must be 

sampled 2 times in 6 years and GWB 24 must be sampled 3 times in 6 years). In the future, it is also 

recommended to consider the possibility of including in the transboundary monitoring network at least 

the springs identified in Chapter 2.3.2, which characterize GWBs 26, D6, 25, A10 and A8, and to carry 

out continuous quality monitoring of them (springs are shown in Figure 35). 
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Figure 35. Recommended springs to be included in the transboundary groundwater monitoring network 

In order to achieve a continuous data exchange process in the future, the two parties (LEGMC and EEA) 

should mutually conclude an agreement on the exchange of data with a view to providing each other 

with the relevant monitoring results on an annual basis. The list of monitoring sites to be monitored 

and the parameters to be exchanged, the frequency of their sampling may be specified after the 

acquisition of new data on pollution sources and hydrogeological conditions of the territory, as well as 

after the development of a harmonized vulnerability map. It should therefore be noted that this is only 

an initial list, mainly to improve cooperation between countries and to introduce a continuous 

exchange of monitoring data. 
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3. SPRING MONITORING OPTIMIZATION AND WATERSHED 
MODELING 

Springs can be great sources of information on groundwater quality in a wider catchment context. 

There are many advantages for springs being included into national groundwater monitoring networks 

- there are no installation or maintenance costs and sampling does not require time-consuming water 

pumping compared to wells and boreholes. 

Still, there are some obstacles to using springs as representative monitoring points: first, the water 

quality can feature a high variability/seasonality and single measurement/single sample in a year can 

show misleading information. Thus, springs need to be screened at optimally four times a year to 

identify the appropriate sampling frequency. Secondly, the corresponding aquifer system and 

catchment area should be determined using modeling tools and data analysis. Understanding 

catchment boundaries is crucial for analyzing spring water chemical composition data, especially if 

changes in specific parameter values occur or new compounds emerge. Delineated catchment helps 

to understand both natural and human impact on spring water quality through analyzing land use and 

point source pollutants within the catchment area. Moreover, a spring can represent a specific 

groundwater aquifer or a mixture of multiple aquifers. Each aquifer typically contains groundwater 

with a specific chemical composition and there are particular characteristics to each aquifer that define 

water quality, vulnerability to pollution, importance for ecosystems etc. Taking it into account, 

knowing the representing aquifer of a spring is essential.  

Springs have been used for groundwater monitoring purposes for years in Latvia - they supplement 

groundwater qualitative monitoring network (chemical composition), but since no discharge 

measurements are performed within the monitoring, these springs are not used for quantitative 

monitoring needs. In total, 30 springs in Latvia are actively monitored, but their distribution is not even 

within the country. Moreover, their catchments are not delineated, and thus it is not known what is 

the territory that each spring represents. In Estonia, springs have been used primarily in the Nitrate 

Vulnerable Zone monitoring program with only a limited selection of parameters measured. 

Competence was mediated and implemented during this activity to develop a joint monitoring 

network in the Latvia-Estonia transboundary area. 

3.1. Spring watershed delineation methodology 

Spring watershed or springshed delineation consists of several subsequent steps that depend on what 

spatial and temporal data are available, their quantity, spatial resolution and data source being up-to-

date. Borders of delineated springsheds never can be unmistakably drawn, therefore, they are 

considered as potential or current state springsheds. However, their estimated precision can be 

substantially improved by choosing the appropriate spatial delineation methods, more precise input 

data and more frequent variable data collection such as discharge measurements, chemical analysis 

etc. 

Springshed borders can be mapped based only on available spatial data, if springs were not observed 

or sampled at all. The best practice in this case would be building the conceptual geological or 

hydrogeological model based on spatial, geological and hydrogeological information or/and utilizing 
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already built hydrogeological mathematical models. In the territory of Latvia and Estonia several 

regional scale mathematical models are available (EC, 2010, https://www.puma.lu.lv, 

ƘǘǘǇΥκκǾƛǊǳƳǳŘŜƭΦǳǘΦŜŜκŀǾŀƭŜƘǘκΣ {ǇŀƭǾƛƸǑ Ŝǘ ŀƭΦΣ нлму). In the Groundwater Directive as well as in 

several of the CIS Guidance Documents, the use of conceptual models is mandatory or recommended 

(EC, 2010). Examples of hydrogeological data include the confined features of aquifers, potentiometric 

surfaces and groundwater flow rates. Topographic catchment is delineated based on surface features 

and topography without considering geological setting at all. Borders of topographic catchment will 

match with surface streamflow catchment. In the case of very small or intermittent/perennial springs 

ŦŜŜŘƛƴƎ ŎŀǘŎƘƳŜƴǘ ǿƻƴΩǘ ōŜ ƭŀǊƎŜǊ ǘƘŀƴ ǘƘŜ ǘƻǇƻƎǊŀǇhic one. 

GWBs are larger than topographic borders and are delineated similarly to surface watersheds, however 

ǘƻǇƻƎǊŀǇƘȅ ƛǎ ǎǳōǎǳǊŦŀŎŜ ƴƻǘ ǎǳǊŦŀŎŜ ǾŀƭǳŜǎΦ D².Ωǎ ŀǊŜ ƘƻǊƛȊƻƴǘŀƭ ǎǳōŘƛǾƛǎƛƻƴǎ ƻŦ ŎƻƴŦƛƴŜŘ ŀǉǳƛŦŜǊǎ ƻǊ 

multi-aquifer systems. Delineated springsheds of the same spring based on different methods can have 

substantially different areas. As well, it can change between low and high recharge conditions. GIS-

DEM based methods tend to calculate smaller springsheds than empirical calculations (Bystron, 2013). 

The first question to be answered after a conceptual model is built or an already prepared 

ƳŀǘƘŜƳŀǘƛŎŀƭ ƳƻŘŜƭ ǳǎŜŘ ƛǎΥ ά!ǊŜ ŀǉǳƛŦŜǊǎ ŎƻƴƴŜŎǘŜŘΚέΦ LC ŀǉǳƛŦŜǊǎ ŀǊŜ ƴƻǘ ŎƻƴƴŜŎǘŜŘ ōŀǎŜŘ ƻƴ D²[ 

difference or occurrence of thick impermeable layer between, etc., the next step is to determine which 

aquifer does spring discharge from. From the conceptual model, it is easy to deduce the right aquifer. 

IF aquifers are connected (hydrogeological window in impermeable layer or lack of aquitard, GWL 

difference determine possible mixing between aquifers etc.) we should consider that spring might 

represent both, i.e., confined and unconfined aquifers therefore, recharge area will be drawn 

somewhere between larger GWB and smaller topographic catchment. 

In case when springs are observed and/or sampled once, additionally to spatial delineation, this data 

can improve our understanding about vertical connectivity of aquifers, therefore, specify recharge area 

and extend or vice versa decrease springshed area. 

Discharge is one of the most important quantitative characteristics of springs. It not only specifies the 

yield of groundwater, but also reflects the water retention conditions of the aquifer. An analysis of a 

long-term spring discharges enables linking them to hydrogeological and meteorological conditions of 

their catchment area, as well as calculation of seasonal and multiannual variability parameters (Bartnik 

& Moniewski, 2019). 

! ǎǇǊƛƴƎΩǎ ŘƛǎŎƘŀǊƎŜ ƛǘǎŜƭŦ Ŏŀƴ ŘŜǘŜǊƳƛƴŜ ǘƘŜ ǎǇǊƛƴƎ ǊŜŎƘŀǊƎŜ ŀǊŜŀ ŦǊƻƳ ǾŀǊƛƻǳǎ empirical equations 

(Eq. 1) using the annual balance method. However, if groundwater flow path directions and spatial 

data are not used, discharge alone is useless as there is no known direction (both horizontal and 

vertical) of groundwater flow so does its shape (conceptual, mathematical models or at least 

hydrogeological maps can be used here to determine groundwater flow paths). It is highly beneficial 

to calculate the springshed area in case of semi-confined springshed. 

A = Q/R   (Eq. 1.) 

where: 
A- area of PCZ (potential catchment zone) 
R - annual average recharge (calculated from Eq.2) (Valle, 2021) 
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Ascending/artesian springs are more complicated because there are no observable geological strata 

where it outflows, in case of descending/gravity springs if spring outflow is clearly visible, it is also 

additional information and can be detected from which geological layer spring is discharging. 

Otherwise, conceptual models can help to determine strata from where spring is more likely to 

discharge.   

Usually, if spring sample is collected, as well in situ field parameters, such as electric conductivity (EC, 

Ƴ{ύΣ ǊŜŘƻȄ ǇƻǘŜƴǘƛŀƭ όhwtΣ Ƴ±ύΣ ¢ŜƳǇŜǊŀǘǳǊŜ ό¢Σ / ȏύΣ ŘƛǎǎƻƭǾŜŘ ƻȄȅƎŜƴ ό5hΣ ƳƎκ[ύ ŀƴŘ ǇI ŀǊŜ 

measured. These parameters can give hints if groundwater discharged by springs are confined, 

unconfined or represent both groundwater systems. Lack of unified criteria is due to geological and 

hydrogeological peculiarities of the examined groundwater body, sometimes unique to the study area. 

Usually increased EC, T indicate groundwater of longer residence time and higher DO and ORP shorter 

recharge period. The more stable are measured field parameters between field campaigns, the larger 

is recharge area and therefore longer groundwater residence time. Once measured, chemical 

composition of spring water also provides fundamental input to distinguish at least between clearly 

confined and strictly unconfined sources. Hydro and isotope geochemistry of spring water can be used 

to interpret the various lithologies with which the groundwater has interacted and to determine the 

mean residence time of the water, ultimately enabling reconstruction of the groundwater flow path 

and identifying the ǎǇǊƛƴƎΩǎ ǎƻǳǊŎŜ ŀǊŜŀ όHuff, et al., 2012; Jacobson & Langmuir, 1974; Langmuir, 1971; 

Leybourne et al., 2009).  

Unconfined groundwater springs will have smaller horizontal recharge area and will be more prone to 

discharge diminishing due to droughts, increased abstraction rates and be more vulnerable to 

anthropogenic pollution and its protection zone will be larger near the spring outflow. Unconfined 

groundwater represents precipitation water with slightly increased dissolved solids (TDS compared to 

atmospheric waters), this leads to higher EC, DO and higher ORP/Eh values and noticeably lower or 

higher groundwater temperature, compared to mean observed temperatures in groundwater, of 

course, depending on recharge season. 

Main chemical composition will be Ca-Mg-HCO3. In the territory of Latvia, where gypsum deposits are 

more widespread, Ca-SO4 also can be observed in unconfined groundwater springs in heavily karstified 

areas (Skaistkalne vicinity and Daugava River valley). 

Confined groundwater source will have a larger recharge area as recharge will take place further from 

its outflow, recharge area can even correspond to whole GWB (groundwater body) borders for very 

large springs. Reaction to drought and pollution will be opposite to unconfined source, and their 

protection zone near spring outflow will be considerably smaller than in case of unconfined source. 

For a confined spring source, springs will portray physical and chemical values significant to a particular 

aquifer that feeds the spring, so it is beneficial to establish characteristic values and natural thresholds 

for specific areas and possibly involved aquifers (Retike et al., 2016) for instance mean values of 

groundwater wells in GWB versus groundwater depth. 

Anthropogenic substances and agricultural chemicals are most widespread, and their concentrations 

increased in unconfined springs. Chloride ions are rare and can be present due to de-icing the highway 

during the cold season. pH can be variable in unconfined springs, however, tend to be less alkaline due 

to decreased residence time of water, therefore, lower dissolution of carbonates.  
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Chemical composition of confined groundwater mostly will be Ca-Mg-HCO3, Ca-SO4 or in rear cases Cl-

Na. In contrast to unconfined springs, EC increased. Electric conductivity will increase with changing 

chemical types of spring in order: Ca-Mg-HCO3 Ҧ /ŀ-SO4 Ҧ /ƭ-Na. Confined types will have TDS > 500 

mg/l. Confined groundwater sources will be free of DO, due to problematic precise measurements of 

DO in springs, DO values will be > 0 mg/l nevertheless DO will be smaller than for unconfined types. In 

pure confined groundwater, anthropogenic substances and agricultural chemicals are rare, or their 

concentrations are noticeably lower.  

Mixed groundwater source is probably the most common type in our region as closer to major 

groundwater areas, their geological strata are affected by increased number of fractures, karstified 

rocks and increased wedging of geological layers. If the groundwater source is mixed, it represents 

both or more end-sources (several confined aquifers) in changing proportions for each site, and also 

can have temporally unstable values due to GWL fluctuations of each aquifer involved. This spring type 

is the most complex as springshed will be drawn somewhere between both upper described areas and 

it is more feasible to inaccurate delineation. This is the main task of spring monitoring and further data 

processing methods involved to distinguish proportion of each groundwater source to spring 

discharge. 

3.1.1. Topography-derived spring watersheds 

For topographic catchment delineation, initial tests suggest that ArcGIS Pro Watershed toolbox gives 

quite representative and repeatable results. As input, a water flow raster is necessary, which is 

calculated from depressionless DEM. An additional water accumulation raster is helpful to check if the 

outlet point lies within the accumulation zone. Following multiple publications, flow accumulation 

ǎƘƻǳƭŘ ōŜ ǳǎŜŘ ǘƻ ǊŜǇƻǎƛǘƛƻƴ ǇƻǳǊ Ǉƻƛƴǘǎ ǘƻ ƘƛƎƘŜǊ ŀŎŎǳƳǳƭŀǘƛƻƴ ȊƻƴŜǎ ǘƻ ƻōǘŀƛƴ άōŜǘǘŜǊέ ǊŜǎǳƭǘǎ ŦƻǊ 

watershed delineation. Initial tests suggest that DEM with 10 m resolution is suitable for topographic 

catchment delineation. Initially tests were performed with DEM with 20 m cell size, and considering 

that spring catchments are rather small, obtained results almost always were too coarse for viable 

usage. For Latvian-Estonian transboundary area, DEM is created incorporating 5 m DEM for Estonia 

(derived from Land Board) and 10 m LiDAR derived DEM for Latvia. Working extent is defined, so it 

covers all of our sampled springs.  

Despite the good quality of nowadays DEMs, they still are not always that good to perform any 

hydrological analysis directly. Therefore, sinks (local depressions) should be removed even from such 

highly detailed datasets. It was done using ArcGIS Fill tool. Flow direction file was calculated with Arcgis 

tool Flow direction and flow accumulation distribution was calculated with Arcgis flow accumulation 

tool. 

3.1.2. Bedrock-derived spring watersheds 

The groundwater flow model was constructed to calculate the watersheds of springs and monitoring 

points by MODFLOW 6 (Langevin et al., 2022). MODFLOW 6 is a widely used numerical model that 

solves the groundwater flow equation through a porous media in three dimensions, and can represent 

groundwater and surface water interactions.  
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The model was built by using the open-source interface ModelMuse v 4.3.0.0 (Winston, 2019). The 

model consists of 7 layers that discretize three main aquifers and represents an area of 45 000 km2. 

The cell size of the model varies from 200 to 1000 m. The ground surface was determined by a Digital 

9ƭŜǾŀǘƛƻƴ aƻŘŜƭ ǿƛǘƘ ŀ ǊŜǎƻƭǳǘƛƻƴ ƻŦ млҎмл Ƴ όLatvian Geospatial Information Agency, 2021; Estonian 

Land Board, 2021). In addition, the geological surfaces from a PUMA model (Virbulis et al., 2013) were 

used to build the model domain geometry. 

The first layer represents the Quaternary aquifer system. The following two layers of Upper Devonian 

ƪŀǊǎǘƛŦƛŜŘ ŎŀǊōƻƴŀǘŜǎ ǊŜǇǊŜǎŜƴǘ ǘƘŜ tưŀǾƛƸŀǎ-Ogre aquifer system and the subsequent two layers of 

Middle Devonian sandstones !ǊǳƪǸƭŀ-Amata aquifer system. The next layer represents the Narva 

regional aquitard, and the lowermost is the Lower-Middle Devonian aquifer system. 

Two natural boundaries define the model limits: the coastline of the Baltic Sea to the west and Peipsi 

and Pihkva lakes to the northeast. The sea and lake water levels were defined with package CHD (Time 

Variant Specific Head). Recharge from precipitation values ranges from 0 to 0.00081 m/d. Pumping 

wells were defined to describe groundwater abstraction using the WEL package. The rivers in the study 

area were defined using the RIV package, which calculates the water exchange between the rivers and 

groundwater. Riverbed conductance was defined by calibration. 

Hydraulic conductivity for the main geological formation was obtained from the available field 

pumping test measurements and previous studies (Virbulis et al., 2013, Vallner and Porman, 2016). A 

steady-state simulation for the year 2010 was used to conduct the first calibration of hydrogeological 

parameters. The model was calibrated against two sets of calibration targets- one representing the 

measured elevation of the groundwater table in the study area, and another corresponding to 

calculated rates of baseflow at stream stations. 

The first bedrock aquifer water table was used to calculate watersheds to springs and monitoring 

points. The water table raster was processed with the SAGA-GIS tool upslope area in QGIS (Conrad, 

2001). The upslope area is a tool for hydrological calculations and allows finding catchment areas based 

on the slope of a groundwater surface. 

Raster calculation was performed with the following input parameters: 

processing.run("saga:upslopearea", {'TARGET_PT_X': geom.asPoint().x(), 'TARGET_PT_Y': 

geom.asPoint().y(), 'ELEVATION': path_DEM, 'METHOD': 2 ,'CONVERGE':1.1, 'AREA': 

path_to_temp_output1.format(str(i))}) 

Watersheds, calculated by using the upslope methodology, represent the maximum area from which 

groundwater can reach a spring or well. These calculations, however, may overestimate the catchment 

area because the infiltration rate, aquifer conductivity, porosity, and thickness of the aquifer were not 

taken into account. 

3.2. Spring sampling and water quality 

During the project period (2021-2022) 53 various springs in the transboundary area of Latvia (LV) and 

Estonia (EE) were sampled for up to three times (showed in Figure 36 and listed in Annex 5). A total of 

89 water samples (55 samples in Estonia and 34 samples in Latvia, respectively) were collected to study 
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the hydrochemistry and seasonality of groundwater quality in the EE-LV transboundary area. In 

addition, 5 monitoring wells in EE were sampled to better define the aquifer systems in the 

transboundary area. The collected water samples were analyzed in the laboratories of University of 

Latvia and Tallinn University. 

 

Figure 36. Map showing bedrock geology, springs, and wells in the transboundary area of Estonia and Latvia. 

See Annex 5 for more detailed data on numbered springs and wells. 

The assembled dataset consisted of a total of 66 hydrochemical variables including field parameters 

(pH, SEC, ORP, water temperature, DO, TDS); major ions (Na+, NH4
-, K+, Mg2+, Ca2+, Cl-, NO2

- NO3
-, SO4

2-

); log pCO2, SIcalcite, SIdolomite; dissolved organic and inorganic carbon (DOC and DIC); chemical oxygen 

demand (CODMn); macronutrients (Ntot and PtotύΤ ǎǘŀōƭŜ ƛǎƻǘƻǇŜǎ όʵ18hΣ ʵ2H and d-excess); trace 

elements (Al, As, B, Ba, Be, Cd, Co, Cr, Cu, Fe, Li, Mn, Mo, Ni, P, Pb, S, Sb, Se, Si, Sr, Ti, Tl, V, Zn), as well 

as various molar ratios (rMg/Ca, rBa/Sr, rNa/Cl, rBr/Cl, rMn/Ca, rSr/Ca, rBa/Ca). However, only selected 

hydrochemical variables (n=32) featuring a significant number of observations above the limit of 

detection threshold were involved in the further analysis. In addition to the hydrochemical parameters, 

other quantitative and qualitative parameters like elevation, bedrock outcrop, Quaternary cover 

thickness and type, water type, were also included in the dataset. 

By carrying out Kruskal-Wallis tests and discriminant analysis (DA), the springs were linked to the most 

likely aquifer systems (Quaternary [Q], Upper-Devonian [D3], or Middle (EE)/Upper-Middle (LV) 

Devonian [D2]) in the transboundary area. 

Firstly, the studied springs (n=59, also including six springs from the GroundEco project) and a selection 

of monitoring wells (n=32) were pre-assigned to one of the three aquifer systems by taking into 


























































































































































